ABSTRACT

The DRV8711 quick spin and tuning guide is provided as a guide for the tuning steps of the DRV8711. These steps can be used with any DRV8711 system. The report is a high level introduction allowing a new user of the DRV8711 to quickly tune the motor for basic operation. For more details using the decay settings, please refer to SLVA637.

Contents

1 DRV8711 Configuration Items ......................................................................................... 1
2 Initial Recommended Settings .......................................................................................... 2
3 Microstepping .................................................................................................................. 2
4 Stepper Motor Speed ....................................................................................................... 3
5 Supported External FETs ................................................................................................ 3
6 Current Regulation ......................................................................................................... 5
7 Decay Modes .................................................................................................................. 6
8 Overcurrent Protection .................................................................................................... 9
9 Stall Detect ...................................................................................................................... 9

1 DRV8711 Configuration Items

The items in Table 1 are helpful when configuring the DRV8711. None of the items are required, but many need to be known or selected before configuration is complete. Example values given in Table 1 are from the DRV8711EVM.

<table>
<thead>
<tr>
<th>Item</th>
<th>Reference</th>
<th>Example</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Supply voltage</td>
<td>VM</td>
</tr>
<tr>
<td>2</td>
<td>MOSFET gate charge</td>
<td>Qg</td>
</tr>
<tr>
<td>3</td>
<td>MOSFET drain to source resistance</td>
<td>RDS(ON)</td>
</tr>
<tr>
<td>4</td>
<td>Motor winding resistance</td>
<td>RL</td>
</tr>
<tr>
<td>5</td>
<td>Motor winding inductance</td>
<td>Ll</td>
</tr>
<tr>
<td>6</td>
<td>Motor winding parasitic capacitance</td>
<td>CL</td>
</tr>
<tr>
<td>7</td>
<td>Motor full step angle</td>
<td>θstep</td>
</tr>
<tr>
<td>8</td>
<td>Motor current</td>
<td>I</td>
</tr>
<tr>
<td>9</td>
<td>Sense resistor</td>
<td>RSENSE</td>
</tr>
<tr>
<td>10</td>
<td>Target microstepping level</td>
<td>nm</td>
</tr>
<tr>
<td>11</td>
<td>Target motor speed</td>
<td>v</td>
</tr>
<tr>
<td>12</td>
<td>Target full-scale current</td>
<td>IF</td>
</tr>
<tr>
<td>13</td>
<td>Target MOSFET rise time</td>
<td>RT</td>
</tr>
<tr>
<td>14</td>
<td>Target pulse-width modulation (PWM) chopping frequency</td>
<td>fPWM</td>
</tr>
<tr>
<td>15</td>
<td>Target stall detect stepping speed</td>
<td>fSTALL</td>
</tr>
<tr>
<td>16</td>
<td>Target overcurrent protection level</td>
<td>I OCP</td>
</tr>
</tbody>
</table>
NOTE: The equations on the following pages are to be used as initial values and may not be the optimal settings. For best results, the DRV8711 should be tuned in-system.

NOTE: The default register settings shown in Table 2 are examples. Refer to the DRV8711 data sheet (SLVSC40C) for the default settings.

## 2 Initial Recommended Settings

The settings in Table 2 are recommended to begin the process for tuning the DRV8711. If additional tuning is required, the information in the remaining sections provides a more detailed process of tuning the DRV8711. With the settings in Table 2, a typical stepper motor with less than 3 A per winding should operate. The stall indicator has been set to a minimal value and must be adjusted if stall indication is desired.

### Table 2. Recommended Settings

<table>
<thead>
<tr>
<th>Register</th>
<th>Hex Value</th>
<th>Settings</th>
</tr>
</thead>
<tbody>
<tr>
<td>0x01</td>
<td>0x01TQ</td>
<td>100-µs sample, See torque (TQ) calculation in Equation 1</td>
</tr>
<tr>
<td>0x02</td>
<td>0x0032</td>
<td>Internal indexer, 25 µs off time</td>
</tr>
<tr>
<td>0x03</td>
<td>0x0100</td>
<td>Adaptive blanking, 1-µs current blanking</td>
</tr>
<tr>
<td>0x04</td>
<td>0x0510</td>
<td>Use auto mixed decay, mixed decay time has no effect.</td>
</tr>
<tr>
<td>0x05</td>
<td>0x0A02</td>
<td>BEMF/8, Stall after 2, approximately 20 mV (requires experimentation)</td>
</tr>
<tr>
<td>0x06</td>
<td>0x0000</td>
<td>Minimal drive, minimum OCP deglitch and threshold</td>
</tr>
<tr>
<td>0x00</td>
<td>0x0C11</td>
<td>850 ns dead time, gain of 5, internal stall detect, 1/4 step, enable motor</td>
</tr>
</tbody>
</table>

\[
\text{TORQUE(TQ)} = \text{Hex}\left(\frac{256 \times \text{ISGAIN} \times R_{\text{SENSE}} (\Omega) \times I_{\text{FS}} (A)}{2.75V}\right) \tag{1}
\]

## 3 Microstepping

A stepper motor is driven by regulating the two motor winding currents in a sinusoid fashion. At each step, current is regulated using an adjustable fixed-off-time PWM chopping scheme. A well-tuned system will keep the motor current relatively constant around a current chopping threshold. This threshold is set by an internal sine DAC controlled by an indexer. Whenever a step input is received, the indexer increments its position, and the current chopping threshold is changed (illustrated in Figure 1).

![Figure 1. Fixed-Off-Time PWM Chopping Illustration](image-url)
4 Stepper Motor Speed

The first step in configuring the DRV8711 requires the desired motor speed and microstepping level. If the target application requires a constant speed, then a square wave with frequency \( f_{\text{step}} \) must be applied to the STEP/AIN1 pin, or a "1" must be written to the RSTEP bit every \( 1 / f_{\text{step}} \) seconds.

If the target motor speed is too high, the motor will not spin. Make sure that the motor can support the target speed.

For a desired motor speed (\( v \)), microstepping level (\( n_{\text{m}} \)), and motor full step angle (\( \theta_{\text{step}} \)),

\[
f_{\text{step}} \text{(steps/sec)} = \frac{v \text{(rpm)} \times n_{\text{m}} \text{(steps)} \times 6}{\theta_{\text{step}} \text{(°/step)}}
\]  

(2)

The value \( \theta_{\text{step}} \) can be found in the stepper motor datasheet, or written on the motor itself.

For the DRV8711, the microstepping level is set by the MODE bits and can be any of the settings in the following CTRL Register table. Higher microstepping will mean a smoother motor motion and less audible noise, but will increase switching losses and require a higher \( f_{\text{step}} \) to achieve the same motor speed.

NOTE: All register defaults shown in the following CTRL Register table are examples and subject to change. Refer to the datasheet to ensure the correct default settings are used.

### CTRL Register

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>6-3</td>
<td>MODE</td>
<td>4</td>
<td>R/W</td>
<td>0110</td>
<td>0000: Full-step, 71% current (( n_{\text{m}} = 1 ))&lt;br&gt;0001: Half step (( n_{\text{m}} = 2 ))&lt;br&gt;0010: 1/4 step (( n_{\text{m}} = 4 ))&lt;br&gt;0011: 1/8 step (( n_{\text{m}} = 8 ))&lt;br&gt;0100: 1/16 step (( n_{\text{m}} = 16 ))&lt;br&gt;0101: 1/32 step (( n_{\text{m}} = 32 ))&lt;br&gt;0110: 1/64 step (( n_{\text{m}} = 64 ))&lt;br&gt;0111: 1/128 step (( n_{\text{m}} = 128 ))&lt;br&gt;1000: 1/256 step (( n_{\text{m}} = 256 ))</td>
</tr>
</tbody>
</table>

5 Supported External FETs

It is critical to ensure that any external FETs used can support the PWM current chopping frequency desired. Equation 3 is used to calculate the maximum FET driving capability of the DRV8711:

\[
Q_g \text{(nC)} < \frac{20 \text{mA} \times (2 \times \text{DTIME} + \text{TBLANK} + \text{TOFF})}{4} \approx \frac{20 \text{mA}}{4 \times f_{\text{PWM}} \text{(Hz)}}
\]

(3)

In Equation 3, \( 2 \times \text{DTIME} + \text{TBLANK} + \text{TOFF} \) is the worst-case scenario (smallest time period) for PWM current chopping (\( 1/f_{\text{PWM}} \)). Since the PWM current chopping frequency is not fixed, the desired \( f_{\text{PWM}} \) only gives an estimate on the worst-case FET driving capacity.

DTIME is the dead-time inserted between turning off a low-side FET and turning on a high-side FET, or vice versa. During this time, both FETs are in High-Z, and current is conducted through the body diodes in asynchronous decay. It is recommended to leave DTIME as its default value unless the stepping speed is very high.

### CTRL Register

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>11-10</td>
<td>DTIME</td>
<td>2</td>
<td>R/W</td>
<td>11</td>
<td>Dead time set&lt;br&gt;00: 400 ns dead time&lt;br&gt;01: 450 ns dead time&lt;br&gt;10: 650 ns dead time&lt;br&gt;11: 850 ns dead time</td>
</tr>
</tbody>
</table>
TBLANK is the blanking time during PWM current chopping. This sets the minimum drive time (current is increasing) during the PWM cycle. At the beginning of the PWM cycle, the current trip value is ignored for TBLANK. In auto mixed decay mode, TBLANK is also the fast decay time if the current is higher than the current chopping level after the drive time. This value is explained more in the Decay Modes section.

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>7-0</td>
<td>TBLANK</td>
<td>8</td>
<td>R/W</td>
<td>0x80h</td>
<td>Sets current trip blanking time, in increments of 20 ns</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0x00h: 1.00 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>...</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0x32h: 1.00 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0x33h: 1.02 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>...</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0xFEh: 5.10 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0xFFh: 5.12 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>Also sets minimum on-time of PWM</td>
</tr>
</tbody>
</table>

TOFF sets the time that the driver is in a decay mode after the drive phase of PWM current chopping. This value is explained more in the Decay Modes section.

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>7-0</td>
<td>TOFF</td>
<td>8</td>
<td>R/W</td>
<td>0x30H</td>
<td>Sets fixed off time, in increments of 500 ns</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0x00h: 500 ns</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0xFFh: 128 µs</td>
</tr>
</tbody>
</table>

The registers IDRIVEP, IDRIVEN, TDRIVEP, and TDRIVEN are set based on the gate charge of the external FETs used (\(Q_g\)), and the desired rise time (RT). RT is the time it will take to charge the FET gate and turn on.

\[
IDRIVE > \frac{Q_g}{RT} \quad (4)
\]
\[
TDRIVE > 2 \times RT \quad (5)
\]

IDRIVEN / IDRIVEP and TDRIVEN / TDRIVEP should be selected to be the smallest settings that meet the requirements in Equation 4 and Equation 5.

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>5-4</td>
<td>TDRIVEN</td>
<td>2</td>
<td>R/W</td>
<td>01</td>
<td>Gate drive sink time</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>00: 250 ns</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>01: 500 ns</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>10: 1 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>11: 2 µs</td>
</tr>
<tr>
<td>7-6</td>
<td>TDRIVEP</td>
<td>2</td>
<td>R/W</td>
<td>01</td>
<td>Gate drive source time</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>00: 250 ns</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>01: 500 ns</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>10: 1 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>11: 2 µs</td>
</tr>
<tr>
<td>9-8</td>
<td>IDRIVEN</td>
<td>2</td>
<td>R/W</td>
<td>00</td>
<td>Gate drive peak sink current</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>00: 100 mA peak (sink)</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>01: 200 mA peak (sink)</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>10: 300 mA peak (sink)</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>11: 400 mA peak (sink)</td>
</tr>
<tr>
<td>11-10</td>
<td>IDRIVEP</td>
<td>2</td>
<td>R/W</td>
<td>00</td>
<td>Gate drive peak source current</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>00: 50 mA peak (source)</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>01: 100 mA peak (source)</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>10: 150 mA peak (source)</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>11: 200 mA peak (source)</td>
</tr>
</tbody>
</table>
6 Current Regulation

In a stepper motor, the full-scale current ($I_{FS}$) is the maximum current driven through either winding. This quantity depends on the TORQUE bits, the ISGAIN setting, and the sense resistor value ($R_{SENSE}$). During stepping, $I_{FS}$ defines the current chopping threshold ($I_{TRIP}$) for the maximum current step. Typically, the value of $I_{FS}$ can be found on the motor manufacturer’s data sheet.

$$I_{FS} (A) = \frac{2.75 \times \text{TORQUE}}{256 \times \text{ISGAIN} \times R_{SENSE} (\Omega)} \quad (6)$$

$I_{FS}$ is set by a comparator which compares the voltage across $R_{SENSE}$ to a reference voltage. There is a current sense amplifier built in with programmable gain through ISGAIN. Note that $I_{FS}$ must also follow Equation 7 in order to avoid saturating the motor. $VM$ is the motor supply voltage, and $R_L$ is the motor winding resistance.

$$I_{FS} (A) < \frac{VM (V)}{R_L (\Omega) + 2 \times R_{DS(ON)} (\Omega) + R_{SENSE} (\Omega)} \quad (7)$$

TORQUE is a register used to scale the output. If TORQUE = 0xFF, then the SIN DAC is scaled by 1. As TORQUE is decreased, the reference is decreased as well.

As an example, the torque register can be reduced when the motor has been stopped. Reducing torque at this point could reduce the current required to hold the motor.

<table>
<thead>
<tr>
<th>TORQUE Register</th>
<th>Address = 0x01h</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bit</td>
<td>Name</td>
</tr>
<tr>
<td>7-0</td>
<td>TORQUE</td>
</tr>
</tbody>
</table>

ISGAIN controls the gain of the current sense amplifier. Note that from Equation 6, increasing this gain will decrease $I_{FS}$ since it is used in the feedback path.

<table>
<thead>
<tr>
<th>CTRL Register</th>
<th>Address = 0x00h</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bit</td>
<td>Name</td>
</tr>
</tbody>
</table>
| 9-8 | ISGAIN | 2 | R/W | 00 | ISENSE amplifier gain set

00: Gain of 5
01: Gain of 10
10: Gain of 20
11: Gain of 40
Decay Modes

The DRV8711 supports four different decay modes: slow, fast, mixed, and auto mixed. The current through the motor windings is regulated using an adjustable fixed-time-off scheme. This means that after any drive phase, when a motor winding current has hit the current chopping threshold \( I_{TRIP} \), the DRV8711 will place the winding in one of the four decay modes for TOFF. After TOFF, a new drive phase starts.

If there is a desired PWM chopping frequency, \( f_{PWM} \), use Equation 8. Note that this will only ensure that the minimum PWM frequency is \( f_{PWM} \), since the drive time may be longer than TBLANK.

\[
TBLANK + TOFF + (2 \times DTIME) = 1/f_{PWM} \text{ (Hz)}
\]

If there is no target \( f_{PWM} \), the best way to choose TBLANK and TOFF is to tune the DRV8711 in-system based on the chosen decay mode.

In most applications, it is recommended to use auto mixed decay. This decay mode eliminates some of the disadvantages of the other decay modes when the motor is stopped.

TOFF defines the time that the device is in the defined decay mode.

### OFF Register

Address = 0x02h

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>7-0</td>
<td>TOFF</td>
<td>8</td>
<td>R/W</td>
<td>0x30h</td>
<td>Sets fixed off time, in increments of 500 ns</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0x00h: 500 ns</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0xFFh: 128 µs</td>
<td></td>
</tr>
</tbody>
</table>

TBLANK defines the minimum drive time for the PWM current chopping. \( I_{TRIP} \) is ignored during TBLANK, so the winding current may overshoot the trip level. In auto mixed decay, TBLANK also sets the fast decay time.

### BLANK Register

Address = 0x00h

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>7-0</td>
<td>TBLANK</td>
<td>8</td>
<td>R/W</td>
<td>0x80h</td>
<td>Sets current trip blanking time, in increments of 20ns</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0x00h: 1.00 µs</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0x32h: 1.00 µs</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0x33h: 1.02 µs</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>...</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0xFEh: 5.10 µs</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0xFFh: 5.12 µs</td>
<td></td>
</tr>
</tbody>
</table>

If the application requires a high degree of microstepping (\( n_m = 64, 128, \) or \( 256 \)), it is recommended to set the ABT bit. This enables adaptive blanking time, which will cut the blanking time in half for small current steps. Adaptive blanking time allows for more accurate current control at these lower current steps.

### BLANK Register

Address = 0x03h

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>8</td>
<td>ABT</td>
<td>1</td>
<td>R/W</td>
<td>0</td>
<td>0: Disable adaptive blanking time</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>1: Enable adaptive blanking time</td>
</tr>
</tbody>
</table>
Figure 2 describes each of the three decay modes.

For the diagrams shown in Figure 3 through Figure 6, the red (solid) lines indicate drive phase current and the blue (dashed) lines indicate decay mode current. When tuning the DRV8711 operation, it is best to try out the settings for DECMOD to see which works best for the application. It also may be beneficial to use one decay mode for operation and a second decay mode when holding.

In slow decay, the winding current is recirculated in both of the low side FETs. This results in the current decreasing very slowly. However, in slow decay the back EMF is shorted, which can cause the motor speed to decrease very rapidly during TOFF.

In fast decay, H-bridge is reversed to rapidly decrease the motor winding current. The motor speed does not decrease rapidly as compared to slow decay. If the current approaches zero, then the H-bridge is turned off so that the current will never begin flowing in the reverse direction. Note that in Figure 4, the current is shown to decrease to zero, and the H-bridge is deactivated. This will not happen in the system if TOFF is not very long.
Mixed decay begins as fast decay, but switches to slow decay after a period of TDECAY for the remainder of TOFF.

In auto mixed decay, current is sampled at the end of the blanking time. If the current is less than \( I_{TRIP} \), the current is allowed to increase to \( I_{TRIP} \). Afterwards, slow decay is used. If the current is greater than \( I_{TRIP} \) after the blanking time, fast decay is used for a period of TBLANK, followed by slow decay for the remainder of TOFF.

During microstepping, current can be either increasing or decreasing from one step to the next. Fast decay can be very useful when \( I_{TRIP} \) is decreasing, because it allows the winding current to decay very rapidly and settle at the next step. Slow decay is used often because the current decays slowly and results in a lower current ripple versus fast decay. Mixed decay and auto mixed decay allow flexibility to have the advantages of both fast decay and slow decay in the same mode.
8 Overcurrent Protection

In the DRV8711, current is sensed by measuring the voltage ($V_{DS}$) across the external FETs during the drive phase. If the voltage across any FET is measured greater than $OCPTH$ for longer than the time specified by $OCPDEG$, the driver is disabled and the nFAULT pin is pulled low. In order to calculate the current needed to trip OCP, use the $OCPTH$ value and the FET $R_{DS(ON)}$:

$$I_{OCP} = \frac{OCPTH}{R_{DS(ON)}(\Omega)}$$

(9)

If the motor winding parasitic capacitance, $C_L$, is very large (on the order of 1 µF), then it may be required to increase $OCPDEG$ to account for the large inrush current. For $C_L$ less than 10 nF, the default value for this register should be sufficient.

9 Stall Detect

The DRV8711 implements an internal stall detect scheme that monitors the back-EMF when in microstep mode. During each zero current step of either H-bridge, the BEMF voltage is sampled and held on the BEMF pin. The sampling occurs after SMPLTH during this zero current step. An internal divider $VDIV$ can be configured to scale the BEMF.

The stall detection logic in the DRV8711 indicates that a stall has been detected and can be ignored, if desired. The stall detection does not change the operation of the DRV8711 in any way. It is up to the host to determine the appropriate action.

Stall detection works properly if the stepper motor is spinning fast enough to generate a detectable BEMF. In addition, the time given by SMPLTH is required to take the sample. As a result, BEMF detection may not work with high stepping speeds (generally at high microstepping levels) or very low motor velocities.

If desired, the STALLn/BEMFn pin can be configured to notify the host processor when the BEMF sample is ready on the BEMF pin. This allows the host to measure the back-EMF and perform external stall-detect or other algorithms if necessary.

If internal stall detect is selected, the STALLn/BEMFn pin is pulled low whenever a stall event is detected. After the BEMF is sampled, it is compared to an adjustable threshold $SDTHR$. If the sampled BEMF falls below $SDTHR$ for a given number of steps ($SDCNT$), a stall event is detected.
The best way to configure internal stall detect is by selecting a desired stall speed (in rpm). Set both SDTHR and VDIV to their minimum values. Next, decrease the motor speed to the desired stall detect speed. Use Equation 10 to determine the necessary stepping frequency:

\[
f_{\text{step}} \text{(steps / sec)} = \frac{\nu \text{ (rpm)} \times n_{\text{m}} \text{(steps)} \times 6}{\theta_{\text{step}} \text{ (° / step)}}
\]  

(10)

Now that the motor is spinning more slowly, increase SDTHR, or VDIV, or both SDTHR and VDIV until STALLn/BEMFn are asserted. Increasing either SDTHR or VDIV will make the stall detect trip at higher speeds. Set SDCNT so that the stall detect will trip after the desired number of steps.

### CTRL Register
Address = 0x00h

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>7</td>
<td>EXSTALL</td>
<td>1</td>
<td>R/W</td>
<td>0</td>
<td>0: Internal stall detect</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>1: External stall detect</td>
</tr>
</tbody>
</table>

### TORQUE Register
Address = 0x01h

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>10-8</td>
<td>SMPLTH</td>
<td>3</td>
<td>R/W</td>
<td>001</td>
<td>Back EMF sample threshold</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>000: 50 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>001: 100 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>010: 200 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>011: 300 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>100: 400 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>101: 600 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>110: 800 µs</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>111: 1000 µs</td>
</tr>
</tbody>
</table>

### STALL Register
Address = 0x05h

<table>
<thead>
<tr>
<th>Bit</th>
<th>Name</th>
<th>Size</th>
<th>R/W</th>
<th>Default</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>7-0</td>
<td>SDTHR</td>
<td>8</td>
<td>R/W</td>
<td>0x40h</td>
<td>Sets stall detect threshold</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>The correct setting needs to be determined experimentally</td>
</tr>
<tr>
<td>9-8</td>
<td>SDCNT</td>
<td>2</td>
<td>R/W</td>
<td>00</td>
<td>00: STALLn asserted on first step with back EMF below SDTHR</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>01: STALLn asserted after 2 steps</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>10: STALLn asserted after 4 steps</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>11: STALLn asserted after 8 steps</td>
</tr>
<tr>
<td>11-10</td>
<td>VDIV</td>
<td>2</td>
<td>R/W</td>
<td>00</td>
<td>00: Back EMF is divided by 32</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>01: Back EMF is divided by 16</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>10: Back EMF is divided by 8</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>11: Back EMF is divided by 4</td>
</tr>
</tbody>
</table>
Texas Instruments Incorporated and its subsidiaries (TI) reserve the right to make corrections, enhancements, improvements and other changes to its semiconductor products and services per JESD46, latest issue, and to discontinue any product or service per JESD48, latest issue. Buyers should obtain the latest relevant information before placing orders and should verify that such information is current and complete. All semiconductor products (also referred to herein as “components”) are sold subject to TI’s terms and conditions of sale supplied at the time of order acknowledgment.

TI warrants performance of its components to the specifications applicable at the time of sale, in accordance with the warranty in TI’s terms and conditions of sale of semiconductor products. Testing and other quality control techniques are used to the extent TI deems necessary to support this warranty. Except where mandated by applicable law, testing of all parameters of each component is not necessarily performed.

TI assumes no liability for applications assistance or the design of Buyers’ products. Buyers are responsible for their products and applications using TI components. To minimize the risks associated with Buyers’ products and applications, Buyers should provide adequate design and operating safeguards.

TI does not warrant or represent that any license, either express or implied, is granted under any patent right, copyright, mask work right, or other intellectual property right relating to any combination, machine, or process in which TI components or services are used. Information published by TI regarding third-party products or services does not constitute a license to use such products or services or a warranty or endorsement thereof. Use of such information may require a license from a third party under the patents or other intellectual property of the third party, or a license from TI under the patents or other intellectual property of TI.

Reproduction of significant portions of TI information in TI data books or data sheets is permissible only if reproduction is without alteration and is accompanied by all associated warranties, conditions, limitations, and notices. TI is not responsible or liable for such altered documentation. Information of third parties may be subject to additional restrictions.

Resale of TI components or services with statements different from or beyond the parameters stated by TI for that component or service voids all express and any implied warranties for the associated TI component or service and is an unfair and deceptive business practice. TI is not responsible or liable for any such statements.

Buyer acknowledges and agrees that it is solely responsible for compliance with all legal, regulatory and safety-related requirements concerning its products, and any use of TI components in its applications, notwithstanding any applications-related information or support that may be provided by TI. Buyer represents and agrees that it has all the necessary expertise to create and implement safeguards which anticipate dangerous consequences of failures, monitor failures and their consequences, lessen the likelihood of failures that might cause harm and take appropriate remedial actions. Buyer will fully indemnify TI and its representatives against any damages arising out of the use of any TI components in safety-critical applications.

In some cases, TI components may be promoted specifically to facilitate safety-related applications. With such components, TI’s goal is to help enable customers to design and create their own end-product solutions that meet applicable functional safety standards and requirements. Nonetheless, such components are subject to these terms.

No TI components are authorized for use in FDA Class III (or similar life-critical medical equipment) unless authorized officers of the parties have executed a special agreement specifically governing such use.

Only those TI components which TI has specifically designated as military grade or “enhanced plastic” are designed and intended for use in military/aerospace applications or environments. Buyer acknowledges and agrees that any military or aerospace use of TI components which have not been so designated is solely at the Buyer’s risk, and that Buyer is solely responsible for compliance with all legal and regulatory requirements in connection with such use.

TI has specifically designated certain components as meeting ISO/TS16949 requirements, mainly for automotive use. In any case of use of non-designated products, TI will not be responsible for any failure to meet ISO/TS16949.

### Products
- **Audio**: www.ti.com/audio
- **Amplifiers**: amplifier.ti.com
- **Data Converters**: dataconverter.ti.com
- **DLP® Products**: www.dlp.com
- **DSP**: dsp.ti.com
- **Clocks and Timers**: www.ti.com/clocks
- **Interface**: interface.ti.com
- **Logic**: logic.ti.com
- **Power Mgmt**: power.ti.com
- **Microcontrollers**: microcontroller.ti.com
- **RFID**: www.ti-rfid.com
- **OMAP Applications Processors**: www.ti.com/omap
- **Wireless Connectivity**: www.ti.com/wirelessconnectivity

### Applications
- **Automotive and Transportation**: www.ti.com/automotive
- **Communications and Telecom**: www.ti.com/communications
- **Computers and Peripherals**: www.ti.com/computers
- **Consumer Electronics**: www.ti.com/consumer-apps
- **Energy and Lighting**: www.ti.com/energy
- **Industrial**: www.ti.com/industrial
- **Medical**: www.ti.com/medical
- **Security**: www.ti.com/security
- **Space, Avionics and Defense**: www.ti.com/space-avionics-defense
- **Video and Imaging**: www.ti.com/video
- **TI E2E Community**: e2e.ti.com

**Mailing Address:** Texas Instruments, Post Office Box 655303, Dallas, Texas 75265

**Copyright © 2016, Texas Instruments Incorporated**