TI ESD Protection Devices and the HDMI CTS

ABSTRACT
HDMI compliance testing of the HDMI Transmitter port can be impacted by the addition of ESD protection devices. Texas Instrument's electrostatic discharge (ESD) protection devices for the HDMI transmitter port are designed to pass the HDMI Compliance Test Specifications (CTS) for HDMI1.4b or HDMI2.0. This application report outlines the impact these devices have on the CTS. The reader should note that in order to comply with the HDMI2.0 CTS, the design must also be in compliance with the HDMI1.4b CTS.

Contents
1 Introduction .................................................................................................................... 1
2 HDMI1.4b CTS ............................................................................................................. 1
   2.1 Test ID 7-4: TMDS – TRISE, TFALL ..................................................................... 2
   2.2 Test ID 7-6: TMDS – Inter-Pair Skew ................................................................. 2
   2.3 Test ID 7-7: TMDS – Intra-Pair Skew ................................................................. 3
   2.4 Test ID 7-9: TMDS – Clock Jitter ........................................................................ 3
   2.5 Test ID 7-10: TMDS – Data Eye Diagram .......................................................... 4
   2.6 Test ID 7-13: TMDS – DDC/CEC Capacitance and Voltage .............................. 5
   2.7 Test ID 7-15: CEC Line Degradation ................................................................. 6
3 HDMI2.0 CTS .............................................................................................................. 6
   3.1 HF1-2: Source TMDS Electrical – 6G – TRISE, TFALL ...................................... 6
   3.2 HF1-3: Source TMDS Electrical – 6G – Inter-Pair Skew ...................................... 6
   3.3 HF1-4: Source TMDS Electrical – 6G – Intra-Pair Skew ...................................... 6
   3.4 HF1-7: Source TMDS Electrical – 6G – Clock Jitter ........................................... 6
   3.5 HF1-8: Source TMDS Electrical – 6G – Data Eye Diagram ................................. 6
   3.6 HF1-9: Source Electrical – 6G – Differential impedance ..................................... 7
4 Conclusion ................................................................................................................... 7
5 Related Documentation ............................................................................................... 8

1 Introduction
When designing in transient voltage suppression (TVS) for an HDMI Transmitter port, the designer needs to consider which ESD protection requirements need to be met as well as the impact of the TVS on the performance of the HDMI transmitter. Texas instruments' ESD protection devices for the HDMI transmitter port have been designed to meet the highest protection level standards specified for ESD by IEC 61000-4-2 while minimizing, and in some cases improving, the impact on meeting the HDMI1.4b CTS and HDMI2.0 CTS. Texas Instruments is an HDMI Adopter, and as such strives to meet or exceed the specifications outlined in the most current HDMI specifications.

2 HDMI1.4b CTS
The HDMI1.4b CTS tests relevant to TI ESD protection devices are listed within this section. ESD protection for the TMDS lines impacts signal integrity. This impact has been characterized by the use of examples related to the specific Test ID. The impact on the DDC and CEC control lines and test procedures are also outlined.
2.1 Test ID 7-4: TMDS – TRISE, TFALL

The capacitance of ESD protection devices impacts propagation delay as well as rise times \( (t_r) \) and fall times \( (t_f) \). By increasing the time constant, \( \tau = RC \), both \( t_r \) and \( t_f \) increase. For example, in Figure 1, the 20%–80% rise and fall times of an HDMI output signal and the same signal loaded with 0.8 pF are 48.8 ps and 55.87 ps, respectively.

![Figure 1. Change in \( t_r \) and \( t_f \) by a Capacitive Load](image1)

TI ESD protection devices are designed to add as little to the system’s capacitance budget as possible, while still providing ESD protection levels that, in most cases, meet or exceed IEC 61000-4-2 Level 4 ESD protection levels of ±8-kV Contact and ±15-kV Air-Gap ratings.

2.2 Test ID 7-6: TMDS – Inter-Pair Skew

Inter-pair skew is the difference in time a differential signal propagates through any TMDS line, when compared to any of the remaining TMDS pairs; for both low to high and high to low transitions. ESD protection devices can effect this specification in two different ways: By having different lengths in the electrical path between any input to output pins and by having different phase delays between propagating signals due to a different RC constant. In Figure 2, TMDS pair 1 and TMDS pair 2 have a difference in propagation delay caused by a difference in electrical lengths of 15 ps, resulting in 15 ps of skew. Figure 3 shows the skew caused by different phase delays.

![Figure 2. Inter-Pair Skew From Different Electrical Lengths](image2)
Differences in electrical lengths for any TI ESD protection device designed to protect the HDMI TMDS lines predominately do not need to be considered. This is due to the single protection pin approach for providing a parallel path to ground for ESD. Differences in phase delays (which, in turn, causes propagation delays) for any of TI’s multi-channel ESD protection devices are tightly controlled by utilizing monolithic integrated circuit technology to ensure there is excellent capacitance matching between any two protection pins. For TI ESD protection devices with separate input and output pins for the TMDS lines, differences in electrical lengths are minimized by design, as well as specified in the data sheet.

2.3 Test ID 7-7: TMDS – Intra-Pair Skew

Intra-pair skew is the difference in time the true and complement signals propagate within any one of the four TMDS pairs, for both low to high and high to low transitions.

Figure 3. Skew Added by \( t_r \) and Phase Delay Change From a 15% Capacitance Variation

ESD protection devices effect this measurement identically to the inter-pair skew tested in Test ID 7-6 discussed previously, with the only difference being a smaller allowable skew. Figure 3 shows one signal in a TMDS pair with a 5.34 ps skew caused by varying the load capacitance ±15%. The change in capacitance affects the \( t_r, t_f \), and propagation delay of the signal.

2.4 Test ID 7-9: TMDS – Clock Jitter

Clock jitter is defined as timing variations of the signal edges from their ideal values. The cause of these timing variations has many sources. Jitter can be caused by, to name a few, a varying frequency of the TMDS clock; signal skews based on differences in \( t_r, t_f \); capacitance variations causing skews in propagation delays; noise coupling; reflections from impedance mismatches; crosstalk; or any mixture of these.

ESD protection devices primarily impact this test by causing differences in \( t_r, t_f \) and inter and intra-pair skews as described in the preceding sections. The designer need only consider the impact TI ESD protection devices have on those tests in order to address their impact on clock jitter. The relationship between clock jitter and data jitter is specified only indirectly by the Test ID 7-10: TMDS – Data Eye Diagram tests discussed in Section 2.5.

Figure 4 shows the jitter caused by a 10 ps difference in propagation delay between the true and complementary signals within a TMDS pair.
2.5 Test ID 7-10: TMDS – Data Eye Diagram

Data Eye Diagrams conveniently display all of the $t_r$, $t_f$, and inter and intra-pair skews, all in one easy to discern test. Additional to the specifications impacted by an ESD protection device, the Data Eye Diagram displays minimum and maximum voltage level specifications as well. In the HDMI 1.4b Specification, $t_r$ and $t_f$ are only specified for the minimum times. Maximum times for these specifications are not directly specified due to the Data Eye Diagram Mask’s implied definition. If $t_r$ and $t_f$ are fast enough to avoid the minimum eye opening, then the $t_r$ and $t_f$ specifications are satisfied. Combining this consideration along with those for $t_r$, $t_f$, and inter and intra-pair skews, the designer can properly predict the impact an ESD protection device will have on the overall signal integrity of the system.

In Figure 5, one bit for each of the three TMDS data channels is graphed. Each of the three TMDS lines has some variation as shown in the previous sections. TMDS line D0 has a 0.85-pF load on both signal lines. TMDS line D1 has a 0.80-pF load on both lines, with the addition of D1+ also having a 10-ps propagation delay due to a longer electrical length. TMDS line D2 has 0.92-pF load on D2+ and 0.68-pF load on the D2- line. The total jitter caused is 16.4 ps.
In Figure 6 a Data Eye Diagram was simulated with the same variations used in Figure 5. Additionally, a 1% Gaussian pixel clock jitter has been added from the transmitter on a 9-bit pseudo-random bit sequence (PRBS) signal pattern. All three data TMDS line Eye Diagrams are over-layered onto the same graph. Blue is D2, green is D1. D0, purple, is hidden behind the two. In this case the total jitter is 33.3 ps.

![Figure 6. Three TMDS Data Eye Diagrams Combined](image)

### 2.6 Test ID 7-13: TMDS – DDC/CEC Capacitance and Voltage

The Display Data Channel (DDC) and Consumer Electronics Control (CEC) capacitances are tested with the system powered-off and powered-on. In both cases, a capacitance requirement is specified for the capacitance which is parallel to ground ($C_P$). The voltage tests check for proper pull-up resistor values on DDC and CEC. For TI ESD protection devices that have an input pin and an output pin for DDC and CEC, the correct pull-up values are included in the design. For TI ESD protection devices with a single pin for each DDC and CEC line, the pull-up resistors for the HDMI transmitter source are tested.

When testing capacitance for TI ESD protection devices with a single pin for each DDC and CEC line, the added $C_P$ is specified in the data sheet and is designed to be only a small part of the overall capacitance budget specified in this compliance test.

When testing capacitance using TI ESD protection devices that have both an input pin and an output pin for the DDC and CEC lines, during powered-on tests the device needs to be fully powered, with the connector side hot-plug detect (HPD) pin set to 0 V (grounded). The ESD protection device’s level-shifter enable and load-switch enable pins (where applicable) should be set to 0 V as well, which is the typical control set for when no sink is attached. For powered-off tests, the device should have all power pins, level-shifter enable pins and load-switch enable pins (where applicable) set to 0 V.
2.7 **Test ID 7-15: CEC Line Degradation**

When the HDMI transmitter is powered off or on, the CEC line should not sink enough current to lower the voltage levels below specification on the CEC bus of any and all devices it is attached to.

TI ESD protection devices with a single protection pin for the CEC line are designed to have ultra-low leakage current, which is orders of magnitude below the maximum current allowed in this CEC test. Therefore, TI ESD protection devices with a single protection pin have a very minimal impact on this test.

TI ESD protection devices that have an input pin and output pin for CEC are either designed to buffer the HDMI core chip with high impedance while powered either off or on, or use an open-drain nFET for dual-supply level translation. In either case, passing the CEC Line Degradation test is designed into the TI ESD protection device.

3 **HDMI2.0 CTS**

The HDMI2.0 CTS tests related to TI ESD protection devices for the HDMI transmitter port also include all of the previous tests listed in the HDMI1.4b CTS section. Most of the following HDMI2.0 CTS tests listed are repetitions of the previous HDMI1.4b CTS tests with the exception of being ran at the faster data rate of 6 Gbps. They are listed here only to make the list complete, the effects of TI ESD protection devices are the same as the similar tests already described in the HDMI1.4b CTS section. The newly added test, HF1-9: Source Electrical – 6G – Differential impedance, will be discussed.

3.1 **HF1-2: Source TMDS Electrical – 6G – TRISE, TFALL**

This test is identical in scope to the HDMI1.4b Test ID 7-4, with faster rise and fall time specifications allowed. The designer needs to apply the same considerations here as in the previous test.

3.2 **HF1-3: Source TMDS Electrical – 6G – Inter-Pair Skew**

This test is identical in scope to the HDMI1.4b Test ID 7-6. The designer needs to apply the same considerations here as in the previous test.

3.3 **HF1-4: Source TMDS Electrical – 6G – Intra-Pair Skew**

This test is identical in scope to the HDMI1.4b Test ID 7-7. The designer needs to apply the same considerations here as in the previous test.

3.4 **HF1-7: Source TMDS Electrical – 6G – Clock Jitter**

This test is identical in scope to the HDMI1.4b Test ID 7-9. The designer needs to apply the same considerations here as in the previous test.

3.5 **HF1-8: Source TMDS Electrical – 6G – Data Eye Diagram**

This test is identical in scope to the HDMI1.4b Test ID 7-10. The designer needs to apply the same considerations here as in the previous test.
3.6 HF1-9: Source Electrical – 6G – Differential impedance

The HDMI1.4b CTS defines the maximum allowable variation in differential impedance for the sink-side TMDS lines. The HDMI2.0 CTS has been updated to include this test for the source-side TMDS lines as well. Differential impedance is measured with a time domain reflectometer (TDR). It maps the impedance of the signal path against time, or distance when considering the propagation velocity of the signal. In an impedance controlled environment, adding capacitance between a signal line and ground will cause the impedance value to become smaller in the vicinity of the added capacitance. Any additional series inductance will cause the impedance to increase in the vicinity of the inductance.

![TDR Graph](image)

**Figure 7. 192 ps t, TDR of 0.6 pF Capacitance**

*Figure 7 shows a simulated TDR graph of a 100-Ω differential line loaded with 0.6 pF of capacitance. The rise time of the TDR used is 192 ps.*

The effect of a change in impedance on a voltage-varying signal propagating down a line with an electrical length longer than 1/10th of the wavelength of the varying signal is to reflect back some voltage towards the source, of which some voltage can then reflect back again if there is another change in impedance. This back and forth reflection will continue through the line wherever there are any impedance mismatches. Depending on the distance between the impedance mismatches, the signal may be attenuated or amplified due to any part of the signal that has been reflected back and forth being added to the signal propagating down the line. If the impedance mismatches are big enough, then these reflections can change the voltage levels of the signal outside the receivers input logic levels, leading to a loss of data.

Typically, any ESD protection device will add a capacitive load to ground on the signal line being protected. TI ESD protection devices are designed to add as little to the system's capacitance budget as possible, while still affording ESD protection levels that, in most cases, meet or exceed IEC 61000-4-2 Level 4 ESD protection levels of ±8-kV Contact and ±15-kV Air-Gap ratings.

4 Conclusion

Designing ESD protection into a high-speed HDMI transmitter port can be successful with a proper TVS selected. TI ESD protection devices for the HDMI transmitter port are each designed to meet the HDMI 1.4b and/or the HDMI2.0 specifications. Any TI ESD protection device for the HDMI transmitter port lists which HDMI specification it meets in its respective data sheet. Texas Instrument's considerations for these compliance tests during the design process of an HDMI related ESD protection device will help ensure a designer's system is compliant with the targeted HDMI specification.
5 Related Documentation

The documents identified in this section are referenced within this document. Most references within the document use the text identified within the brackets [Document Tag], instead of the complete document title to simplify the text.

(a) [HDMI1.4b] High-Definition Multimedia Interface Specification Version 1.4b, October, 2011
(b) [HDMI2.0] High-Definition Multimedia Interface Specification Version 2.0a, March, 2015
(c) [HDMI1.4b CTS] High-definition Multimedia Interface CTS for Version 1.4b October, 2011
(d) [HDMI2.0 CTS] High-definition Multimedia Interface CTS for Version 2.0k June, 2015
IMPORTANT NOTICE

Texas Instruments Incorporated and its subsidiaries (TI) reserve the right to make corrections, enhancements, improvements and other changes to its semiconductor products and services per JESD46, latest issue, and to discontinue any product or service per JESD48, latest issue. Buyers should obtain the latest relevant information before placing orders and should verify that such information is current and complete. All semiconductor products (also referred to herein as "components") are sold subject to TI’s terms and conditions of sale supplied at the time of order acknowledgment.

TI warrants performance of its components to the specifications applicable at the time of sale, in accordance with the warranty in TI’s terms and conditions of sale of semiconductor products. Testing and other quality control techniques are used to the extent TI deems necessary to support this warranty. Except where mandated by applicable law, testing of all parameters of each component is not necessarily performed.

TI assumes no liability for applications assistance or the design of Buyers’ products. Buyers are responsible for their products and applications using TI components. To minimize the risks associated with Buyers’ products and applications, Buyers should provide adequate design and operating safeguards.

TI does not warrant or represent that any license, either express or implied, is granted under any patent right, copyright, mask work right, or other intellectual property right relating to any combination, machine, or process in which TI components or services are used. Information published by TI regarding third-party products or services does not constitute a license to use such products or services or a warranty or endorsement thereof. Use of such information may require a license from a third party under the patents or other intellectual property of the third party, or a license from TI under the patents or other intellectual property of TI.

Reproduction of significant portions of TI information in TI data books or data sheets is permissible only if reproduction is without alteration and is accompanied by all associated warranties, conditions, limitations, and notices. TI is not responsible or liable for such altered documentation. Information of third parties may be subject to additional restrictions.

Resale of TI components or services with statements different from or beyond the parameters stated by TI for that component or service voids all express and any implied warranties for the associated TI component or service and is an unfair and deceptive business practice. TI is not responsible or liable for any such statements.

Buyer acknowledges and agrees that it is solely responsible for compliance with all legal, regulatory and safety-related requirements concerning its products, and any use of TI components in its applications, notwithstanding any applications-related information or support that may be provided by TI. Buyer represents and agrees that it has all the necessary expertise to create and implement safeguards which anticipate dangerous consequences of failures, monitor failures and their consequences, lessen the likelihood of failures that might cause harm and take appropriate remedial actions. Buyer will fully indemnify TI and its representatives against any damages arising out of the use of any TI components in safety-critical applications.

In some cases, TI components may be promoted specifically to facilitate safety-related applications. With such components, TI’s goal is to help enable customers to design and create their own end-product solutions that meet applicable functional safety standards and requirements. Nonetheless, such components are subject to these terms.

No TI components are authorized for use in FDA Class III (or similar life-critical medical equipment) unless authorized officers of the parties have executed a special agreement specifically governing such use.

Only those TI components which TI has specifically designated as military grade or “enhanced plastic” are designed and intended for use in military/aerospace applications or environments. Buyer acknowledges and agrees that any military or aerospace use of TI components which have not been so designated is solely at the Buyer’s risk, and that Buyer is solely responsible for compliance with all legal and regulatory requirements in connection with such use.

TI has specifically designated certain components as meeting ISO/TS16949 requirements, mainly for automotive use. In any case of use of non-designated products, TI will not be responsible for any failure to meet ISO/TS16949.

Products

- Audio: www.ti.com/audio
- Amplifiers: amplifier.ti.com
- Data Converters: dataconverter.ti.com
- DLP® Products: www.dlp.com
- DSP: dsp.ti.com
- Clocks and Timers: www.ti.com/clocks
- Interface: interface.ti.com
- Logic: logic.ti.com
- Power Mgmt: power.ti.com
- Microcontrollers: microcontroller.ti.com
- RFID: www.ti-rfid.com
- OMAP Applications Processors: www.ti.com/omap
- Wireless Connectivity: www.ti.com/wirelessconnectivity

Applications

- Automotive and Transportation: www.ti.com/automotive
- Communications: www.ti.com/communications
- Computers and Peripherals: www.ti.com/computers
- Consumer Electronics: www.ti.com/consumer-apps
- Energy and Lighting: www.ti.com/energy
- Industrial: www.ti.com/industrial
- Medical: www.ti.com/medical
- Security: www.ti.com/security
- Space, Avionics and Defense: www.ti.com/space-avionics-defense
- Video and Imaging: www.ti.com/video
- TI E2E Community: e2e.ti.com

Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2015, Texas Instruments Incorporated