1.0 INTRODUCTION

This report describes how one can use the GC2011 Digital Filter chip to build digital modulators for most BPSK, QPSK, and QAM radio signals. The modulator described here will accept a data stream with a symbol rate equal to \( B \) (standing for baud) and will output a modulated QAM signal centered at an IF frequency equal to the symbol rate or twice the symbol rate \( (B \ or \ 2B) \). A typical application would be a 5 MBaud (5 million symbols per second) 64 QAM modulator for a digital television transmitter. The modulator will Nyquist filter\(^1\) the QAM signal, mix it up to be centered at either 5 MHz or 10 MHz and output an analog signal ready to be mixed up to a final carrier frequency.

2.0 THE BASIC MODULATOR

The basic functions of a QAM modulator are shown in Figure 1 below:

![Figure 1. BASIC MODULATOR](image)

The bit stream is formatted into symbols consisting of \( I \) and \( Q \) words. A QPSK symbol uses a pair of input bits to identify each symbol. The first bit in the pair selects \( \pm 1 \) for the \( I \) word and the second bit selects \( \pm 1 \) for the \( Q \) word. A 16 QAM symbol uses four input bits per symbol. Two bits select \( \pm 1 \) or \( \pm 3 \) for the \( I \) word and 2 bits select \( \pm 1 \) or \( \pm 3 \) for the \( Q \) words. A 64 QAM symbol uses 6 input bits per symbol, 3 bits

---

\(^{1}\) The transmitter’s pulse shaping filter is called a Nyquist filter.
for the I and 3 bits for the Q. The I and Q values for 64 QAM are ±1, ±3, ±5 and ±7. A 256 QAM signal uses 8 input bits per symbol and selects between 16 values of I and 16 values of Q.

The symbols are zero padded to generate a data stream at the desired sample rate for the final digital to analog converter (DAC). The desired sample rate is a function of the IF signal frequency and its bandwidth. If the excess bandwidth of the Nyquist filter is \( \alpha \), and the IF signal’s center frequency is \( F \), then the DAC frequency must be at least twice \((F + (1+\alpha)B/2)\). This means that the DAC frequency must be greater than \((2F + (1+\alpha)B)\). If the IF is centered at the symbol rate \( B \), then a DAC frequency of \( 4B \) is adequate. If the IF center frequency is \( 2B \), then a DAC frequency of \( 8B \) is adequate. If the DAC frequency is chosen as \( 4B \), then the zero pad circuit must insert 3 zeroes between each symbol. If the DAC frequency is \( 8B \), then 7 zeroes must be inserted between each symbol.

The pulse shape filter is typically the raised cosine pulse defined as:

\[
p(t) = \begin{vmatrix}
\sin \left( \frac{\pi t}{2} \right) & \cos \left( \frac{\alpha \pi t}{T} \right) \\
\frac{\pi t}{T} & \frac{2 \alpha \pi t}{T}
\end{vmatrix}
\]

EQ 2.0

Where \( \alpha \) sets the excess bandwidth of the pulse and \( T \) is the symbol time spacing \((B = 1/T)\). If the DAC frequency is \( 4B \), then the pulse filter will use the impulse response \( h(k) = p(kT/4) \) for \( k = -N \) to \(+N\). The length of the filter is \( 2N+1 \). The value of \( N \), and hence the length of the filter, is set so that the value of \( p(t) \) in EQ 2.0 is sufficiently close to zero for \( k > N \). If the DAC frequency is \( 8B \), then \( h(k) = p(kT/8) \). Typically \( N \) is less than 30 for a DAC frequency of \( 4B \) and is less than 60 for a DAC frequency of \( 8B \).

The I/Q signal coming from the pulse shape filters is mixed up to the desired IF center frequency as shown in Figure 1. The real part of the mixer output is retained and sent to the DAC. The DAC output is smoothed by a lowpass filter. The lowpass filter’s passband extends from 0 to \((F + (1+\alpha)B/2)\) and its stopband starts at \( F_{DAC} \) minus \((F + (1+\alpha)B/2)\).

If the DAC frequency is \( 4B \) and the IF is \( B \), or if the DAC frequency is \( 8B \) and the IF is \( 2B \), then the mixer frequency is \( e^{j(\pi/4)n} \) which is simply the sequence \((1, j, -1, -j,...)\). This means that the mixer only needs to make sign changes and to multiplex between the I and Q filter outputs.

### 3.0 THE GC2011 FILTER CHIP

The GC2011 Filter chip has a complex to real upconvert mode. In this mode the chip accepts I and Q input samples at half the clock rate, inserts zeroes between every input to double the rate, filters the I and Q signals with 127 tap filters, mixes the signal up using the sequence \((1, j, -1, -j,...)\), and outputs real data at the clock rate. The real signal will be centered at one-fourth the clock rate. This mode of the GC2011 Filter chip can be used in the QAM modulator as described in the next Section.
4.0 THE SUGGESTED ARCHITECTURE

A PSK or QAM modulator architecture using the GC2011 chip is shown in Figure 2.

![Diagram of the modulator architecture]

In this architecture the Symbol formatter chip accepts the input bit stream, formats it into symbols, and generates a symbol stream which has been “zero padded” to be at a sample rate which is equal to 2B or 4B. If the IF signal is to be centered at B, then the formatter should output samples at a 2B rate by inserting a zero between each symbol. If the IF signal is to be centered at 2B, then the formatter should insert three zeroes between each symbol.

The clock generator must synthesize a clock for the GC2011 chip and the DAC chip which is at either 4B or 8B, depending upon whether the desired IF is B or 2B.

The GC2011 chip, operating in the complex to real upconvert mode, accepts the zero padded input symbols, zero pads them by another factor of two, filters the I/Q stream by the pulse shaping filter, mixes the data up by one-fourth the clock rate, and then outputs a real data stream at the clock rate. If the chip is clocked at 4B, then the real output will be centered at an IF equal to B, if the clock rate is 8B, then the IF will be 2B.

The GC2011’s output is converted to an analog signal by the DAC and then low pass filtered. If the IF is B, then the low pass filter has a passband extending from 0 to (B + (1+α)B/2) and a stopband starting at (3B - (1+α)B/2). If the IF is 2B, then the low pass filter has a passband extending from 0 to (2B + (1+α)B/2) and a stopband starting at (6B - (1+α)B/2).
5.0 DIGITAL TELEVISION EXAMPLE

A proposed digital TV modulation standard is to transmit the TV signal using a 5 Mega-baud, 64 QAM modulator. In this example the modulator will output the signal at an IF equal to the symbol rate of 5 MHz. The Symbol format chip in Figure 2 accepts a 30 mega-bit data stream and a 30 MHz clock. The chip outputs a 10 mega-word I/Q stream consisting of 3 bit I-words and 3 bit Q-words. The stream is generated by blocking the bit-stream into 6 bit words at a 5 mega-word rate and then inserting zeroes between the words to increase the rate to 10 MHz. The upper 3 bits of the 6 bit words are taken as the I-word, and the lower 3 bits are taken as the Q-word.¹

The GC2011 and DAC chips are clocked at 20 MHz. A simple clock generator can be implemented within the Symbol formatter FPGA by using the 30 MHz bit stream clock to repetitively output a one followed by two zeroes. The resulting sequence (100100100100100100...) is effectively a phase locked 20 MHz clock.

The filter coefficients are generated using EQ 2.0 with \( t = \frac{kT}{4} \) where \( k \) ranges from -62 to +62 (a 127 tap filter) and \( \alpha \) equal to 0.2 (for 20% excess bandwidth). The GC2011 chip is configured into the complex to real mode and the coefficients are loaded into the chip as described in the GC2011 datasheet².

The low pass filter following the DAC chip is designed to pass signals below 8 MHz and reject signals above 12 MHz. The output QAM signal will be centered at 5 MHz with a lower band edge at 2 MHz and an upper band edge at 8 MHz.

An alternative approach, which involves running the GC2011 and DAC chips at 40 MHz, is to center the output signal at twice the baud rate (10 MHz). The higher output center frequency may make the analog IF to RF conversion easier, and relaxes the lowpass filter specifications. The low pass filter would have a passband from 0 to 13 MHz and a stopband starting at 27 MHz. The disadvantage, besides the extra power consumption of running at 40 MHz, is that a clock synthesizer chip would need to be used to generate a 40 MHz clock which is locked to the 30 MHz bit stream clock. In addition, the Symbol Formatter chip will have to output data at a 20 MHz rate (one I/Q pair and then 3 zeroes) which is awkward to generate from the 30 MHz bit stream clock.

---

1. The GC2011 inputs are 12 bits. The 3 bit words should be used as the most significant bits (MSBs), with the fourth bit set to a “1” and the remaining bits set to zero.
2. The coefficients need to be scaled to be 14 bit numbers for the GC2011 chip.
GRAYCHIP
APPLICATION NOTES:

BUILDING A QAM MODULATOR USING A GC2011 DIGITAL FILTER CHIP

October 6, 1994

Joseph H. Gray
IMPORTANT NOTICE

Texas Instruments Incorporated and its subsidiaries (TI) reserve the right to make corrections, modifications, enhancements, improvements, and other changes to its products and services at any time and to discontinue any product or service without notice. Customers should obtain the latest relevant information before placing orders and should verify that such information is current and complete. All products are sold subject to TI’s terms and conditions of sale supplied at the time of order acknowledgment.

TI warrants performance of its hardware products to the specifications applicable at the time of sale in accordance with TI’s standard warranty. Testing and other quality control techniques are used to the extent TI deems necessary to support this warranty. Except where mandated by government requirements, testing of all parameters of each product is not necessarily performed.

TI assumes no liability for applications assistance or customer product design. Customers are responsible for their products and applications using TI components. To minimize the risks associated with customer products and applications, customers should provide adequate design and operating safeguards.

TI does not warrant or represent that any license, either express or implied, is granted under any TI patent right, copyright, mask work right, or other TI intellectual property right relating to any combination, machine, or process in which TI products or services are used. Information published by TI regarding third-party products or services does not constitute a license from TI to use such products or services or a warranty or endorsement thereof. Use of such information may require a license from a third party under the patents or other intellectual property of the third party, or a license from TI under the patents or other intellectual property of TI.

Reproduction of TI information in TI data books or data sheets is permissible only if reproduction is without alteration and is accompanied by all associated warranties, conditions, limitations, and notices. Reproduction of this information with alteration is an unfair and deceptive business practice. TI is not responsible or liable for such altered documentation. Information of third parties may be subject to additional restrictions.

Resale of TI products or services with statements different from or beyond the parameters stated by TI for that product or service voids all express and any implied warranties for the associated TI product or service and is an unfair and deceptive business practice. TI is not responsible or liable for any such statements.

TI products are not authorized for use in safety-critical applications (such as life support) where a failure of the TI product would reasonably be expected to cause severe personal injury or death, unless officers of the parties have executed an agreement specifically governing such use. Buyers represent that they have all necessary expertise in the safety and regulatory ramifications of their applications, and acknowledge and agree that they are solely responsible for all legal, regulatory and safety-related requirements concerning their products and any use of TI products in such safety-critical applications, notwithstanding any applications-related information or support that may be provided by TI. Further, Buyers must fully indemnify TI and its representatives against any damages arising out of the use of TI products in such safety-critical applications.

TI products are neither designed nor intended for use in military/aerospace applications or environments unless the TI products are specifically designated by TI as military-grade or “enhanced plastic.” Only products designated by TI as military-grade meet military specifications. Buyers acknowledge and agree that any such use of TI products which TI has not designated as military-grade is solely at the Buyer's risk, and that they are solely responsible for compliance with all legal and regulatory requirements in connection with such use.

TI products are neither designed nor intended for use in automotive applications or environments unless the specific TI products are designated by TI as compliant with ISO/TS 16949 requirements. Buyers acknowledge and agree that, if they use any non-designated products in automotive applications, TI will not be responsible for any failure to meet such requirements.

Following are URLs where you can obtain information on other Texas Instruments products and application solutions:

<table>
<thead>
<tr>
<th>Products</th>
<th>Applications</th>
</tr>
</thead>
<tbody>
<tr>
<td>Amplifiers</td>
<td>Audio</td>
</tr>
<tr>
<td>Data Converters</td>
<td>Automotive</td>
</tr>
<tr>
<td>DSP</td>
<td>Broadband</td>
</tr>
<tr>
<td>Clocks and Timers</td>
<td>Digital Control</td>
</tr>
<tr>
<td>Interface</td>
<td>Medical</td>
</tr>
<tr>
<td>Logic</td>
<td>Military</td>
</tr>
<tr>
<td>Power Mgmt</td>
<td>Optical Networking</td>
</tr>
<tr>
<td>Microcontrollers</td>
<td>Security</td>
</tr>
<tr>
<td>RFID</td>
<td>Telephony</td>
</tr>
<tr>
<td>RF/I and ZigBee® Solutions</td>
<td>Video &amp; Imaging</td>
</tr>
<tr>
<td></td>
<td>Wireless</td>
</tr>
</tbody>
</table>

Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright 2008, Texas Instruments Incorporated