After price, reliability and fuel efficiency are primary decision factors for car buyers. When buying a new car, the last thing you want to worry about is being stuck on the side of the road with car trouble. Drivers want to have confidence that their cars are reliable and long lasting, with excellent fuel efficiency and low CO2 emissions.

The automotive powertrain system consists of an internal combustion engine, a multiple ratio-gear transmission, and wheels. Engine torque and speed are converted in the transmission in accordance with the tractive power demand of the vehicle. The vehicle’s transmission can also control the direction of rotation being applied to the wheels.

Transmissions are generally referred to as manually-actuated or automatic transmissions. Automatic transmissions are designed to take automatic control of the frictional units, gear-ratio selection, and gear shifting.

For purposes of lubrication and cooling, a hydraulic fluid is used in automatic transmissions. The following are the primary functions of the automatic transmission fluid (ATF):

- Transfer power from the engine to the driveline via the torque converter.
- Absorb heat from the torque converter and transmit it to the cooler located in the front of the vehicle.
- Act as a clutch pack, friction element coolant. It must absorb and dissipate the heat energy dissipated by a clutch or band engagement.
- Transmit hydraulic pressure through a complex hydraulic control system which uses valves, servos, pumps, clutch cylinders, fluid lines, and passages.
- Act as a lubricant and coolant for the planetary gears, bearings, servos, clutches, and bushings.

Cold Start
ATF normally has a low viscosity at its working temperature (approximately 90°C/195°F). If, however, the oil temperature is very low (considerably below 0°C/30°F), there is an extreme increase in its viscosity, resulting in very high-
High Performance. Low Power.

Energy-Efficient Automotive Solutions
National Semiconductor’s PowerWise® solutions maximize the power-to-performance ratio for automotive solutions improving electronics efficiency and extending service life. National’s Q-grade product portfolio is compliant to the AEC-Q100 standard and supports the zero defect approach throughout the entire design, qualification, manufacturing and supply chain.

✅ AEC-Q100 qualified products
✅ System solutions
✅ Online design tools

Infotainment System
National’s low-power, ultra-low EMI LVDS Serializer/Deserializer chipsets enhance signal integrity for better displays, robust sound and longer battery life in advanced multimedia and integrated navigation systems.

Lighting System
National addresses automotive lighting challenges by offering power efficient LED drivers with flexible design options, zero current shutdown capability, and protection features for stringent automotive voltage and temperature conditions.

Powertrain System
National offers a variety of high-performance products supporting high-operating temperatures, including highly reliable power management, thermal management and bare die products with up to 150°C temperature range for state-of-the-art power steering, gearbox, injection or hybrid drive systems.

national.com/automotive
Energy Efficiency and Reliability in Automatic Transmission Systems

drag torques. As a consequence, it can become impossible to engage a gear since the synchronizing devices are designed for much lower torques. Based on the oil temperature, a “cold start” program can be activated to make sure that at least one gear will be engaged.

Warm-up Process
After the vehicle starts to move during normal driving, i.e. without pronounced acceleration or without the need to start off while pulling a heavy load (like a trailer), the fluid temperature increases relatively slowly. This means that the drag torques also decrease very slowly. Over long periods under high-drag torque conditions, the synchronizing device is overloaded and can be damaged.

Introducing some losses into the gearbox, moving the shift point to higher rotational-speed values, and controlling the quantity of oil in the gearbox can accelerate the warm-up process. Thus, the engine, the gearbox, and the catalyst reach the optimal operation temperature more quickly. The sooner the transmission reaches its ideal temperature, the sooner the consumption-optimized gearbox shift program begins to operate.

The gears are shifted with elements that are controlled by hydraulic or electronic-actuated valves. The actuation of such shift elements is highly temperature dependent since the oil viscosity changes markedly with the temperature. Temperature thus affects the level and the time behavior of the applied pressure. While the ATF warms up, the temperature varies in an extremely wide range. It is therefore desirable to take into account the temperature of the oil when setting the oil pressure to shift the gears properly.

Operation at High Temperatures
Heat, rather than cold, is the main concern for ATF. Automatic transmissions create a lot of friction, and friction produces heat. The greater the load on the transmission, the more heat it generates and the hotter the fluid becomes.

Normally, the maximum allowable temperature for conventional transmission oils is 80 to 100°C/175 to 212°F and for special transmission oils 110 to 130°C/230 to 265°F. Meanwhile, in transmission assemblies of modern automotive vehicles, the oil temperature may be as high as 120 to 150°C/250 to 300°F and in transmissions of more heavily loaded trucks (such as 18-wheel freight trucks) when operating in hot climates, the temperature may be as high as 160 to 170°C/320 to 340°F. High oil temperatures such as these lead to undesirable consequences, both for the oil itself and for the transmission parts.

Oil Service Life
Under these hot conditions, the service life of the oil is shortened. Once temperatures move above the normal operation levels (about 90°C/195°F), the lubricant’s rate of oxidation will increase and shorten its effective life.

Wear on Working Surfaces
High temperatures also represent a major hazard to the working surfaces of the transmission’s moving parts as less heat is removed from the abrasion zones and the danger of seizure is increased. At temperatures above 175°C/350°F, the hardness of the steel is reduced. Since the temperature of the gear-tooth and the clutch working surfaces are usually higher than the oil temperature, it becomes clear that a decrease in the hardness of the gear material is possible with oil temperatures even lower than 175°C/350°F.

Seals and Flow Lines
The rubber seals and the coolant flow lines are highly sensitive to high oil temperature as well. Rubber seals become hard and brittle when exposed to high temperatures, with a consequent sharp reduction in their life and reliability. Coolant flow lines made of plastic material PA12 (polyamide12 or nylon 12) are used in installations that do not accommodate a metallic coolant flow line to connect the torque converter flow outlet port to the cooler. Under high
temperature (over 175°C/350°F), the plastic cooler warps the oil can upstream and the cooler will probably fail.

**Electronic Control Unit (ECU) Overheat**

The ECU is used to monitor and control the activities of an automatic transmission system. In some cases, the ECU is placed inside the gearbox casing or hosing in order to utilize the space present in the gearbox. This means the control unit stays in direct contact with the ATF. Advantages of this configuration are the very short cables used to connect the ECU, sensors, and actuators; the small number of plugs and connectors; less noise in the lines; and consequently more accurate shift position detection.

If the transmission environment and the coolant oil reach extremely high temperatures, the power and the control electronic components cannot work properly, and therefore the lifetime is compromised, and damages can occur. Thus, overheating situations must be detected or even predicted. Actions must be taken to reduce heat production and/or improve heat dissipation. In some extreme cases, the temperature must be precisely detected and the most sensitive electronic components switched off to avoid complete failure of the control electronics.

**The Solution: A Digital Temperature Sensor**

To address all of these challenges in temperature monitoring inside automatic transmissions, National Semiconductor has optimized the LM71 temperature sensor, creating the LM71A1 for high-temperature applications.

The LM71A1 is a digital temperature sensor with integrated signal conditioning, control logic, a 14-bit A/D converter, and SPI interface (*Figure 1*). Its wide operating temperature range (-40 to +175°C/-40 to 350°F) makes monitoring possible under cold start and overheating conditions. But its most important feature is the tightest accuracy (±1°C/±1.8°F) at high temperature (130 to 150°C/165 to 300°F) as seen in *Figure 2* and the high resolution (0.03125°C/LSB). This allows precise sensing at the most critical of conditions; namely, extremely high temperatures.

This device is available in bare die form that guarantees faster thermal response, optimizing the warm-up process control. Different technologies may be used to assemble the unpackaged die on the board. Chip-on-board (COB), direct chip attachment (DCA) on boards, or substrates and flip-chips are the most commonly-used technologies to electrically interconnect the die to the final circuit.
To guarantee good thermal coupling, the ECU or the temperature sensing system can be found inside a metallic housing, placed in the oil sump, and partially or completely surrounded by the ATF.

In order to keep the oil temperature within the operation borders, to properly control valves and shifting times, and to protect against sharp deterioration and damages, accurate temperature detection is a key factor. Accurate temperature detection ensures higher fuel efficiency and elevated system reliability. The LM71A1 device can help designers develop high-performance thermal management systems for electronic control units in any transmission system.

Figure 2. Temperature Error vs. Temperature
WEBENCH® Signal Path Designer® Tools
Design, simulate, and optimize amplifier circuits in this FREE online design and prototyping environment allowing you to:
- Synthesize an anti-alias filter
- Select the best amplifier/ADC combo for your system specs
- Make trade-offs based on SNR, SFDR, supply voltage
- Simulate real-world operating conditions using SPICE
- Receive samples in 24 hours

www.national.com/webench

WaveVision 4.1 Evaluation Board
Test and evaluate A/D converters with National’s easy-to-use WaveVision 4.1 evaluation board. Each evaluation board comes complete with USB cable and support software.

Features and benefits:
- Plug-n-play ADC evaluation board
- USB 2.0 interface to PC
- PC-based data capture
- Easy data capture and evaluation
- Highlighted harmonic and SFDR frequencies
- Easy waveform examination
- Produces and displays FFT plots
- Dynamic performance parameter readout with FFT
- Produces and displays histograms

national.com/powerdesigner

Don’t miss a single issue!
Subscribe now to receive email alerts when new issues of Signal Path Designer® are available:
national.com/spdesigner

Also, be sure to check out our Power Designer! View online today at:
national.com/powerdesigner
IMPORTANT NOTICE

Texas Instruments Incorporated and its subsidiaries (TI) reserve the right to make corrections, modifications, enhancements, improvements, and other changes to its products and services at any time and to discontinue any product or service without notice. Customers should obtain the latest relevant information before placing orders and should verify that such information is current and complete. All products are sold subject to TI's terms and conditions of sale supplied at the time of order acknowledgment.

TI warrants performance of its hardware products to the specifications applicable at the time of sale in accordance with TI's standard warranty. Testing and other quality control techniques are used to the extent TI deems necessary to support this warranty. Except where mandated by government requirements, testing of all parameters of each product is not necessarily performed.

TI assumes no liability for applications assistance or customer product design. Customers are responsible for their products and applications using TI components. To minimize the risks associated with customer products and applications, customers should provide adequate design and operating safeguards.

TI does not warrant or represent that any license, either express or implied, is granted under any TI patent right, copyright, mask work right, or other TI intellectual property right relating to any combination, machine, or process in which TI products or services are used. Information published by TI regarding third-party products or services does not constitute a license from TI to use such products or services or a warranty or endorsement thereof. Use of such information may require a license from a third party under the patents or other intellectual property of the third party, or a license from TI under the patents or other intellectual property of TI.

Reproduction of TI information in TI data books or data sheets is permissible only if reproduction is without alteration and is accompanied by all associated warranties, conditions, limitations, and notices. Reproduction of this information with alteration is an unfair and deceptive business practice. TI is not responsible or liable for such altered documentation. Information of third parties may be subject to additional restrictions.

Resale of TI products or services with statements different from or beyond the parameters stated by TI for that product or service voids all express and any implied warranties for the associated TI product or service and is an unfair and deceptive business practice. TI is not responsible or liable for any such statements.

TI products are not authorized for use in safety-critical applications (such as life support) where a failure of the TI product would reasonably be expected to cause severe personal injury or death, unless officers of the parties have executed an agreement specifically governing such use. Buyers represent that they have all necessary expertise in the safety and regulatory ramifications of their applications, and acknowledge and agree that they are solely responsible for compliance with all legal and regulatory requirements concerning such use. Buyers must fully indemnify TI and its representatives against any damages arising out of the use of TI products in such safety-critical applications.

TI products are neither designed nor intended for use in military/aerospace applications or environments unless the TI products are specifically designated by TI as military-grade or "enhanced plastic." Only products designated by TI as military-grade meet military specifications. Buyers acknowledge and agree that any such use of TI products which TI has not designated as military-grade is solely at the Buyer's risk, and that they are solely responsible for compliance with all legal and regulatory requirements in connection with such use. TI products are neither designed nor intended for use in automotive applications or environments unless the specific TI products are designated by TI as compliant with ISO/TS 16949 requirements. Buyers acknowledge and agree that, if they use any non-designated products in automotive applications, TI will not be responsible for any damage arising out of the use of TI products in such applications.

Follow the terms of sale for any such use. Buyers must fully indemnify TI and its representatives against any damages arising out of the use of TI products in such automotive applications. TI will not be responsible for any damage arising out of the use of TI products in such a manner.

Following are URLs where you can obtain information on other Texas Instruments products and application solutions:

<table>
<thead>
<tr>
<th>Products</th>
<th>Applications</th>
</tr>
</thead>
<tbody>
<tr>
<td>Audio</td>
<td>Communications and Telecom</td>
</tr>
<tr>
<td>Amplifiers</td>
<td>Computers and Peripherals</td>
</tr>
<tr>
<td>Data Converters</td>
<td>Consumer Electronics</td>
</tr>
<tr>
<td>DLP® Products</td>
<td>Energy and Lighting</td>
</tr>
<tr>
<td>DSP</td>
<td>Industrial</td>
</tr>
<tr>
<td>Clocks and Timers</td>
<td>Medical</td>
</tr>
<tr>
<td>Interface</td>
<td>Security</td>
</tr>
<tr>
<td>Logic</td>
<td>Space, Avionics and Defense</td>
</tr>
<tr>
<td>Power Mgmt</td>
<td>Transportation and Automotive</td>
</tr>
<tr>
<td>Microcontrollers</td>
<td>Video and Imaging</td>
</tr>
<tr>
<td>RFID</td>
<td></td>
</tr>
<tr>
<td>OMAP Mobile Processors</td>
<td></td>
</tr>
<tr>
<td>Wireless Connectivity</td>
<td></td>
</tr>
</tbody>
</table>

TI E2E Community Home Page e2e.ti.com

Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2011, Texas Instruments Incorporated