How to monitor board temperature

Introduction
Thermal issues in circuits could impact system performance and damage expensive components. Measuring the temperature of a PCB in sections where there are “Hot Spots” or “Power Hungry ICs” can help identify these issues to take preventive or corrective action in real time.

Systems designers may want to monitor the die temperature of a power hungry IC—such as a CPU, ASIC, FPGA, or DSP—to dynamically adjust its performance, or the designers may want to monitor “Hot” sections around power stages to either control the fan speed in a system or initiate a safe system shutdown.

The ultimate goal is to optimize performance and protect costly devices. Figure 1 shows a temperature-monitoring system on a high-performance computer board.

Heat Transfer From PCB to the Temp Sensor
Local temperature sensors measure their own die temperature to determine the temperature in a specific area. Therefore, it is important to understand the dominant temperature conduction paths between the die and the object or environment around the sensor. Heat is conducted primarily through two path types: through a Die-attach pad (DAP) attached to the package, or through the package lead pins.

The Die-attach pad (DAP), if present, provides the most dominant thermal path between the PCB and the die.

The leads and pins provide the most significant thermal path if the package type does not include a DAP.

The mold compound provides an additional thermal path, but due to its low thermal conductivity, any heat transfer through the mold compound itself is slower than the heat transfer through the leads or DAP.

Thermal Response
The package type choice determines how quickly the temperature sensor can respond to changes in temperature. Figure 4 shows the relative thermal response rates of different classes of selected SMT package types that are used for temperature measurements.
Packages without a mold compound (CSP, DSBGA) and packages with a DAP (QFN, DFN) are designed for applications that require a fast thermal heat transfer from the PCB, while packages without a DAP are designed for applications that require slower response rates. A fast thermal response rate allows the temperature sensor to respond to any temperature changes quickly and therefore provide an accurate reading.

Design Guidelines - Bottom Side Mounting

The sensor location should be as close as possible to the heat source designers want to monitor. The designer should avoid perforations or slits in the PCB between the heat-generating IC and the temperature sensor, because they could reduce or stop the thermal response. If possible, mount the temperature monitor on the bottom side of the PCB directly below the heat source as shown in Figure 5.

TI recommends that designers use vias to transfer heat quickly from one side of the PCB to the other, because vias have a better thermal conductivity of copper compared to FR4. Therefore, a designer can use as many parallel vias or filled conductive vias as feasible to transfer heat from the heat source to the temperature monitor to create a fast thermal equilibrium between the two ICs. A QFN or DFN package with a DAP can further help decrease the thermal resistance path between the vias and the sensor die.

Design Guidelines - Ground Plane Considerations

If it is not practical or cost-effective to place the temperature sensor on the opposite side of the heat source. Place it on the same side as close to the heat source as possible as shown in Figure 6.

The most effective way to create thermal equilibrium between the heat source and the temperature monitor is through the use of a ground plane. Use a solid ground plane that extends from the heat source to the temperature sensor.

Summary

Temperature monitoring is critical in PCB design that has “hot” power sections or “power hungry” ICs. The systems designer must evaluate whether the selection of local temperature sensors will meet the system requirements and protection schemes of their design.

The designers must consider the sensor location and the high thermal conductivity path to create a fast thermal equilibrium between the sensor and heat-generating element.

This tech note discusses the basics for package selection and sensor placement in the board and layout. More critical PCB and layout guidelines are covered in the Temperature Sensors: PCB Guidelines for Surface Mount Devices application report (SNOA967).

Table 1. Related Documentation

<table>
<thead>
<tr>
<th>COLLATERAL</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>Application Report</td>
<td>Temperature Sensors: PCB Guidelines for Surface Mount Devices</td>
</tr>
<tr>
<td>Application Report</td>
<td>Ambient Temperature Measurement Layout Considerations</td>
</tr>
</tbody>
</table>
IMPORTANT NOTICE AND DISCLAIMER

TI PROVIDES TECHNICAL AND RELIABILITY DATA (INCLUDING DATASHEETS), DESIGN RESOURCES (INCLUDING REFERENCE DESIGNS), APPLICATION OR OTHER DESIGN ADVICE, WEB TOOLS, SAFETY INFORMATION, AND OTHER RESOURCES “AS IS” AND WITH ALL FAULTS, AND DISCLAIMS ALL WARRANTIES, EXPRESS AND IMPLIED, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR NON-INFRINGEMENT OF THIRD PARTY INTELLECTUAL PROPERTY RIGHTS.

These resources are intended for skilled developers designing with TI products. You are solely responsible for (1) selecting the appropriate TI products for your application, (2) designing, validating and testing your application, and (3) ensuring your application meets applicable standards, and any other safety, security, or other requirements. These resources are subject to change without notice. TI grants you permission to use these resources only for development of an application that uses the TI products described in the resource. Other reproduction and display of these resources is prohibited. No license is granted to any other TI intellectual property right or to any third party intellectual property right. TI disclaims responsibility for, and you will fully indemnify TI and its representatives against, any claims, damages, costs, losses, and liabilities arising out of your use of these resources.

TI’s products are provided subject to TI’s Terms of Sale (www.ti.com/legal/termsofsale.html) or other applicable terms available either on ti.com or provided in conjunction with such TI products. TI’s provision of these resources does not expand or otherwise alter TI’s applicable warranties or warranty disclaimers for TI products.

Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2019, Texas Instruments Incorporated