TI Designs
60-W, 24-V, High-Efficiency Industrial Power Supply With Precision Voltage, Current, and Power Limit

TI Designs
The TIDA-00702 is a 60-W, industrial AC-DC power supply designed for use in industrial and instrumentation systems such as process controls, factory automation, and machinery control. This reference design is a Quasi-resonant (QR) flyback converter implemented using the UCC28740 CC-CV flyback controller with optocoupled feedback for voltage and primary-side regulation (PSR) for constant current regulation, with all the necessary protections built-in. Hardware is designed and tested to pass conducted emissions, surge, and EFT requirements.

The key highlights of reference design:
- Reduced component count design to achieve NEC Class-2 and Limited Power Source (LPS) norms
- Meets ENERGY STAR® rating and 2013 EU eco-design directive Energy-related Products (ErP) Lot 6
- Robust output supply protected for output overcurrent, output short-circuit, output overvoltage, and over-temperature conditions

Design Resources

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>TIDA-00702</td>
<td>Design Folder</td>
</tr>
<tr>
<td>UCC28740</td>
<td>Product Folder</td>
</tr>
<tr>
<td>UCC24630</td>
<td>Product Folder</td>
</tr>
<tr>
<td>LM5050-2</td>
<td>Product Folder</td>
</tr>
<tr>
<td>TMP302</td>
<td>Product Folder</td>
</tr>
<tr>
<td>CSD18504Q5A</td>
<td>Product Folder</td>
</tr>
</tbody>
</table>

ASK Our E2E Experts

Design Features
- Wide Operating Input Range of 85-V to 265-V AC With Full Power Delivery Over Entire Range
- Designed to Drive Wide Range of Downstream 24-V Industrial Systems and Motor Drives up to 60 W
- High Efficiency of > 89% at 115-V AC and > 91% at 230-V AC for Wide Load Range From 30% to 100% Load; No External Cooling Needed up to 60°C Ambient Operation
- Meets Current THD Regulations as per IEC 61000-3-2, Class-A
- Precision Current Limit Within ±1% Ensures Maximum Power Delivery for Entire AC Voltage Range
- Very Low Standby Power of < 200 mW
- Start-up With High Load Capacitance up to 8500 µF
- Built-in Lossless O-Ring Feature for Paralleling Multiple Modules
- Meets the Requirements of Conducted Emissions Standard – EN55011 Class B, EFT Norm IEC6000-4-4 – Level-3, and Surge Norm IEC61000-4-5 – Level-3
- Power Supply With Small PCB Form Factor (96 × 82 mm)

Featured Applications
- Industrial DIN Rail Power
  - Process Control
  - Factory Automation
- Industrial LED Lighting
- Medical Power Supplies
- Security Systems

All trademarks are the property of their respective owners.
# Key System Specifications

## Table 1. Key System Specifications

<table>
<thead>
<tr>
<th>PARAMETER</th>
<th>SYMBOL</th>
<th>TEST CONDITIONS</th>
<th>MIN</th>
<th>NOM</th>
<th>MAX</th>
<th>UNIT</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>INPUT CONDITIONS</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Input voltage</td>
<td>$V_{INAC}$</td>
<td></td>
<td>85</td>
<td>115/230</td>
<td>265</td>
<td>VAC</td>
</tr>
<tr>
<td>Frequency</td>
<td>$f_{LINE}$</td>
<td></td>
<td>47</td>
<td>50</td>
<td>60</td>
<td>Hz</td>
</tr>
<tr>
<td>No load power</td>
<td>$P_{NL}$</td>
<td>$V_{INAC} = 230 \text{ V}$ $I_{OUT} = 0 \text{ A}$</td>
<td>0.17</td>
<td></td>
<td></td>
<td>W</td>
</tr>
<tr>
<td>Brownout voltage</td>
<td>$V_{IN_UVLO}$</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>OUTPUT CONDITIONS</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Output voltage</td>
<td>$V_{OUT}$</td>
<td></td>
<td>23</td>
<td>24</td>
<td>26</td>
<td>V</td>
</tr>
<tr>
<td>Output current</td>
<td>$I_{OUT}$</td>
<td></td>
<td>2.5</td>
<td></td>
<td></td>
<td>A</td>
</tr>
<tr>
<td>Line regulation</td>
<td></td>
<td></td>
<td>0.3</td>
<td></td>
<td></td>
<td>%</td>
</tr>
<tr>
<td>Load regulation</td>
<td></td>
<td></td>
<td>1</td>
<td></td>
<td></td>
<td>%</td>
</tr>
<tr>
<td>Output voltage ripple</td>
<td>$V_{RIPPLE}$</td>
<td></td>
<td>20</td>
<td>50</td>
<td></td>
<td>mV</td>
</tr>
<tr>
<td>Output power</td>
<td>$P_{OUT}$</td>
<td></td>
<td>60</td>
<td>65</td>
<td></td>
<td>W</td>
</tr>
<tr>
<td>Hold-up time</td>
<td>$t_{hold}$</td>
<td>$V_{INAC} = 115 \text{ V}$</td>
<td>&gt; 22</td>
<td></td>
<td></td>
<td>ms</td>
</tr>
<tr>
<td></td>
<td></td>
<td>$V_{INAC} = 230 \text{ V}$</td>
<td>&gt; 100</td>
<td></td>
<td></td>
<td>ms</td>
</tr>
<tr>
<td>Primary-to-secondary</td>
<td></td>
<td></td>
<td>4</td>
<td></td>
<td></td>
<td>kV</td>
</tr>
<tr>
<td>insulation</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>SYSTEM CHARACTERISTICS</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Efficiency</td>
<td>$\eta$ $V_{IN} = V_{NOM}$ $I_{OUT} = 20%$, $40%$, $60%$, $80%$, and $100%$ full load</td>
<td>89</td>
<td>91.7</td>
<td></td>
<td>%</td>
<td></td>
</tr>
<tr>
<td>Protections</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Output overvoltage</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Output overcurrent</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Output short circuit</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Input UVLO</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Thermal shutdown</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Output open loop protection</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Operating ambient</td>
<td></td>
<td>Open frame</td>
<td>−40</td>
<td>25</td>
<td>60</td>
<td>°C</td>
</tr>
<tr>
<td>Power line harmonics</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Conducted emissions</td>
<td></td>
<td>As per IEC61000-3-2 Class-A</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>EFT</td>
<td></td>
<td>As per EN55022/11 Class-B</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Surge</td>
<td></td>
<td>As per IEC-61000-4-4, Level-3</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Dimensions</td>
<td></td>
<td>$Length \times Breadth \times Height$</td>
<td>96 × 82 × 40</td>
<td></td>
<td></td>
<td>mm</td>
</tr>
</tbody>
</table>
Industrial power supplies are used in various applications such as process control, data logging, machinery control, instrumentation, factory automation, and security systems. These AC-DC supplies provide a convenient means for powering DC operated devices including programmable logic controllers (PLCs), sensors, transmitters or receivers, analyzers, motors, actuators, solenoids, relays, and so on. These supplies are convection cooled, so no cooling fans are needed. The AC/DC power supplies can deliver full load over a wide operating input voltage range from 85- to 265-V AC. The output voltages from these supplies range from 5 V up to 56 V with power ratings from 7.5 W up to 480 W. Many of these supplies can be connected in parallel for higher power applications. A typical block diagram of <100-W industrial power supply without PFC converter is shown in Figure 1.

Figure 1. Typical Block Diagram of 60- to 100-W Industrial Power Supply

This reference design is a 60-W industrial power supply, designed with specific focus to meet the NEC Class-2 and Limited Power Source (LPS) norms. The design consists of a QR PSR flyback DC/DC converter and synchronous controller for secondary side rectification. Input voltage range is 85-V to 265-V AC RMS and the output voltage range is 23 to 26 V, with 24-V nominal operation. The output voltage range is set using the potentiometer present on the board. Industrial power supplies require high efficiency over their entire operating voltage range and wide load variations from 50% to 100%. This design demonstrates high efficiency operation in a small form factor (96 × 82 mm) and delivers continuous 60-W power over entire operating range from 85-V to 265-V AC with >91% efficiency for 230-V AC nominal operation and >89% for 115-V AC nominal operation.
This reference design eliminates multiple feedback loops for open loop detection, current limit and power limiting, by using a precise CC-CV flyback controller UCC28740. Block diagram of industrial power supply implemented with PSR and reduced feedback loops is shown in Figure 2. The elimination of discrete circuitry and associated components, generally used to implement multiple feedback loops for protection and power limiting, aids in increasing the product life. In addition, the high efficiency of the DC/DC converter is achieved with the UCC28740 controller’s built-in quasi-resonant valley-switching operation.

Figure 2. Block Diagram of Industrial Power Supply Implemented With PSR and Reduced Feedback Loops

The design has secondary side rectification implemented using the UCC28630 synchronous rectification controller to achieve high efficiency and optimize power loss. The design has lossless ORing circuit implemented using the LM5050-2 ORing controller for paralleling multiple modules to meet extended high power needs. The design has low standby power of < 200 mW and meets ENERGY STAR rating requirements as well as 2013 EU eco-design directive ErP Lot 6.

The EMI filter is designed to meet EN55011/22 class-B conducted emission levels. The design is fully tested and validated for various parameters such as regulation, efficiency, EMI signature, output ripple, start-up, and switching stresses.

Overall, the design meets the key challenges of industrial power supplies to provide safe and reliable power with all protections built-in, while delivering high performance with low power consumption and low bill-of-material (BOM) cost.
### 3.1 Highlighted Products and Key Advantages

This TI Design uses the following products. This section highlights key features that make these devices suitable for this reference design. Find the complete details of the highlighted devices in their respective datasheets.

#### 3.1.1 UCC28740 CV-CC Flyback Controller

To implement the high-performance, small form factor flyback designs up to 100-W power, the UCC28740 is preferred controller as it offers a series of benefits to address the next generation industrial power supply needs of a reduced number of feedback loops for precision current and power limits, eliminating the need of current sensing on secondary side and multiple optocoupler feedback loops for open-loop detection and power limiting.

The UCC28740 isolated-flyback power supply controller provides CV output regulation using an optical coupler to improve transient response under large load steps. CC regulation is accomplished through the PSR technique. This device processes information from optocoupled feedback and from an auxiliary flyback winding for precise high-performance control of output voltage and current. An internal 700-V start-up switch, dynamically-controlled operating states and a tailored modulation profile support ultra-low standby power without sacrificing start-up time or output transient response. The drive output interfaces to a MOSFET power switch. Discontinuous conduction mode (DCM) with valley-switching reduces switching losses. Modulation of switching frequency and primary current peak amplitude (FM and AM) keeps the conversion efficiency high across the entire load and line ranges.

Key features that make this device unique are:

- Optocoupled feedback regulation for CV and PSR for CC
- Enables ±1% voltage regulation and ±5% current regulation across line and load
- 100-kHz max. switching frequency enables high-power density designs
- QR valley switching operation for highest overall efficiency
- Frequency jitter scheme to ease EMI compliance
- Wide VDD range (35 V) allows small bias capacitor
- Drive output for MOSFET
- Enables <10-mW system standby power
- Protection functions: Overvoltage, low line, and overcurrent
- SOIC-7 package
3.1.2 UCC24630 Synchronous Rectifier Controller With Ultra-Low Standby Current

High-efficiency designs need synchronous rectification to optimize the power loss. The UCC24630 offers great benefits and simplicity in design, offering near-ideal diode rectifier function.

The UCC24630 SR controller is a high-performance controller and driver for N-channel power MOSFET devices used for secondary-side synchronous rectification. The combination of the controller and MOSFET driver emulates a near ideal diode rectifier. This solution not only directly reduces power dissipation of the rectifier but also reduces primary-side losses as well, due to compounding of efficiency gains. Utilizing TI's patented volt-second balancing control method, the UCC24630 is ideal for flyback power supplies over a wide output voltage range because the IC is not connected directly to the MOSFET drain. The UCC24630 controller offers a programmable false-trigger filter, a frequency detector to automatically switch to standby mode during low power conditions and pin fault protections. The UCC24630 is compatible with DCM, TM, and CCM operation. The wide VDD operating range, wide programming range of the VPC voltage, and blanking time allow use in a variety of flyback converter designs.

Key features that make this device unique are:
- Volt-second balance SR on-time control
- 5- to 24-V output voltage flyback converters
- 150-µA IC current consumption at no load
- Auto low power detect and standby mode for minimal standby power impact
- Compact SOT-23-6 package
- Operating frequency up to 200 kHz
- Pin fault protection for open and short

3.1.3 LM5050-2 High-Side ORing FET Controller

Using a diode for the ORing function results in heavy loss due to its high forward voltage drop. As the ORing function results in continuous power dissipation, it is preferred to have FET for reduced losses. The LM5050-2 is the best fit as it provides accurate high-voltage ORing FET control in a tiny package.

The LM5050-2 controller provides charge pump gate drive for an external N-Channel MOSFET and a fast response comparator to turn off the FET when current flows in the reverse direction.

Key features that make this device unique are:
- Wide operating input voltage range, $V_{IN}$: 5 to 75 V
- 100-V transient capability
- Charge pump gate driver for external N-Channel MOSFET
- Fast 50-ns response to current reversal
- FET test mode indicates shorted FET
- 2-A peak gate turn-off current
- Minimum $V_{DS}$ clamp for faster turn-off
- Package: SOT-6 (Thin SOT-23-6)
3.1.4 TMP302 Easy-to-Use, Low-Power, Low-Supply Temperature Switch

The TMP302 is a temperature switch in a micro package (SOT563). The TMP302 offers low power (15-μA maximum) and ease-of-use through pin selectable trip points and hysteresis. These devices require no additional components for operation. They can function independent of microprocessors or microcontrollers. The TMP302 is available in several different versions.

Key features that make this device unique are:
- Low supply voltage range: 1.4 to 3.6 V
- Low power: 15 μA (maximum)
- Trip-point accuracy: ±0.2°C (typical) from 40°C to 125°C
- Pin-selectable trip points
- Open-drain output
- Pin-selectable hysteresis: 5°C and 10°C

3.1.5 CSD18504Q5A 40-V N-Channel NexFET™ Power MOSFET

For continuous ON ORing functions, it is important to select a MOSFET with low $R_{DS(ON)}$ and compatible with ORing controller. Due to these requirements, the CSD18504Q5A is the best fit.

Key features that make this device unique are:
- Very low $R_{DS(ON)}$ of 5.6 mΩ
- Ultra-low $Q_g$ and $Q_{gd}$
- Low thermal resistance
4 System Design Theory

This reference design provides 60 W of continuous power over a wide AC input range from 85- to 230-V AC. The design has flyback power stage implemented using UCC28740 QR PSR CC-CV flyback controller to deliver 24 V and 2.5 A. The total system efficiency is over 91% with a 230-V AC input and over 89% with a 115-V AC input under full load conditions. The design has precise current limit and limits the power to ≤ 60 W under all fault conditions. In addition, several protections are embedded into this design, which includes input undervoltage protection and output short circuit protection.

In addition, the main focus of this design is a low EMI, high efficiency, to meet IEC-61000-2-3 norms, and a protected DC power rail for targeted applications.

4.1 QR Flyback Converter With PSR

Flyback converters provide a cost effective solution for AC/DC conversion needs. They are widely used for AC/DC converters up to 150 W. There are three modes of operation namely discontinuous mode (DCM), QR Mode (QRM) and continuous conduction mode (CCM). For lower power applications, the DCM or QR mode is preferred as they have reduced power losses and optimal peak currents in low-power applications. As the output wattage increases, CCM becomes more efficient due to the reduced peak and RMS currents.

Flyback converters designed with PSR flyback controllers eliminate the use of conventional optocoupler based feedback. The PSR flyback controllers sense the voltage feedback through auxiliary winding and current feedback through the current sense resistor used in series with switching FET. In addition, Texas Instruments PSR flyback controllers provide a wide range of protections and accurate limiting of both current and power. The UCC28740 controller has both PSR feedback and opto-feedback, enhancing the reliability of the system.

4.2 Flyback Circuit Component Design

The UCC28740 is a flyback controller that provides both CV mode and constant current (CC) mode control for precise output regulation. While in CV operating range, the controller uses an optocoupler for tight voltage regulation and improved transient response to large load steps. Accurate regulation while in CC mode is provided by primary side control. The UCC28740 uses frequency modulation, peak primary current modulation, valley switching, and valley hopping in its control algorithm to maximize efficiency over the entire operating range.

The design process and component selection for this design are illustrated in the following sections. All design calculations are available in "TIDA-00702_Design_Calculator".
4.2.1 Design Goal Parameters

Table 2 elucidates the design goal parameters for this design. These parameters will be used in further calculations to select components.

<table>
<thead>
<tr>
<th>PARAMETER</th>
<th>MIN</th>
<th>TYP</th>
<th>MAX</th>
<th>UNIT</th>
</tr>
</thead>
<tbody>
<tr>
<td>( V_{\text{IN}} )</td>
<td>85</td>
<td>115/230</td>
<td>265</td>
<td>VAC</td>
</tr>
<tr>
<td>( f_{\text{LINE}} )</td>
<td>47</td>
<td>50/60</td>
<td>63</td>
<td>Hz</td>
</tr>
<tr>
<td>Brown out voltage</td>
<td>70</td>
<td></td>
<td>VAC</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>PARAMETER</th>
<th>MIN</th>
<th>TYP</th>
<th>MAX</th>
<th>UNIT</th>
</tr>
</thead>
<tbody>
<tr>
<td>( V_{\text{OUT}} )</td>
<td>23</td>
<td>24</td>
<td>26</td>
<td>VDC</td>
</tr>
<tr>
<td>( I_{\text{OUT}} )</td>
<td>2.5</td>
<td></td>
<td>VDC</td>
<td></td>
</tr>
<tr>
<td>( P_{\text{OUT}} )</td>
<td>60</td>
<td></td>
<td>W</td>
<td></td>
</tr>
<tr>
<td>Line regulation</td>
<td></td>
<td>5%</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Load regulation</td>
<td></td>
<td>5%</td>
<td></td>
<td></td>
</tr>
<tr>
<td>( F_{\text{MAX}} )</td>
<td></td>
<td>65</td>
<td>kHz</td>
<td></td>
</tr>
<tr>
<td>( \eta )</td>
<td></td>
<td>85%</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

4.2.2 Input Bulk Capacitance and Minimum Bulk Voltage

The value of the bulk capacitor used determines the minimum input voltage for the flyback converter. This in turn determines the primary-to-secondary turns ratio of the transformer.

Input capacitance value, \( C_{\text{BULK}} \), is based on the maximum load power, converter efficiency, minimum operational input voltage, and minimal operational input frequency.

Maximum AC input power is determined by the \( V_{\text{OCC}}, I_{\text{OCC}}, \) and full-load efficiency targets.

Primary output: \( V_{\text{OUT}} = V_{\text{OCC}} = 24 \text{ V} \)

The converter is designed for 2.5 A of maximum output current on primary output and is designed to limit the current at 2.5 A for overload conditions. So, \( I_{\text{OCC}} = 2.5 \text{ A} \).

Total maximum output power need is

\[
P_{\text{OUT}} = V_{\text{OUT}} \times I_{\text{OCC}}
\]

\[
P_{\text{OUT}} = 24 \times 2.5 = 60.0 \text{ W}
\]

To calculate component specifications, the minimum targeted efficiency is considered as \( \eta = 85\% \).

\[
P_{\text{IN}} = \left( \frac{P_{\text{OUT}}}{\eta} \right) = \frac{60.0}{0.85} = 70.6 \text{ W}
\]

Equation 3 provides an accurate solution for input capacitance needed to achieve a minimum bulk valley voltage target \( V_{\text{BULK(min)}} \). Alternatively, if a given input capacitance value is prescribed, one can calculate the \( V_{\text{BULK(min)}} \) expected for that capacitance.

\[
C_{\text{BULK}} = \frac{2P_{\text{IN}} \times \left( 0.25 + \frac{1}{2\pi} \times \arcsin \left( \frac{V_{\text{BULK(min)}}}{\sqrt{2} \times V_{\text{IN(min)}}} \right) \right)}{\left( 2V_{\text{IN(min)}}^2 - V_{\text{BULK(min)}}^2 \right) \times f_{\text{LINE}}}
\]
The minimum recommended valley voltage on the input bulk capacitors is taken as 60% of the peak of the minimum AC voltage.

\[ V_{BULK(\text{min})} = V_{IN(\text{min})} \times \sqrt{2} \times 0.6 \]
\[ V_{BULK(\text{min})} = 85 \times \sqrt{2} \times 0.6 = 72.14 \text{ V} \]  

(4)

To meet the needs of hold up time, bulk capacitance is selected higher than this calculated value. The bulk capacitor selected is \( 82 \mu F \times 2 = 164 \mu F \).

Using Equation 3 and \( C_{BULK} = 164 \mu F \), \( V_{BULK(\text{min})} = 86.7 \text{ V} \).

Calculate input capacitor charge time \( (t_{CH}) \) based on \( V_{BULK(\text{min})} \):

\[ t_{CH} = \frac{1 - \sin^{-1} \left[ \frac{\sqrt{2} \times V_{IN(\text{min})} - V_{BULK(\text{min})}}{\sqrt{2} \times V_{IN(\text{min})}} \right]}{4 \times 50 \text{ Hz}} \]
\[ t_{CH} = \frac{1 - \sin^{-1} \left[ \frac{\sqrt{2} \times 85 \text{ V} - 86.7 \text{ V}}{\sqrt{2} \times 85 \text{ V}} \right]}{4 \times 50} = 3.6 \text{ ms} \]  

(5)

To calculate the longest period of the rectified line voltage (full bridge rectification):

\[ t_{RL} = \frac{1}{2 \times 47} = 10.6 \text{ ms} \]  

(6)

The minimum input capacitor RMS ripple current rating is given by

\[ I_{CINipple} = \frac{C_{BULK} \times (\sqrt{2} \times V_{IN(\text{min})} - V_{BULK(\text{min})})}{t_{RL} - t_{CH}} \times \sqrt{3} \]
\[ I_{CINipple} = \frac{164 \mu F \times (\sqrt{2} \times 85 \text{ V} - 86.7 \text{ V})}{10.6 \text{ ms} - 3.6 \text{ ms}} \times \sqrt{3} = 1359.4 \text{ mA} \]  

(7)

For this design, two capacitors (C2 and C3) with a 450-V rating need to be used to meet the maximum AC voltage rating of 300-V AC. To ensure high temperature long life product, a capacitor load life of 10,000 to 12,000 hours at 105°C operation is recommended. This design uses Nichicon part number UCY2W820MHD6.
4.2.3 Bridge Rectifier and Fuse Selection

To calculate peak AC input current:

\[
I_{PKAC} = \left( \frac{2 \times P_{IN}}{V_{BULK(min)}} \right) \left( \frac{f_{CH}}{f_{RL}} \right)
\]

where \( P_{IN} = 70.6 \) W, \( V_{BULK(min)} = 86.7 \) V, \( f_{CH} = 3.6 \) ms, and \( f_{RL} = 21.27 \) ms.

\[
I_{PKAC} = \left( \frac{2 \times 70.6 \text{ W}}{86.7 \text{ V}} \right) = 3.96 \text{ A}
\]

(8)

The bridge rectifier current rating is determined by current at minimum bulk voltage:

\[
I_{DAPK} = \left( \frac{2 \times P_{IN}}{V_{BULK(min)}} \right)
\]

\[
I_{DAPK} = \left( \frac{2 \times 70.6 \text{ W}}{86.7 \text{ V}} \right) = 1.63 \text{ A}
\]

(9)

As the input AC voltage can go up to 300-V AC, the DC voltage can reach voltage levels of up to 425-V DC. A higher rated current bridge rectifier can help reduce the power loss in rectifier; therefore, this design uses a 600-V, 6-A GBU6J for input rectification.

The bridge rectifier losses are determined by average bridge rectifier current. The average bridge rectifier current is highest at minimum AC line voltage and is determined by

\[
I_{DA} = \left( \frac{P_{IN}}{2 \times \sqrt{2} \times V_{IN(min)}} \right)
\]

\[
I_{DA} = \left( \frac{70.6 \text{ W}}{2 \times \sqrt{2} \times 85} \right) = 0.92 \text{ A}
\]

(10)

Forward voltage drop of bridge rectifier diode, \( V_{FDA} = 0.90 \) V.

Estimated power dissipated in bridge rectifier diode (\( P_{DA} \)) is

\[
P_{DA} = V_{DA} \times I_{DA} = 2 \times 0.9 \times 0.92 = 1.656 \text{ W}
\]

(11)
### 4.2.4 Transformer Parameter Calculations: Turns Ratio, Primary Inductance, and Peak Primary Current

The target maximum switching frequency at full-load, the minimum input-capacitor bulk voltage, and the estimated DCM QR time determine the maximum primary-to-secondary turns-ratio of the transformer.

First determine the maximum-available total duty-cycle of the on-time and secondary conduction time based on the target switching frequency, \( F_{\text{MAX}} \), and DCM resonant time. For DCM resonant frequency, assume 500 kHz if an estimate from previous designs is not available. At the transition-mode operation limit of DCM, the interval required from the end of secondary current conduction to the first valley of the \( V_{\text{DS}} \) voltage is half of the DCM resonant period (\( t_R \)), or 1 \( \mu \)s assuming a 500-kHz resonant frequency. The maximum allowable MOSFET on-time \( D_{\text{MAX}} \) is determined using Equation 12.

\[
D_{\text{MAX}} = 1 - D_{\text{MAGCC}} - F_{\text{MAX}} \times \frac{t_R}{2}
\]  

(12)

where

- \( t_R \) is the estimated period of the LC resonant frequency at the switch node
- \( D_{\text{MAGCC}} \) is defined as the secondary-diode conduction duty-cycle during CC operation and is fixed internally by the UCC28740 at 0.425

\( t_R = 2 \mu \)s

\[
D_{\text{MAX}} = 1 - 0.425 - 65 \text{ kHz} \times \frac{2 \mu \text{s}}{2} = 0.51
\]

When \( D_{\text{MAX}} \) is known, the maximum primary-to-secondary turns-ratio is determined with Equation 13. Calculate the total voltage on the secondary winding by adding \( V_{\text{OCV}} \), \( V_F \), and \( V_{\text{OCBC}} \).

\[
N_{\text{PS(max)}} = \frac{D_{\text{MAX}} \times V_{\text{BULK(min)}}}{D_{\text{MAGCC}} \times (V_{\text{OCV}} + V_F + V_{\text{OCBC}})}
\]  

(13)

\( V_{\text{OCBC}} \) is the additional voltage drop of post filter inductor and any other target cable-compensation voltage added to \( V_{\text{OCV}} \) (provided by an external adjustment circuit applied to the shunt-regulator). Set \( V_{\text{OCV}} \) equal to 0 V if not used. In the current design as post LC filter is used, \( V_{\text{OCBC}} \) is considered as voltage drop across the inductor.

\[
V_{\text{OCBC}} = \text{DCR}_{L} \times I_{\text{OCC}} = 6.75 \text{ m}\Omega \times 2.5 \text{ A} = 16.875 \text{ mV}
\]

\[
N_{\text{PS(max)}} = \frac{0.51 \times 86.7 \text{ V}}{0.425 \times (24 \text{ V} + 0.4 \text{ V} + 0.01688 \text{ V})} = 4.261
\]

A higher turns-ratio generally improves efficiency, but may limit operation at low input voltage.

The transformer turns ratio selected affects the MOSFET \( V_{\text{DS}} \) and secondary rectifier reverse voltage, so these should be reviewed. The UCC28740 requires a minimum on time of the MOSFET (\( t_{\text{ON(min)}} \)) and minimum secondary rectifier conduction time (\( t_{\text{DM(min)}} \)) in the high line and minimum load condition. The selection of \( F_{\text{MAX}} \), \( L_P \), and \( R_{CS} \) affects the minimum \( t_{\text{ON(min)}} \) and \( t_{\text{DM(min)}} \).

The secondary rectifier and MOSFET voltage stress can be determined by Equation 14 and Equation 15, respectively.

\[
V_{\text{REV}} = \frac{V_{\text{IN(max)}} \times \sqrt{2}}{N_{\text{PS}}} + V_{\text{OCV}} + V_{\text{OCBC}}
\]  

(14)

For the MOSFET \( V_{\text{DS}} \) voltage stress, include an estimated leakage inductance voltage spike (\( V_{\text{LK}} \)).

\[
V_{\text{DSPK}} = (V_{\text{IN(max)}} \times \sqrt{2}) + (V_{\text{OCV}} + V_F + V_{\text{OCBC}}) \times N_{\text{PS}} + V_{\text{LK}}
\]  

(15)
Equation 16 determines if $t_{ON(min)}$ exceeds the minimum $t_{ON}$ target of 280 ns (maximum $t_{CSLEB}$). Equation 17 verifies that $t_{DM(min)}$ exceeds the minimum $t_{DM}$ target of 1.2 $\mu$s.

$$t_{ON(min)} = \frac{L_p}{V_{IN(max)} \times \sqrt{2}} \times \frac{I_{PP(max)}}{K_{AM}}$$  \hspace{1cm} (16)

where

- $K_{AM}$ denotes the AM control ratio

$$t_{DM(min)} = \frac{t_{ON(min)} \times V_{IN(max)} \times \sqrt{2}}{N_{PS} \times (V_{OCV} + V_F)}$$  \hspace{1cm} (17)

To determine the optimum turns-ratio $N_{PS}$, design iterations are generally necessary to optimize and evaluate system-level performance trade-offs and parameters mentioned in Equation 14 to Equation 17. The design spreadsheet provides an easy way to iterate and arrive at the optimum value for $N_{PS}$.

When the optimum turns-ratio $N_{PS}$ is determined from a detailed transformer design, use this ratio for the following parameters. For this design, $N_{PS} = 3.9$ is selected on optimization.

The UCC28740 CC regulation is achieved by maintaining $D_{MAGCC}$ at the maximum primary peak current setting. The product of $D_{MAGCC}$ and $V_{CST(max)}$ defines a CC-regulating voltage factor $V_{CCR}$, which is used with $N_{PS}$ to determine the current-sense resistor value necessary to achieve the regulated CC target, $I_{OCC}$ (see Equation 18).

$$R_{CS} = \frac{V_{CCR} \times N_{PS}}{2I_{OCC}} \times \sqrt{n_{XFMR}}$$  \hspace{1cm} (18)

Because a small portion of the energy stored in the transformer does not transfer to the output, a transformer efficiency term is included in Equation 18. This efficiency number includes the core and winding losses, the leakage-inductance ratio, and a bias-power to maximum-output-power ratio. For example, an overall transformer efficiency of 0.9 is a good estimate based on 3.5% leakage inductance, 5% core and winding loss, and 0.5% bias power. Adjust these estimates as needed based on each specific application.

$$R_{CS} = \frac{0.318 \times 3.9 \times \sqrt{0.9}}{2 \times 2.5} = 0.235 \ \Omega$$

$V_{CCR(min)}$ is the minimum CC regulation factor and device parameter = 0.318 V

The standard value of the current sense resistor selected is $R_{CS} = 0.26 \ \Omega$; a parallel resistor to $R_{CS}$ is added in the schematic to easily adjust values.
For primary inductance calculation, determine the transformer primary peak current using Equation 19.

Peak primary current is the maximum current-sense threshold divided by the current-sense resistance.

\[ I_{PP(max)} = \frac{V_{CST(max)}}{R_{CS}} \]  

(19)

\[
I_{PP(max)} = \frac{0.81 \text{ V}}{0.26 \text{ Ω}} = 3.115 \text{ A} \\
I_{PP(nom)} = \frac{0.773 \text{ V}}{0.26 \text{ Ω}} = 2.973 \text{ A} 
\]

The primary transformer inductance is calculated using the standard energy storage equation for flyback transformers. Primary current, maximum switching frequency, output voltage and current targets, and transformer power losses are included in Equation 19. First, determine the transformer primary peak current using Equation 20. Peak primary current is the maximum current-sense threshold divided by the current-sense resistance.

\[
L_P = \frac{2(V_{OCV} + V_F + V_{OCBC}) \times I_{OCC}}{\eta_{XFMR} \times I_{PP(max)}^2 \times f_{MAX}} 
\]  

(20)

\[
L_P = \frac{2 \times (24 \text{ V} + 0.4 \text{ V} + 0.01688 \text{ V}) \times 2.5}{0.9 \times 2.973 \text{ A}^2 \times 65 \text{ kHz}} = 236 \text{ µH} 
\]

The actual primary inductance selected is \( L_P = 240 \text{ µH} \).

\[ N_{AS} \] is determined by the lowest target operating output voltage while in CC regulation and by the VDD UVLO turn-off threshold of the UCC28740. Additional energy is supplied to VDD from the transformer leakage-inductance, which allows a lower turns-ratio to be used in many designs.

\[
N_{AS} = \frac{V_{VDD(0ff)} + V_{FA}}{V_{OCC} + V_F} 
\]  

(21)

\[
N_{AS} = \frac{8.15 \text{ V} + 0.9 \text{ V}}{12 \text{ V} + 0.4 \text{ V}} = 0.73 
\]
4.2.5 Transformer Parameter Calculations: Primary and Secondary RMS Currents

With a primary inductance of 230 µH, the absolute maximum switching frequency is calculated from Equation 20:

\[
 f_{\text{MAX}} = \frac{2 \times (24 \text{ V} + 0.4 \text{ V} + 0.01688 \text{ V}) \times 2.5}{0.9 \times 2.973 \text{ A}^2 \times 240 \text{ µH}} = 56.72 \text{ kHz}
\]  

(22)

The maximum switching period is

\[
 t_{\text{SW}} = \frac{1}{f_{\text{MAX}}} = \frac{1}{56.72 \text{ kHz}} = 17.63 \text{ µs}
\]  

(23)

The actual maximum ON-time is given by

\[
 t_{\text{ON(max)}} = \frac{I_{\text{PP(nom)}} \times L_P}{V_{\text{BULK(min)}}}
\]

\[
 t_{\text{ON(max)}} = \frac{2.973 \text{ A} \times 240 \text{ µH}}{86.7 \text{ V}} = 8.23 \text{ µs}
\]  

(24)

The maximum duty cycle of operation \(D_{\text{MAX}}\) is

\[
 D_{\text{MAX}} = \frac{t_{\text{ON(max)}}}{t_{\text{SW}}} = \frac{8.23 \text{ µs}}{17.63 \text{ µs}} = 0.467
\]  

(25)

The transformer primary RMS current \(I_{\text{PRI RMS}}\) is

\[
 I_{\text{PRI RMS}} = \sqrt{\frac{D_{\text{MAX}}}{3}}
\]

\[
 I_{\text{PRI RMS}} = 2.973 \text{ A} \times \sqrt{\frac{0.467}{3}} = 1.173 \text{ A}
\]  

(26)

The transformer secondary peak current RMS current \(I_{\text{SPK}}\) is

\[
 I_{\text{SP(max)}} = I_{\text{PP(nom)}} \times N_{\text{PS}} = 2.973 \text{ A} \times 3.9 = 11.595 \text{ A}
\]  

(27)

The transformer secondary RMS current \(I_{\text{SRMS}}\) is

\[
 I_{\text{SEC RMS}} = \sqrt{\frac{D_{\text{MAX}}}{3}}
\]

\[
 I_{\text{SEC RMS}} = 11.595 \times \sqrt{\frac{0.425}{3}} = 4.364 \text{ A}
\]  

(28)

Based on these calculations, a Wurth Electronik transformer was designed for this application (part number 750343068), which has the following specifications:

- \(N_{\text{PS}} = 3.9\)
- \(N_{\text{PA}} = 5\)
- \(L_P = 240 \text{ µH}\)
- \(L_{\text{LK}} = 3.5 \text{ µH}\)
- \(L_{\text{LK}}\) denotes the primary leakage inductance
The drain-to-source RMS current, $I_{DS\_RMS}$, through switching FET is calculated as:

$$I_{DS\_RMS} = \frac{I_{PP\text{(max)}}}{\sqrt{3}} \times \sqrt{D_{\text{MAX}}}$$  

$$I_{DS\_RMS} = \frac{3.115}{\sqrt{3}} \times \sqrt{0.467} = 1.229 \text{ A}$$  \hspace{1cm} (29)

It is recommended to select a MOSFET with five times the $I_{DS\_RMS}$ calculated in Equation 29.

Estimate the maximum voltage across the FET using Equation 15. Considering a derating of 5%, the voltage rating of the MOSFET should be 650-V DC. The AOTF11S65L MOSFET of 650 V and 11 A at 25°C or 8 A at 100°C is selected for this TI Design.

The recommended clamping voltage on the drain is:

$$V_{\text{DRAIN\_Clamp}} = 0.95 \times V_{DS} - \left(\sqrt{2} \times V_{\text{IN(max)}} + N_{PS} \times (V_{OCV} + V_F + V_{OCBC})\right)$$

$$V_{\text{DRAIN\_Clamp}} = 0.95 \times 650 \text{ V} - \left(\sqrt{2} \times 265 \text{ V} + 3.9 \times (24.4169 \text{ V})\right) = 147.55 \text{ V}$$  \hspace{1cm} (30)

4.2.7 Rectifying Diode and Synchronous Rectification MOSFET Selection

Calculate the secondary output diode or synchronous rectifier FET reverse voltage or blocking voltage needed ($V_{\text{DIODE\_BLOCKING}}$) with:

$$V_{\text{DIODE\_BLOCKING}} = \frac{\sqrt{2} \times V_{\text{IN(max)}} + V_{\text{DRAIN\_Clamp}}}{N_{PS}} + V_{\text{OUT\_OVP}} + V_{\text{OCBC}}$$

$$V_{\text{DIODE\_BLOCKING}} = \frac{\sqrt{2} \times 265 \text{ V} + 147.55 \text{ V}}{3.9} + 30 \text{ V} + 0.0169 \text{ V} = 163.93 \text{ V}$$  \hspace{1cm} (31)

The required minimum rectified output current is $I_{\text{OUT}} = I_{DS\_RMS} = 4.364 \text{ A}$.

A synchronous rectifier FET is recommended for low power loss and high efficiency needs. This design uses the IRFI4227PBF-ND to optimize the on-state losses.

4.2.8 Select Output Capacitors

For this design, the output capacitor ($C_{OUT}$) for output was selected to prevent $V_{OUT}$ (24 V) from dropping below the minimum output voltage ($V_{\text{OTRM}}$) during transients up to 0.30 ms and a ripple voltage less than 50 mV.

$$V_{\text{OTRM}} = 23.7 \text{ V}$$

$$C_{OUT} \geq \frac{I_{\text{OUT}} \times (t)}{2 \times (V_{OUT} - V_{\text{OTRM}})} = \frac{2.5 \text{ A} \times (0.30 \text{ ms})}{(24 - 23.7)} = 1250 \mu\text{F}$$  \hspace{1cm} (32)

Considering the allowable output ripple voltage of 120 mV (5%), the ESR of the capacitor should be:

$$\text{ESR} = \frac{V_{\text{OUT\_RIPPLE}}}{I_{\text{SEC\text{(max)}}}} = \frac{120 \text{ mV}}{11.595 \text{ A}} = 10.35 \text{ m}\Omega$$  \hspace{1cm} (33)

$$I_{COUT\_RMS} = \sqrt{\left(I_{\text{SEC\_RMS}}\right)^2 - \left(I_{\text{OUT}}\right)^2}$$

$$I_{COUT\_RMS} = \sqrt{(4.364^2) - (2.5^2)} = 3.576 \text{ A}$$  \hspace{1cm} (34)

An 820-µF x 2, 35-V capacitor was selected on the output. A post LC filter suppresses the differential mode noise at the output.
4.2.9 Capacitance on VDD Pin

The capacitance on VDD needs to supply the device operating current until the output of the converter reaches the target minimum operating voltage in CC regulation.

The capacitance on VDD must supply the primary-side operating current used during start-up and between low frequency switching pulses. The largest result of two independent calculations denoted in Equation 35 and Equation 36 determines the value of $C_{VDD}$.

At start-up, when $V_{VDD(on)}$ is reached, $C_{VDD}$ alone supplies the device operating current and MOSFET gate current until the output of the converter reaches the target minimum-operating voltage in CC regulation, $V_{OCC}$. Now the auxiliary winding sustains VDD for the UCC28740 above the UVLO. The total output current available to the load and to charge the output capacitors is the CC-regulation target, $I_{OCC}$.

Equation 35 assumes that all of the output current of the converter is available to charge the output capacitance until $V_{OCC}$ is achieved. For typical applications, Equation 35 includes an estimated $Q_{GfSW(max)}$ of average gate-drive current and a 1-V margin added to $V_{VDD}$.

$$C_{VDD} \geq \left( I_{RUN} + Q_{GfSW(max)} \right) \times \left( \frac{C_{OUT} \times V_{OCC}}{I_{OCC}} \right) \times \left( V_{VDD(on)} - \left( V_{VDD(off) + 1\,V} \right) \right)$$

(35)

$$C_{VDD} \geq \left( 1\,mA + 2.65\,mA \right) \times \left( 2110\,\mu F \times 12 \right) \times \left( 23\,V - 8.15\,V - 1 \right) \times 2.5\,A = 2.67\,\mu F$$

During a worst-case load transient event from full-load to no-load, $C_{OUT}$ overcharges above the normal regulation level for duration of $t_{OV}$ until the output shunt-regulator loading is able to drain $V_{OUT}$ back to regulation. During $t_{OV}$, the voltage feedback loop and optocoupler are saturated, driving maximum $I_{FB}$ and temporarily switching at $f_{SW(min)}$. The auxiliary bias current expended during this situation exceeds what is normally required during the steady-state no-load condition. Equation 36 calculates the value of $C_{VDD}$ (with a safety factor of 2) required to ride through the $t_{OV}$ duration until steady-state no-load operation is achieved.

$$C_{VDD} \geq 2 \times I_{AUXNL(max)} \times t_{OV} \times \frac{V_{VDDFL} - \left( V_{VDD(off) + 1\,V} \right)}{\left( 18.2\,V - 8.15\,V - 1 \right)} = 5.33\,\mu F$$

(36)

To address the start-up of the converter for heavy capacitive loads (which is around 8000 to 10,000 $\mu F$), a higher value of $C_{VDD}$ is needed. This TI Design uses a 10-$\mu F$ capacitor.

4.2.10 Open-Loop Voltage Regulation VS Pin Resistor Divider, Line Compensation Resistor

The resistor divider at the VS pin determines the output voltage regulation point of the flyback converter, and the high-side divider resistor ($R_{S1}$) determines the line voltage at which the controller enables continuous DRV operation. $R_{S1}$ is initially determined based on the transformer auxiliary-to-primary turns ratio and desired input voltage operating threshold:

$$R_{S1} = \frac{V_{IN(run)} \times \sqrt{2}}{N_{PA} \times I_{VSL(run)}}$$

(37)

where

- $N_{PA}$ is the transformer primary-to-auxiliary turns-ratio
- $V_{IN(run)}$ is the AC RMS voltage to enable turn-on of the controller (run); in case of DC input, leave out the $\sqrt{2}$ term in the equation
- $I_{VSL(run)}$ is the run-threshold for the current pulled out of the VS pin during the switch on-time (see Electrical Characteristics of the UCC28740 datasheet)
A standard resistor of 71.5 kΩ is selected.

The low-side VS pin resistor is selected based on the desired $V_{OUT}$ regulation voltage in open-loop conditions and sets the maximum allowable voltage during open-loop conditions.

$$R_{S2} = \frac{R_{S1} \times V_{OVPTH}}{N_{AS} \times (V_{OV} - V_{F} - V_{OVPTH})}$$

(38)

Where
- $V_{OV}$ is the maximum allowable peak voltage at the converter output
- $V_{F}$ is the output-rectifier forward drop at near-zero current
- $N_{AS}$ is the transformer auxiliary-to-secondary turns-ratio
- $R_{S1}$ is the VS divider high-side resistance
- $V_{OVPTH}$ is the overvoltage detection threshold at the VS input (see Electrical Characteristics).

$$R_{S2} = \frac{71.5 \text{ kΩ} \times 4.6 \text{ V}}{0.78 \times (28 \text{ V} - 0.4 \text{ V} - 4.6 \text{ V})} = 16.86 \text{ kΩ}$$

A standard resistor of 16.9 kΩ is selected.

The UCC28740 maintains a tight CC regulation over varying input lines by using the line-compensation feature. The line-compensation resistor ($R_{LC}$) value is determined by current flowing in $R_{S1}$ and the total internal gate-drive and external MOSFET turn-off delay. Assuming an internal delay of 50 ns in the UCC28740:

$$R_{LC} = \frac{K_{LC} \times R_{S1} \times R_{CS} \times t_{D} \times N_{PA}}{L_{P}}$$

(39)

where
- $R_{CS}$ is the current-sense resistor value
- $t_{D}$ is the current-sense delay including MOSFET turn-off delay, add ~50 ns to MOSFET delay
- $N_{PA}$ is the transformer primary-to-auxiliary turns ratio
- $L_{P}$ is the transformer primary inductance
- $K_{LC}$ is a current-scaling constant (see the Electrical Characteristics table of the UCC28740 datasheet).

$$R_{LC} = \frac{28.6 \times 71.5 \text{ kΩ} \times 0.26 \text{ Ω} \times (77 \text{ ns} + 50 \text{ ns}) \times 3.9}{240 \text{ μH}} = 1.097 \text{ kΩ}$$

A standard resistor of 1.21 kΩ is selected.

4.2.11 Feedback Elements

The output voltage is set through the sense-network resistors $R_{FB1}$ and $R_{FB2}$. A potentiometer provides flexibility of setting the range of output voltage between 23 to 26 V. The design spreadsheet has all relevant equations to characterize the optocoupler and its adjustments of the initial values to accommodate variations of the UCC28740. Also using the design sheet, the shunt-regulator parameters can be optimized for overall system performance.

The shunt-regulator compensation network, $Z_{FB}$, is determined using well-established design techniques for control-loop stability. Typically, a type-II compensation network is used.
4.3 **Synchronous Rectifier Controller Component Design**

The UCC24630 is a high-performance controller driver for N-channel MOSFET power devices used for secondary-side synchronous rectification. The UCC24630 is designed to operate as a companion device to a primary-side controller to help achieve efficient synchronous rectification in switching power supplies. The controller features a high-speed driver and provides appropriately timed logic circuitry that seamlessly generates an efficient synchronous rectification system. With its current emulator architecture, the UCC24630 has enough versatility to be applied in DCM, TM, and CCM. The UCC24630 SR on-time adjustability allows optimizing for PSR and SSR applications. Additional features such as pin fault protection, dynamic VPC threshold sensing, and voltage sense blanking time make the UCC24630 a robust synchronous controller. CCM dead-time protection shuts off the DRV signal in the event of an unstable switching frequency.

The design procedure for selecting the component circuitry for use with the UCC24630 is detailed in the following sections.

![UCC24630 Circuit Component Design](image)

**Figure 4. UCC24630 Circuit Component Design**

### 4.3.1 VPC Pin Elements

Determining the VPC and VSC divider resistors is based on the operating voltage ranges of the converter and \( \frac{V_{\text{VPC}}}{V_{\text{VSC}}} \) gain ratio. Referring to Figure 4, Equation 40 determines the VPC divider values. For R2, a value of 10 kΩ is recommended for minimal impact on time delay and low-resistor dissipation. A higher R2 value reduces resistor divider dissipation but may increase the DRV turn-on delay due to the time constant of ~2-pF pin capacitance and divider resistance. A lower R2 value can be used with the tradeoff of higher dissipation in the resistor divider. A factor of 10% over the VPC threshold, \( V_{\text{VPC EN}} \), is shown in Equation 40 for the design margin.

For minimal power dissipation: \( R_2 = 10 \text{ k} \Omega \)

\[
R_1 = \frac{\frac{V_{\text{IN (min)}}}{N_{\text{PS}}} + V_{\text{OUT (min)}} - V_{\text{VPC EN}} \times 1.1}{V_{\text{VPC EN}}} \tag{40}
\]

where

- \( V_{\text{IN (min)}} \) is the converter minimum primary bulk capacitor voltage
- \( V_{\text{OUT (min)}} \) is the minimum converter output voltage in normal operation
- \( V_{\text{VPC EN}} \) is the VPC enable threshold, use the specified maximum value
- \( N_{\text{PS}} \) is the transformer primary-to-secondary turns ratio

\[
R_1 = \frac{60}{3.9} + \frac{22 \text{ V} - 0.45 \text{ V} \times 1.1}{0.45 \text{ V}} \times R_2 = 765.7 \text{ k} \Omega
\]
A standard resistor of 750 kΩ is selected.

The operating voltage range on the VPC pin should be within 0.45 to 2 V. Referring to Figure 4, if \( V_{VPC} \) is greater than 2.3 V, the dynamic range is exceeded and \( \text{Ratio}_{VPC \_VSC} \) is reduced; in this condition, the DRV on-time is less than expected. If \( V_{VPC} \) is greater than 2.6 V for 500 ns, a fault is generated and DRV is disabled for the cycle. To ensure the maximum voltage is within range, confirm with Equation 41.

\[
V_{VPC(max)} = \left( \frac{V_{IN(max)} + V_{OUT(max)}}{N_{PS}} \right) \times R_2 \frac{R_1 + R_2}{R_2 + R_2}
\]

where

- \( V_{IN(max)} \) is the converter maximum primary bulk capacitor voltage
- \( V_{OUT(max)} \) is the maximum converter output voltage at OVP
- \( N_{PS} \) is the transformer primary-to-secondary turns ratio

\[
V_{VPC(max)} = \left( \frac{410 + 26 \text{ V}}{3.9} \right) \times 10 \text{ kΩ} \frac{760 \text{ kΩ}}{760 \text{ kΩ}} = 1.725 \text{ V}
\]

\[
V_{VPC(min)} = \left( \frac{60 + 22 \text{ V}}{3.9} \right) \times 10 \text{ kΩ} \frac{760 \text{ kΩ}}{760 \text{ kΩ}} = 0.492 \text{ V}
\]

Therefore, \( V_{VPC} \) is within the recommended range of 0.45 to 2 V.

### 4.3.2 VSC Pin Elements

The program voltage on the VSC pin is determined by the VPC divider ratio and the device’s parameter, \( \text{Ratio}_{VPC \_VSC} \). The current emulator ramp gain is higher on the VPC pin by the multiple \( \text{Ratio}_{VPC \_VSC} \), so the VSC resistor divider ratio is reduced by the same \( \text{Ratio}_{VPC \_VSC} \) accordingly. Determine the VSC divider resistors using Equation 42. To minimize resistor divider dissipation, a recommended range for \( R_4 \) is 25 to 50 kΩ. Higher \( R_4 \) values increase offset due to VSC input current, \( I_{VSC} \). Lower \( R_4 \) values increase the resistor divider dissipation. To ensure the DRV turns off slightly before the secondary current reaches zero, a 10% margin is considered for initial values.

A standard resistor of 47.5 kΩ is selected for \( R_4 \).

\[
R_3 = \left( \frac{R_1 + R_2}{R_2} \text{ Ratio}_{VPC\_VSC \times 1.1} - 1 \right) \times R_4
\]

where

- \( \text{Ratio}_{VPC\_VSC} \) is the device parameter VPC and VSC gain ratio, use a value of 4.15

\[
R_3 = \left( \frac{(750 + 10) \text{ kΩ}}{10 \text{ kΩ}} - 1 \right) \times 47.5 \text{ kΩ} = 743.3 \text{ kΩ}
\]

A standard resistor of 750 kΩ is selected for \( R_3 \).
The operating voltage range on the VSC pin should be from 0.3 to 2 V. Referring to Figure 4, if \( V_{\text{VSC}} \) is greater than 2.3 V, the dynamic range is exceeded and \( \text{Ratio}_{\text{VPC, VSC}} \) is increased; in this condition, the DRV on-time is more than expected. To ensure the VSC voltage is within range, confirm with Equation 43 and Equation 44.

\[
\frac{R_4}{R_3 + R_4} \times V_{\text{OUT(min)}} \geq 0.3 \text{ V}
\]

\[
\frac{R_4}{R_3 + R_4} \times V_{\text{OUT(max)}} \leq 2.0 \text{ V}
\]

Equation 43

Equation 44

where

- \( V_{\text{OUT(min)}} \) is the maximum converter output operating voltage of the SR controller
- \( V_{\text{OUT(max)}} \) is the maximum converter output operating voltage of the voltage at OVP

\[
V_{\text{VSC(max)}} = \frac{(10 \text{ k}\Omega) \times 26 \text{ V}}{760 \text{ k}\Omega} = 0.342 \text{ V}
\]

\[
V_{\text{VSC(min)}} = \frac{(10 \text{ k}\Omega) \times 22 \text{ V}}{760 \text{ k}\Omega} = 0.289 \text{ V}
\]

Equation 45

Equation 46

Therefore, \( V_{\text{VSC}} \) is within the recommended range of 0.3 to 2 V.

### 4.3.3 t\(_{\text{BLK}}\) Input

The blanking time is set with resistor R5. Select the blanking time to meet the following criteria based on minimum primary on-time at high line:

\[
t_{\text{VPC, BLK}} = (t_{\text{PRI}} \times 0.85) – 120 \text{ ns}
\]

\[
t_{\text{VPC, BLK}} = (650 \text{ ns} \times 0.85) – 120 \text{ ns} = 432.5 \text{ ns}
\]

Equation 47

To determine the resistor value for \( t_{\text{VPC, BLK}} \), use Equation 48 to select from a range of 200 ns to 1 \( \mu \)s.

\[
R_5 = \frac{t_{\text{VPC, BLK}} - 100 \text{ ns}}{18 \text{ pF}}
\]

Equation 48

where

- \( t_{\text{VPC, BLK}} \) is the target blanking time

\[
R_5 = \frac{(432.5 \text{ ns} - 100 \text{ ns})}{18 \text{ pF}} = 18.47 \text{ k}\Omega
\]

A standard resistor of 18 k\( \Omega \) is selected.
4.4 LM5050-2 ORing Circuit Component Design

The important MOSFET electrical parameters are the maximum continuous drain current \( I_D \), the maximum source current (or body diode), the maximum drain-to-source voltage \( V_{DS(max)} \), the gate-to-source threshold voltage \( V_{GS(TH)} \), the drain-to-source reverse breakdown voltage \( V_{BR(DSS)} \), and the drain-to-source ON resistance \( R_{DS(ON)} \). The rating for the maximum continuous drain current, \( I_D \), must exceed the maximum continuous load current. The rating for the maximum current through the body diode, \( I_S \), is typically rated the same as, or slightly higher than, the drain current, but the body diode current only flows while the MOSFET gate is being charged to \( V_{GS(TH)} \). Gate charge time = \( Q_g / I_{GATE(ON)} \).

The maximum drain-to-source voltage, \( V_{DS(max)} \), must be high enough to withstand the highest differential voltage seen in the application. This would include any anticipated fault conditions. The gate-to-source threshold voltage, \( V_{GS(TH)} \), should be compatible with the LM5050 gate drive capabilities. Logic level MOSFETs are recommended, but sub-logic level MOSFETs can also be used.

The dominate MOSFET loss for the LM5050 active ORing controller is conduction loss due to the source-to-drain current to the output load and the \( R_{DS(ON)} \) of the MOSFET. This conduction loss could be reduced by using a MOSFET with the lowest possible \( R_{DS(ON)} \). However, contrary to popular belief, arbitrarily selecting a MOSFET based solely on having low \( R_{DS(ON)} \) may not always give desirable results for several reasons:

- Reverse transition detection: A higher \( R_{DS(ON)} \) will provide increased voltage information to the LM5050 Reverse Comparator at a lower reverse current level. This will give an earlier MOSFET turn-off condition should the input voltage become shorted to ground. This minimizes any disturbance of the redundant bus.

- Reverse current leakage: In cases where multiple input supplies are closely matched, it may be possible for some small current to flow continuously through the MOSFET drain to source (that is, in reverse) without activating the LM5050 Reverse Comparator. A higher \( R_{DS(ON)} \) reduces this reverse current level.

Selecting a MOSFET with an \( R_{DS(ON)} \) that is too large will result in excessive power dissipation. Additionally, the MOSFET gate will be charged to the full value that the LM5050 can provide as it attempts to drive the drain-to-source voltage down to the \( V_{SD(REG)} \) of 20 mV typical. This increased gate charge requires some finite amount of additional discharge time when the MOSFET needs to be turned off.

As a guideline, select \( R_{DS(ON)} \) to provide at least 20 mV and no more than 100 mV at the nominal load current.

Based on this analysis, this TI Design uses the CSD18504Q5A.

Power dissipation in MOSFET:

\[
P_{DISS} = I_D^2 \times (R_{DS(ON)})_{max} \tag{49}
\]

\[
P_{DISS} = 2.5 \times 6.6 \text{ m}\Omega = 41.45 \text{ mW}
\]
5 Getting Started Hardware

5.1 Test Equipment Needed for Board Validation

1. Isolated AC source
2. Single-phase power analyzer
3. Digital oscilloscope
4. Multi-meters
5. Electronic or resistive load

5.2 Test Conditions

Input voltage range
AC source must be capable of varying between $V_{INAC}$: 85-V and 265-V AC. Set the input current limit to 2.5 A.

Output
Connect an electronic load capable of 40 V and a load variable in range from 0 to 3 A. A rheostat or resistive decade box can be used in place of an electronic load.

5.3 Test Procedure

1. Connect the AC source at input terminals (Pin-2 and Pin-3 of connector J1) of the reference board.
2. Connect output terminals (Pin-3,4 and Pin-1,2 of connector J2) to the electronic load or rheostat, maintaining correct polarity. Pin-3,4 are $V_{OUT}$ output terminal pins, and Pin-1,2 are GND terminal pins.
3. Set and maintain a minimum load of about 10 mA.
4. Increase gradually the input voltage from 0 V to turn on voltage of 85-V AC.
5. Turn on the load to draw current from the output terminals of the converter.
6. Observe the start-up conditions for smooth switching waveforms.
6 Test Results

The test results are divided into multiple sections that cover the steady state performance measurements, functional performance waveforms and test data, transient performance waveforms, thermal measurements, conducted emission measurements, and Surge and EFT measurements.

6.1 Performance Data

6.1.1 Efficiency and Regulation With Load Variation

Table 3 shows the efficiency and regulation performance data at a 115-V AC input for both constant voltage (CV) and constant current (CC) operation.

<table>
<thead>
<tr>
<th>V_{INAC} (V)</th>
<th>I_{INAC} (A)</th>
<th>P_{INAC} (W)</th>
<th>V_{OUT} (V)</th>
<th>I_{OUT} (A)</th>
<th>P_{OUT} (W)</th>
<th>EFFICIENCY (%)</th>
</tr>
</thead>
<tbody>
<tr>
<td>CV OPERATION</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>115</td>
<td>0.14</td>
<td>6.7</td>
<td>24</td>
<td>0.25</td>
<td>6.0</td>
<td>89.6</td>
</tr>
<tr>
<td>115</td>
<td>0.25</td>
<td>13.3</td>
<td>24</td>
<td>0.50</td>
<td>12.0</td>
<td>90.5</td>
</tr>
<tr>
<td>115</td>
<td>0.48</td>
<td>26.9</td>
<td>24</td>
<td>1.00</td>
<td>24.0</td>
<td>89.6</td>
</tr>
<tr>
<td>115</td>
<td>0.68</td>
<td>40.5</td>
<td>24</td>
<td>1.50</td>
<td>36.1</td>
<td>89.2</td>
</tr>
<tr>
<td>115</td>
<td>0.90</td>
<td>53.8</td>
<td>24</td>
<td>2.00</td>
<td>48.0</td>
<td>89.3</td>
</tr>
<tr>
<td>115</td>
<td>1.10</td>
<td>67.0</td>
<td>24</td>
<td>2.50</td>
<td>60.0</td>
<td>89.4</td>
</tr>
<tr>
<td>CC OPERATION</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>115</td>
<td>1.00</td>
<td>60.8</td>
<td>22</td>
<td>2.50</td>
<td>55.1</td>
<td>90.6</td>
</tr>
<tr>
<td>115</td>
<td>0.92</td>
<td>55.3</td>
<td>20</td>
<td>2.51</td>
<td>50.2</td>
<td>90.7</td>
</tr>
<tr>
<td>115</td>
<td>0.84</td>
<td>50.0</td>
<td>18</td>
<td>2.51</td>
<td>45.2</td>
<td>90.6</td>
</tr>
<tr>
<td>115</td>
<td>0.76</td>
<td>44.5</td>
<td>16</td>
<td>2.52</td>
<td>40.3</td>
<td>90.5</td>
</tr>
<tr>
<td>115</td>
<td>0.68</td>
<td>39.1</td>
<td>14</td>
<td>2.52</td>
<td>35.3</td>
<td>90.3</td>
</tr>
</tbody>
</table>

Table 4 shows the efficiency and regulation performance data at a 230-V AC input for both CV and CC operation.

<table>
<thead>
<tr>
<th>V_{INAC} (V)</th>
<th>I_{INAC} (A)</th>
<th>P_{INAC} (W)</th>
<th>V_{OUT} (V)</th>
<th>I_{OUT} (A)</th>
<th>P_{OUT} (W)</th>
<th>EFFICIENCY (%)</th>
</tr>
</thead>
<tbody>
<tr>
<td>CV OPERATION</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>230</td>
<td>0.09</td>
<td>7.0</td>
<td>24</td>
<td>0.25</td>
<td>6.0</td>
<td>86.2</td>
</tr>
<tr>
<td>230</td>
<td>0.15</td>
<td>13.5</td>
<td>24</td>
<td>0.50</td>
<td>12.1</td>
<td>89.5</td>
</tr>
<tr>
<td>230</td>
<td>0.26</td>
<td>26.4</td>
<td>24</td>
<td>1.00</td>
<td>24.1</td>
<td>91.1</td>
</tr>
<tr>
<td>230</td>
<td>0.38</td>
<td>39.4</td>
<td>24</td>
<td>1.50</td>
<td>36.0</td>
<td>91.5</td>
</tr>
<tr>
<td>230</td>
<td>0.50</td>
<td>52.5</td>
<td>24</td>
<td>2.00</td>
<td>48.0</td>
<td>91.5</td>
</tr>
<tr>
<td>230</td>
<td>0.63</td>
<td>65.4</td>
<td>24</td>
<td>2.50</td>
<td>59.9</td>
<td>91.6</td>
</tr>
<tr>
<td>CC OPERATION</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>230</td>
<td>0.58</td>
<td>60.1</td>
<td>22</td>
<td>2.50</td>
<td>55.0</td>
<td>91.6</td>
</tr>
<tr>
<td>230</td>
<td>0.53</td>
<td>54.7</td>
<td>20</td>
<td>2.50</td>
<td>50.1</td>
<td>91.6</td>
</tr>
<tr>
<td>230</td>
<td>0.49</td>
<td>49.4</td>
<td>18</td>
<td>2.51</td>
<td>45.2</td>
<td>91.5</td>
</tr>
<tr>
<td>230</td>
<td>0.44</td>
<td>44.0</td>
<td>16</td>
<td>2.51</td>
<td>40.2</td>
<td>91.3</td>
</tr>
<tr>
<td>230</td>
<td>0.39</td>
<td>38.7</td>
<td>14</td>
<td>2.51</td>
<td>35.2</td>
<td>91.0</td>
</tr>
</tbody>
</table>
6.1.2 Standby Power

The standby power was noted at multiple AC input voltages with a constant no load on the output DC bus. Table 5 lists the results:

Table 5. Standby Power Loss of Converter

<table>
<thead>
<tr>
<th>V_{INAC} (VAC)</th>
<th>I_{INAC} (mA)</th>
<th>P_{INAC} (W)</th>
<th>V_{OUT} (V)</th>
</tr>
</thead>
<tbody>
<tr>
<td>115</td>
<td>18</td>
<td>0.125</td>
<td>24</td>
</tr>
<tr>
<td>230</td>
<td>35</td>
<td>0.170</td>
<td>24</td>
</tr>
</tbody>
</table>

No load power is contributed by:
- Resistors used X-capacitor discharge
- Controller operation during No load

6.2 Performance Curves

6.2.1 Efficiency With Load Variation

Figure 5 and Figure 6 show the measured efficiency of the system with AC input voltage variation during CV and CC operations, respectively.

Figure 5. Efficiency versus Output Load Current in CV Mode

Figure 6. Efficiency versus Output Load Voltage in CC Mode
6.2.2 Load Regulation in CV and CC Modes

Figure 7 and Figure 8 show the measured load regulation of the PSU.

6.2.3 AC Line Regulation and Efficiency With AC Input Voltage Variation

Figure 9 shows the efficiency variation of the PSU with respect to the AC line voltage variation, and Figure 10 shows the output voltage regulation with AC line voltage variation.
6.2.4 CC-CV Operation, Power Limit, and Foldback

Figure 11 shows the transition of CV and CC modes, and Figure 12 shows the power limiting feature of the converter with output voltage foldback for high load conditions.

6.3 Functional Waveforms

6.3.1 Flyback MOSFET Switching Node Waveforms

Waveforms at the flyback switching node (SW) were observed along with the MOSFET current for 115- and 230-V AC under full load (2.5 A) conditions.

NOTE: Red trace: Drain voltage, 150 V/div; Green trace: Drain current, 2 A/div.
6.3.2 Output Synchronous Rectifier Drain-to-Source Voltage ($V_{DS}$) Waveforms

Waveforms at the secondary output across the synchronous rectifier were observed along at both 115- and 230-V AC under full load (2.5 A) conditions. The maximum voltage across the synchronous switching FET is well within the maximum $V_{DS}$ breakdown voltage of FET.

Figure 15. Output Synchronous FET $V_{DS}$ Waveform at $V_{INAC} = 115$-V AC, Full Load

Figure 16. Output Synchronous FET $V_{DS}$ Waveform at $V_{INAC} = 230$-V AC, Full Load

**NOTE:** Red trace: Drain-to-source voltage
6.3.3 Inrush Current Waveform

Inrush current drawn by the system is observed and recorded at maximum input voltage of 230-V AC.

![Inrush Current Waveform](image)

**NOTE:** Red trace: Drain voltage, 200 V/div; Green trace: Drain current, 10 A/div

6.3.4 Output Ripple

The output ripple is observed at a 24-V DC output and full load 2.5 A at both 115- and 230-V AC. The peak-to-peak ripple voltage is less than 20 mV.

![Output Ripple](image)

**Figure 17. Input Voltage and Input Inrush Current**

**Figure 18. Output Voltage Ripple at V_{INAC} = 115 V, Full Load**

**Figure 19. Output Voltage Ripple at V_{INAC} = 230 V, Full Load**
6.4 Transient Waveforms

6.4.1 Turn-On Characteristics

The 24-V output turn on with resistive load (9.6 Ω) and a CC load of 2 A at the output.

![Figure 20. Output Turn ON Waveform With Resistive Load of 9.6 Ω](image1)
![Figure 21. Output Turn ON Waveform With CC Load of 2 A](image2)

NOTE: Red trace: Output voltage, 10 V/div; Green trace: Output current, 2 A/div.

6.4.2 Turn-On Characteristics With Heavy Capacitive Load of 8500 µF

Turn-on performance observed with heavy capacitive load by adding additional capacitance of 8500 µF externally. The behavior is recorded with no load and full load conditions.

![Figure 22. Output Turn ON Waveform With Additional 8500-µF Capacitance at Output Under No Load](image3)
![Figure 23. Output Turn ON Waveform With Additional 8500-µF Capacitance at Output and Resistive Load of 9.6 Ω](image4)

NOTE: Red trace: Output voltage, 10 V/div; Green trace: Output current, 2 A/div.
6.4.3 Hold-up Time and Start-up Delay Characteristics

Hold-up time is observed at 115- and 230-V AC under full load conditions. The unit can support full load operation for > ms at 115-V AC and > 100 ms at 230-V AC operation.

![Figure 24. Hold-Up Time at 115-V AC](image1)

![Figure 25. Hold-Up Time at 230-V AC](image2)

**NOTE:** Red trace: Output voltage, 10 V/div; Green trace: Output current, 1 A/div; Yellow trace: Input AC voltage

Start-up delay time is observed at 115- and 230-V AC with no load conditions. The delay measured is shown in Figure 26 and Figure 27.

![Figure 26. Start-up Delay at 115-V AC](image3)

![Figure 27. Start-up Delay at 230-V AC](image4)

**NOTE:** Red trace: Output voltage, 10 V/div; Yellow trace: Input AC voltage: 200 V/div.
6.4.4 Transient Load Response

Load transient performance is observed with load switched at a 0.2-m wire length. The output load is switched using electronic load.

\[ V_{IN} = 230-V \text{ AC, load transient from 0.5 to 2.5 A, and vice-versa performance at a 24-V output.} \]

![Figure 28. Output Voltage and Current Waveform, Load Transient From 0.5 to 2.5 A](image1.png)

![Figure 29. Output Voltage and Current Waveform, Load Transient From 2.5 to 0.5 A](image2.png)

**NOTE:** Red trace: Output voltage, 100 mV/div, AC coupling; Green trace: Output current, 2 A/div.

6.4.5 Overload and Overcurrent Response

The converter is driven to an overcurrent condition by applying a step change in load from a 50% load to a 150% load. The performance of the converter output was observed and shown in Figure 30 and Figure 31.

During overcurrent conditions, the maximum current is limited to 2.5 A, and the output voltage is drooped to regulate the power within the limits. When the overcurrent condition is removed, the converter recovers back to CV operation.

**NOTE:** Red trace: Output voltage, 10 V/div; Green trace: Output current, 2 A/div.

![Figure 30. Output Voltage and Current Waveform, Step-Load Transient From 50% Load to 150% Load](image3.png)

![Figure 31. Output Voltage and Current Waveform, Step-Load Transient from 150% Load to 50% Load](image4.png)
### 6.4.6 Short Circuit Response

A short circuit was applied and removed to observe the output turn-off and auto-recovery cycle. When the short is applied, the converter shuts down and goes into hiccup mode. When the short is removed, the converter recovers back to normal operation.

**Figure 32. Response During Short Circuit and Auto-Recovery When Short is Removed**

*NOTE:* Red trace: Output voltage, 10 V/div; Green trace: Output current, 5 A/div.
6.5 **Conducted Emissions**

Generally conducted emissions will be more at full load. So, this operating point is chosen to measure the conducted EMI.

**6.5.1 With Resistive Load at Output**

A 230-V AC input, 2.5-A resistive load is connected to the PSU with short leads. The conducted emissions in a pre-compliance test setup were compared against EN55011 class-B limits and found to meet the class-B limits comfortably.

![Figure 33. Conducted Emissions as per EN55011 Class B](image-url)
### 6.6 Surge and EFT Test

Surge and EFT testing is done on the boards as per EN55014. The test condition and test results are tabulated in Table 6.

#### Table 6. Surge and EFT Test Results

<table>
<thead>
<tr>
<th>BASIC STANDARD</th>
<th>PORT</th>
<th>REQUIREMENTS OF IEC 61000-6-2/EN 50082-2: IMMUNITY STANDARD FOR INDUSTRIAL ENVIRONMENTS</th>
<th>PERFORMANCE CRITERION REQUIRED</th>
<th>TEST RESULT</th>
</tr>
</thead>
<tbody>
<tr>
<td>IEC/EN 61000-4-4: EFT, Level-3</td>
<td>AC input</td>
<td>±2 kV, 5 kHz</td>
<td>B(1)</td>
<td>Passed with performance criterion A(2)</td>
</tr>
<tr>
<td>IEC/EN 61000-4-5: Surge, Level-3</td>
<td>AC input</td>
<td>±4 kV line to earth, ±2 kV line to line</td>
<td>B(1)</td>
<td>Passed with performance criterion A(2)</td>
</tr>
</tbody>
</table>

(1) Temporary loss of function or degradation of performance which ceases after the disturbance ceases
(2) Normal performance within limits specified by the design or manufacturer
6.7 Thermal Measurements

Thermal images are plotted at room temperature (25°C) with closed enclosure, no airflow, and full load conditions. The board runs for 30 minutes before capturing thermal image.

6.7.1 Thermal Image for Lo-Line (115-V AC) Operation

In Figure 34, the input voltage is 115-V AC, and the load on 24-V DC bus is 2.5 A with a 60-W power output.

![Thermal Image](image)

Figure 34. Top-Side Temperatures at 115-V AC Input and 60-W Output

<table>
<thead>
<tr>
<th>NAME</th>
<th>TEMPERATURE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ambient</td>
<td>25.1°C</td>
</tr>
<tr>
<td>Flyback FET (Q1)</td>
<td>40.6°C</td>
</tr>
<tr>
<td>Synchronous rectifier FET (Q2)</td>
<td>67.2°C</td>
</tr>
<tr>
<td>Transformer (T1)</td>
<td>65.3°C</td>
</tr>
<tr>
<td>Bridge rectifier (BR1)</td>
<td>60.6°C</td>
</tr>
</tbody>
</table>

The temperatures are well contained to low values and have higher margins from respective device junction temperatures.
6.7.2 Thermal Image for Lo-Line (230-V AC) Operation

For Figure 35, the input voltage is 230-V AC, and the load on 24-V DC bus is 2.5 A with a 60-W power output.

![Thermal Image](image-url)

**Figure 35. Top-Side Temperatures at 230-V AC Input and 91.2-W Output**

<table>
<thead>
<tr>
<th>NAME</th>
<th>TEMPERATURE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ambient</td>
<td>25.1°C</td>
</tr>
<tr>
<td>Flyback FET (Q1)</td>
<td>57.9°C</td>
</tr>
<tr>
<td>Synchronous rectifier FET (Q2)</td>
<td>49.1°C</td>
</tr>
<tr>
<td>Transformer (T1)</td>
<td>63.6°C</td>
</tr>
</tbody>
</table>

Table 8. Highlighted Image Markers

The temperatures are well contained to low values and have higher margins from respective device junction temperatures.
7 Design Files

7.1 Schematics

To download the schematics, see the design files at TIDA-00702.

Figure 36. 60-W, High-Efficiency Industrial Power Supply Schematic
7.2 Bill of Materials

To download the bill of materials (BOM), see the design files at TIDA-00702.

7.3 Layout Guidelines

A careful PCB layout is critical and extremely important in a high-current fast-switching circuit to properly operate the controller devices and attain the design's robustness. As with all switching power supplies, attention to detail in the layout can save much time in troubleshooting later on.

7.3.1 Power Stage Specific Guidelines

Follow these key guidelines to route power stage components:

- Minimize the loop area and trace length of the power path circuits, which contain high frequency switching currents. This helps to reduce EMI and improve converter overall performance.
- Keep the switch node as short as possible. A short and optimal trace width helps to reduce induced ringing caused by parasitic inductance.
- Keep traces with high dV/dt potential and high di/dt capability away from or shielded from sensitive signal traces with adequate clearance and ground shielding.
- For each power supply stage, keep power ground and control ground separate. Tie them together (if they are electrically connected) in one point near DC input return or output return of the given stage correspondingly.
- When multiple capacitors are used in parallel for current sharing, keep the layout symmetrical across both leads of the capacitors. If the layout is not identical, the capacitor with the lower series trace impedance will see higher peak currents and become hotter (i²R).
- Tie the heat-sinks of all the power switching components to their respective power grounds.
- Place protection devices such as TVS, snubbers, capacitors, or diodes physically close to the device they are intended to protect, and route them with short traces to reduce inductance.
- Choose the width of PCB traces based on acceptable temperature rise at the rated current as per IPC2152 as well as acceptable DC and AC impedances. Also, the traces should withstand the fault currents (such as short circuit current) before the activation of electronic protection such as fuse or circuit breaker.
- Determine the distances between various traces of the circuit according to the requirements of applicable standards. For this design, follow the UL 60950-1 safety standard to maintain the creepage and clearance from live line to neutral line and to safety ground as defined in the Tables 2K through 2N of this standard.
- Adapt thermal management to fit the end-equipment requirements.
7.3.2 Controller Specific Guidelines

Follow these key guidelines to route controller components and signal circuits:

- The optimum placement of decoupling capacitor is closest to the VCC/VDD and GND terminals of the device. Minimize the loop area formed by the bypass-capacitor connection and the GND terminal of the IC.
- Make the reference ground for the control devices, a low current signal ground (SGND), a copper plane or island.
- Locate all controller support components at specific signal pins close to their connection pin. Connect the other end of the component to the SGND with shortest trace length.
- The trace routing for the voltage sensing and current sensing circuit components to the device should be as short as possible to reduce parasitic effects on the current limit and current and voltage monitoring accuracy. These traces should not have any coupling to switching signals on the board.
- Connect the SGND plane to high current ground (main power ground) at a single point that is at the negative terminal of DC IO capacitor respectively.
- If there is an overlap, keep signal traces perpendicular to high-frequency and high-current traces to signal traces, not parallel to them. Shielding signal traces with ground traces can help reduce noise pick up.
- Give sufficient PCB trace spacing between the high-voltage connections (such as HV pin of UCC28740) and any low-voltage nets.
- See the placement and routing guidelines and layout example in the UCC28740 datasheet.

7.3.3 Layout Prints

To download the layer plots, see the design files at TIDA-00702.

7.4 Altium Project

To download the Altium project files, see the design files at TIDA-00702.

7.5 Gerber Files

To download the Gerber files, see the design files at TIDA-00702.

7.6 Assembly Drawings

To download the assembly drawings, see the design files at TIDA-00702.

7.7 Design Calculator Spreadsheet

To download the design spreadsheet calculator for this reference design, see the design files at TIDA-00702.
8 References

1. Texas Instruments, Control Challenges for Low Power AC/DC Converters, Unitrode Power Supply Design Seminar SEM2100, Topic 5 (SLUP325)
2. Texas Instruments, Snubber Circuits: Theory, Design and Applications, Seminar 900, Topic 2 (SLUP100)
3. Texas Instruments, Choosing Standard Recovery Diode or Ultra-Fast Diode in Snubber, UCC28740 Application Note (SNVA744)

9 Terminology

TI Glossary: This glossary lists and explains terms, acronyms, and definitions (SLYZ022)

- PWM— Pulse width modulation
- FETs, MOSFETs— Metal–oxide–semiconductor field-effect transistor
- IGBT— Insulated gate bipolar transistor
- ESD— Electrostatic discharge
- RMS— Root mean square

10 About the Authors

LATIF AMEER BABU is a Systems Architect at Texas Instruments, where he is responsible for developing reference design solutions for the industrial segment. Latif brings to this role his extensive experience in power electronics, high frequency DC-DC converter, and analog circuit design. Latif earned his master of technology in power electronics & power systems from Indian Institute of Technology, Mumbai; IN. Latif is a member of the Institute of Electrical and Electronics Engineers (IEEE) and has one US patent.

KRISHNA DORA is a Systems Engineer at Texas Instruments where he is responsible for developing reference design solutions for Power Delivery, Industrial Segment. Krishna brings to this role his extensive experience in high power converters – Solar and UPS. Krishna earned a B.S. degree from Andhra University, India in 2001 and M.Tech degree from IIT Bombay, Mumbai in 2004, both in electrical engineering. He has two US patents under his name.
Texas Instruments Incorporated (“TI”) reference designs are solely intended to assist designers (“Buyers”) who are developing systems that incorporate TI semiconductor products (also referred to herein as “components”). Buyer understands and agrees that Buyer remains responsible for using its independent analysis, evaluation and judgment in designing Buyer’s systems and products.

TI reference designs have been created using standard laboratory conditions and engineering practices. TI has not conducted any testing other than that specifically described in the published documentation for a particular reference design. TI may make corrections, enhancements, improvements and other changes to its reference designs.

Buyers are authorized to use TI reference designs with the TI component(s) identified in each particular reference design and to modify the reference design in the development of their end products. HOWEVER, NO OTHER LICENSE, EXPRESS OR IMPLIED, BY ESTOPPEL OR OTHERWISE TO ANY OTHER TI INTELLECTUAL PROPERTY RIGHT, AND NO LICENSE TO ANY THIRD PARTY TECHNOLOGY OR INTELLECTUAL PROPERTY RIGHT, IS GRANTED HEREIN, including but not limited to any patent right, copyright, mask work right, or other intellectual property right relating to any combination, machine, or process in which TI components or services are used.

Information published by TI regarding third-party products or services does not constitute a license to use such products or services, or a warranty or endorsement thereof. Use of such information may require a license from a third party under the patents or other intellectual property of the third party, or a license from TI under the patents or other intellectual property of TI.

TI REFERENCE DESIGNS ARE PROVIDED “AS IS”. TI MAKES NO WARRANTIES OR REPRESENTATIONS WITH REGARD TO THE REFERENCE DESIGNS OR USE OF THE REFERENCE DESIGNS, EXPRESS, IMPLIED OR STATUTORY, INCLUDING ACCURACY OR COMPLETENESS. TI DISCLAIMS ANY WARRANTY OF TITLE AND ANY IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, QUIET ENJOYMENT, QUIET POSSESSION, AND NON-INFRINGEMENT OF ANY THIRD PARTY INTELLECTUAL PROPERTY RIGHTS WITH REGARD TO TI REFERENCE DESIGNS OR USE THEREOF. TI SHALL NOT BE LIABLE FOR AND SHALL NOT DEFEND OR INDEMNIFY BUYERS AGAINST ANY THIRD PARTY INFRINGEMENT CLAIM THAT RELATES TO OR IS BASED ON A COMBINATION OF COMPONENTS PROVIDED IN A TI REFERENCE DESIGN. IN NO EVENT SHALL TI BE LIABLE FOR ANY ACTUAL, SPECIAL, INCIDENTAL, CONSEQUENTIAL OR INDIRECT DAMAGES, HOWEVER CAUSED, ON ANY THEORY OF LIABILITY AND WHETHER OR NOT TI HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES, ARISING IN ANY WAY OUT OF TI REFERENCE DESIGNS OR BUYER'S USE OF TI REFERENCE DESIGNS.

TI reserves the right to make corrections, enhancements, improvements and other changes to its semiconductor products and services per JESD46, latest issue, and to discontinue any product or service per JESD48, latest issue. Buyers should obtain the latest relevant information before placing orders and should verify that such information is current and complete. All semiconductor products are sold subject to TI's terms and conditions of sale supplied at the time of order acknowledgment.

TI warrants performance of its components to the specifications applicable at the time of sale, in accordance with the warranty in TI's terms and conditions of sale of semiconductor products. Testing and other quality control techniques for TI components are used to the extent TI deems necessary to support this warranty. Except where mandated by applicable law, testing of all parameters of each component is not necessarily performed.

TI assumes no liability for applications assistance or the design of Buyers' products. Buyers are responsible for their products and applications using TI components. To minimize the risks associated with Buyers' products and applications, Buyers should provide adequate design and operating safeguards.

Reproduction of significant portions of TI information in TI data books, data sheets or reference designs is permissible only if reproduction is without alteration and is accompanied by all associated warranties, conditions, limitations, and notices. TI is not responsible or liable for such altered documentation. Information of third parties may be subject to additional restrictions.

Buyer acknowledges and agrees that it is solely responsible for compliance with all legal, regulatory and safety-related requirements concerning its products, and any use of TI components in its applications, notwithstanding any applications-related information or support that may be provided by TI. Buyer represents and agrees that it has the necessary expertise to create and implement safeguards that anticipate dangerous failures, monitor failures and their consequences, lessen the likelihood of dangerous failures and take appropriate remedial actions. Buyer will fully indemnify TI and its representatives against any damages arising out of the use of any TI components in Buyer's safety-critical applications.

In some cases, TI components may be promoted specifically to facilitate safety-related applications. With such components, TI's goal is to help enable customers to design and create their own end-product solutions that meet applicable functional safety standards and requirements. Nonetheless, such components are subject to these terms.

No TI components are authorized for use in FDA Class III (or similar life-critical medical equipment) unless authorized officers of the parties have executed an agreement specifically governing such use.

Only those TI components that TI has specifically designated as military grade or “enhanced plastic” are designed and intended for use in military/aerospace applications or environments. Buyer acknowledges and agrees that any military or aerospace use of TI components that have not been so designated is solely at Buyer's risk, and Buyer is solely responsible for compliance with all legal and regulatory requirements in connection with such use.

TI has specifically designated certain components as meeting ISO/TS16949 requirements, mainly for automotive use. In any case of use of non-designated products, TI will not be responsible for any failure to meet ISO/TS16949.