Advantages of PMIC converters with enhanced hysteretic-mode control for wearable and IoT devices

Angelo Pereira
Design Engineering, HVAL
Texas Instruments
Recent advances in wearable products and the Internet of Things (IoT) have increased the need for integrated power management ICs (PMICs) that provide high efficiency and low I_Q in a smaller footprint. When operating from coin cells or Li-ion batteries, PMIC solutions that meet these specifications now include switch-mode DC/DC converters with hysteretic mode control.

Typical wearable products spend the majority of their time in a sleep mode or low-power state. They only wake up for user-generated or timed events that result in CPU data processing and/or information transfer via radio link or wired link. For example, a wearable slave device with Bluetooth® technology that monitors heart rate may be connected for less than a one hour per day and consume only 10 to 20 µA in sleep mode. The peak consumption of 25 to 50 mA during a connection may last less than three milliseconds. This means that power-supply performance must be optimized when the device is asleep or active. Space constraints and battery chemistries also impose restrictions on the external passives.

The role of DC/DC converters in a PMIC

Figures 1, 2, and 3 show block diagrams of a generic wearable device, a connected programmable thermostat, and a smart payment terminal. While parametric specifications differ by application, an integrated PMIC with efficient DC/DC converters could be used to power one or more of the loads – a 32-bit processor core, memory (Flash, DDR), I/O bus, display, and peripherals such as motors and sensors.

When a processor changes between sleep and active states, the profiles for step-load current require fast start-up times and fast transient responses. Compliance with RF interference standards also requires switching noise to lie outside specific bands, such as FM transmission.
Limitations of classic hysteretic control

The design goal for single-phase, hysteretic PWM switch-mode converters employed in PMICs is to meet load requirements that range from very low (<30 mA) to very high (up to 3 A). A block diagram of the classic switching converter is shown in Figure 4. The control method of this converter can have fast transient response because the loop delay is primarily governed by the comparator and the delay of the driver circuit. The control circuit consists of a comparator with hysteresis, and ideally, an error amplifier and clock generator are not required [Reference 1]. The basic converter requires no phase compensation because the feedback signal is a close replica of the inductor current. The switching frequency equation presented in Reference 1 is

$$f_s = \frac{D(1-D)}{\tau_{RC} \left( \frac{V_{IN}}{V_{IN}} + \tau_D \right)}$$

where $V_{IN}$ is the input voltage to the converter, $V_H$ is the hysteresis of the comparator, $D$ is the PWM-signal duty cycle set by desired output voltage ($V_{OUT}$), $\tau_{RC} = R_F C_F$ is the time constant of the feedback network, and $\tau_D$ is the finite converter propagation delay, which includes delay from the driver stage and output bridge. These variables are shown in Figure 4 (Figure 1 in Reference 2). Clearly, $f_s$ is not constant versus $D$, and this could cause spurs in unwanted spectral regions or cause resonance-induced voltage excursions in the power supply network. This scenario has been a key concern with classic hysteretic control in the past.

PMICs with enhanced DC/DC converters

Texas Instruments offers several PMICs with enhancements to overcome some limitations of classic hysteretic control. Devices such as the TPS65910, TPS65911, TPS65912, TPS80032 and TPS65218, contain several single-phase converters that provide tighter control over switching frequency. They also provide a simpler choice of L and C that will simplify system integration. Table 1 lists a few key features and benefits of the PMIC devices.
Table 1: Features and benefits of PMIC devices from Texas Instruments.

The extensive portfolio of PMICs from Texas Instruments provides many unique features to help solve specific problems. In the TPS65910 family, switch-mode power supplies (SMPSs) (VDD1 and VDD2) provide advanced dynamic voltage scaling (DVS) and are suitable for processor core-voltage rails. In the TPS65911x family, the SMPSs (VDD1 and VDD2) allow programmable transition slew rate of the output voltage and sub-50-ns minimum ON time. These features enable higher switching frequencies, reduced output ripple, and smaller inductor footprint. The TPS80032 features a patented on-chip, frequency-locked PWM control that allows tighter spread of the switching frequency compared to a classic hysteric buck converter.

All of the example SMPS converters in References 3 through 6 incorporate on-chip overcurrent protection either on the switching (high side) FET or on both switching and rectifier (low side) FETs. Internal soft-start circuitry to limit in-rush current is another feature that supports processors. These enhanced SMPS converters are also optimized for effective external L values between 1.0 to 2.2 µH (1.5 µH typ) and output C values from 4 to 15 µF. The inductor chosen must be rated for DCR and ISAT. Higher inductance reduces the ripple current but degrades transient response (di/dt). The output capacitors can be small-footprint ceramic with X5R or X7R dielectric for low ESR. Input capacitors are also recommended to be low ESR and can be ceramic 4.7 µF, typically with additional electrolytic or tantalum capacitors to reduce supply ringing when distance between the power source and converter is large (such as a wall adapter).

For more details on how TI PMICs can help build a compact, power-efficient wearable, portable, or industrial device to meet your power supply needs, please consult the product information below.

References


Important Notice: The products and services of Texas Instruments Incorporated and its subsidiaries described herein are sold subject to TI’s standard terms and conditions of sale. Customers are advised to obtain the most current and complete information about TI products and services before placing orders. TI assumes no liability for applications assistance, customer’s applications or product design, software performance, or infringement of patents. The publication of information regarding any other company’s products or services does not constitute TI’s approval, warranty or endorsement thereof.

The platform bar is a trademark of Texas Instruments.
The Bluetooth word mark and logos are owned by the Bluetooth SIG, Inc., and any use of such marks by Texas Instruments is under license.
All other trademarks are the property of their respective owners.

© 2015 Texas Instruments Incorporated SLYY073
IMPORTANT NOTICE

Texas Instruments Incorporated and its subsidiaries (TI) reserve the right to make corrections, enhancements, improvements and other changes to its semiconductor products and services per JESD46, latest issue, and to discontinue any product or service per JESD48, latest issue. Buyers should obtain the latest relevant information before placing orders and should verify that such information is current and complete. All semiconductor products (also referred to herein as “components”) are sold subject to TI's terms and conditions of sale supplied at the time of order acknowledgment.

TI warrants performance of its components to the specifications applicable at the time of sale, in accordance with the warranty in TI's terms and conditions of sale of semiconductor products. Testing and other quality control techniques are used to the extent TI deems necessary to support this warranty. Except where mandated by applicable law, testing of all parameters of each component is not necessarily performed.

TI assumes no liability for applications assistance or the design of Buyers' products. Buyers are responsible for their products and applications using TI components. To minimize the risks associated with Buyers' products and applications, Buyers should provide adequate design and operating safeguards.

TI does not warrant or represent that any license, either express or implied, is granted under any patent right, copyright, mask work right, or other intellectual property right relating to any combination, machine, or process in which TI components or services are used. Information published by TI regarding third-party products or services does not constitute a license to use such products or services or a warranty or endorsement thereof. Use of such information may require a license from a third party under the patents or other intellectual property of the third party, or a license from TI under the patents or other intellectual property of TI.

Reproduction of significant portions of TI information in TI data books or data sheets is permissible only if reproduction is without alteration and is accompanied by all associated warranties, conditions, limitations, and notices. TI is not responsible or liable for such altered documentation. Information of third parties may be subject to additional restrictions.

Resale of TI components or services with statements different from or beyond the parameters stated by TI for that component or service voids all express and any implied warranties for the associated TI component or service and is an unfair and deceptive business practice. TI is not responsible or liable for any such statements.

Buyer acknowledges and agrees that it is solely responsible for compliance with all legal, regulatory and safety-related requirements concerning its products, and any use of TI components in its applications, notwithstanding any applications-related information or support that may be provided by TI. Buyer represents and agrees that it has all the necessary expertise to create and implement safeguards which anticipate dangerous consequences of failures, monitor failures and their consequences, lessen the likelihood of failures that might cause harm and take appropriate remedial actions. Buyer will fully indemnify TI and its representatives against any damages arising out of the use of any TI components in safety-critical applications.

In some cases, TI components may be promoted specifically to facilitate safety-related applications. With such components, TI’s goal is to help enable customers to design and create their own end-product solutions that meet applicable functional safety standards and requirements. Nonetheless, such components are subject to additional restrictions.

No TI components are authorized for use in FDA Class III (or similar life-critical medical equipment) unless authorized officers of the parties have executed a special agreement specifically governing such use. Only those TI components which TI has specifically designated as military grade or “enhanced plastic” are designed and intended for use in military/aerospace applications or environments. Buyer acknowledges and agrees that any military or aerospace use of TI components which have not been so designated is solely at the Buyer's risk, and that Buyer is solely responsible for compliance with all legal and regulatory requirements in connection with such use.

TI has specifically designated certain components as meeting ISO/TS16949 requirements, mainly for automotive use. In any case of use of non-designated products, TI will not be responsible for any failure to meet ISO/TS16949.

### Products

<table>
<thead>
<tr>
<th>Products</th>
<th>Applications</th>
</tr>
</thead>
<tbody>
<tr>
<td>Audio</td>
<td>Automotive and Transportation</td>
</tr>
<tr>
<td>Amplifiers</td>
<td>Communications and Telecom</td>
</tr>
<tr>
<td>Data Converters</td>
<td>Computers and Peripherals</td>
</tr>
<tr>
<td>DLP® Products</td>
<td>Consumer Electronics</td>
</tr>
<tr>
<td>DSP</td>
<td>Energy and Lighting</td>
</tr>
<tr>
<td>Clocks and Timers</td>
<td>Industrial</td>
</tr>
<tr>
<td>Interface</td>
<td>Medical</td>
</tr>
<tr>
<td>Logic</td>
<td>Security</td>
</tr>
<tr>
<td>Power Mgmt</td>
<td>Space, Avionics and Defense</td>
</tr>
<tr>
<td>Microcontrollers</td>
<td>Video and Imaging</td>
</tr>
<tr>
<td>RFID</td>
<td>Video and Imaging</td>
</tr>
<tr>
<td>OMAP Applications Processors</td>
<td>e2e.ti.com</td>
</tr>
<tr>
<td>Wireless Connectivity</td>
<td><a href="http://www.ti.com/wirelessconnectivity">www.ti.com/wirelessconnectivity</a></td>
</tr>
</tbody>
</table>

Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2015, Texas Instruments Incorporated