Making the Most of Your LVDS - 5 Tips for Buffering Signal Integrity

Headaches
Making the Most of Your LVDS
5 Tips for Buffering Signal Integrity Headaches
By Dave Lewis - Analog Marketing Signal Manager

The Low Voltage Differential Signaling (LVDS) standard TIA/EIA-644 has become widely popular and is available on most ASICs and FPGAs as well as on hundreds of standard devices. Thousands of systems have successfully implemented high speed interconnect using LVDS. All LVDS I/Os are not alike, however. Some ASIC and FPGA LVDS I/O may not be as suited to driving off board as LVDS I/O in standard devices. Even standard devices with well-designed I/O may give poor signal quality due to board layout issues. For example, it may not be possible to put the device close to the connector, creating long stubs and reflections. To help cure these interconnect woes, National Semiconductor has recently introduced some small buffers like the DS90LV001, CLC001, and DS92CP22. The following paragraphs describe a few useful applications.

Boosting FPGAs and ASICs

Almost all advanced ASICs and FPGAs include LVDS I/O. Sometimes the design of these LVDS cells do not take full account of the analog nature of high speed signalling. Operating at megabits or gigabits per second requires fast edge rates and precise circuit timing. The bus or cable to be driven is modelled as a transmission line not a lumped load at these speeds. Driving off the printed circuit board (PCB) with these digital LVDS I/O may result in poor signal quality, requiring an LVDS-to-LVDS buffer to boost the signal. The DS90LV001 is an 800 Mbps Single LVDS/LVPECL to LVDS Buffer and is available in a 3 x 3 mm package. Its small size allows it to be added dense PCBs to fix signal integrity issues without a major re-layout of the PCB, making it a useful last minute fix.
Translating LVDS

Many older high speed ASICs and standard devices use LVPECL signalling. LVPECL I/O have great signalling characteristics, but are not compatible with today’s CMOS circuits. Therefore, a system design may be a mix of older Bipolar/BiCMOS LVPECL and newer CMOS LVDS devices, resulting in the need to translate between LVPECL and LVDS. For translating from LVPECL to LVDS, the DS90LV001 directly accepts LVPECL signals providing a clean LVDS output. For LVDS to LVPECL translation, the CLC001 622Mbps Single LVDS/LVPECL to Adjustable Output Buffer translates from LVDS to 800mV levels into 70 ohms (see the CLC001 datasheet for more possibilities).

Hiding Stubs

Even if you’ve design in the world’s best LVDS device, you may not be able to place it close to the connector. In multidrop and multipoint system topologies, short stub lengths are necessary to minimize reflections. In these systems, stub length has large impact on signal quality and often is the main factor determining top bus speed. When running at 200 Mbps, edge rates will be fast enough to require stubs less than 2-3 cm.
The DS90LV001 Stub-Hider device can be placed within millimetres of the connector, reducing a potentially 3-5 cm stub to less than 2 cm and greatly improving signal quality. As an added benefit, the Stub Hider allows more placement flexibility of the LVDS source/destination chips, mitigating other PCB layout headaches.

Switching and Splitting Signals

Many communications systems require protection switching where a redundant backup serial stream can be switched in to replace a faulty serial stream. National’s 800Mbps/Channel DS90CP22 2x2 LVDS Switch can be used as a 2:1 or 1:2 mux to perform this operation. The DS90CP22 can also be used as a signal splitter for clock or data as well as a full 2x2 non-blocking switch. Due to its low 75 ps typical peak-to-peak jitter, it can be used to either fanout or daisy-chain a serial stream to multiple cards without adding excessive cumulative jitter.

Driving Long Cables

LVDS technology drives cables up to about 15 meters depending on data rate, cable quality, and common mode voltage. To drive longer distances, many designers use special electrical or optical transceivers. With the CLC001, this is not necessary. By feeding the CLC001 with a DC balanced serial LVDS stream, it can drive up to 200 m of cable. At the other end of the cable, National’s CLC012 Adaptive Equalizer will equalize the signal automatically and recover clock and data. The CLC001/CLC012 chipset can extend the reach of your LVDS signals from ASICs, FPGAs, and standard devices.

Conclusion

New National Semiconductor LVDS buffers are useful tools in the battle for signal integrity, capable of performing a host of tasks such as:

- Hiding long stubs
- Buffering ASIC/FPGA signals
- Translating between LVPECL and LVDS
- Signal splitting
- Protection switching
- Signal repeating
- Driving LVDS streams onto long cables

For more information on these and other LVDS tools, visit www.national.com/lvds.
### IMPORTANT NOTICE

Texas Instruments Incorporated and its subsidiaries (TI) reserve the right to make corrections, modifications, enhancements, improvements, and other changes to its products and services at any time and to discontinue any product or service without notice. Customers should obtain the latest relevant information before placing orders and should verify that such information is current and complete. All products are sold subject to TI's terms and conditions of sale supplied at the time of order acknowledgment.

TI warrants performance of its hardware products to the specifications applicable at the time of sale in accordance with TI's standard warranty. Testing and other quality control techniques are used to the extent TI deems necessary to support this warranty. Except where mandated by government requirements, testing of all parameters of each product is not necessarily performed.

TI assumes no liability for applications assistance or customer product design. Customers are responsible for their products and applications using TI components. To minimize the risks associated with customer products and applications, customers should provide adequate design and operating safeguards.

TI does not warrant or represent that any license, either express or implied, is granted under any TI patent right, copyright, mask work right, or other TI intellectual property right relating to any combination, machine, or process in which TI products or services are used. Information published by TI regarding third-party products or services does not constitute a license from TI to use such products or services or a warranty or endorsement thereof. Use of such information may require a license from a third party under the patents or other intellectual property of the third party, or a license from TI under the patents or other intellectual property of TI.

Reproduction of TI information in TI data books or data sheets is permissible only if reproduction is without alteration and is accompanied by all associated warranties, conditions, limitations, and notices. Reproduction of this information with alteration is an unfair and deceptive business practice. TI is not responsible or liable for such altered documentation. Information of third parties may be subject to additional restrictions.

Resale of TI products or services with statements different from or beyond the parameters stated by TI for that product or service voids all express and implied warranties for the associated TI product or service and is an unfair and deceptive business practice. TI is not responsible or liable for any such statements.

TI products are not authorized for use in safety-critical applications (such as life support) where a failure of the TI product would reasonably be expected to cause severe personal injury or death, unless officers of the parties have executed an agreement specifically governing such use. Buyers represent that they have all necessary expertise in the safety and regulatory ramifications of their applications, and acknowledge and agree that they are solely responsible for all legal and regulatory requirements concerning such use. Buyers must fully indemnify TI and its representatives against any damages arising out of the use of TI products in such safety-critical applications.

TI products are neither designed nor intended for use in military/aerospace applications or environments unless the TI products are specifically designated by TI as military-grade or "enhanced plastic." Only products designated by TI as military-grade meet military specifications. Buyers acknowledge and agree that any such use of TI products which TI has not designated as military-grade is solely at the Buyer's risk, and that they are solely responsible for compliance with all legal and regulatory requirements in connection with such use.

TI products are neither designed nor intended for use in automotive applications or environments unless the specific TI products are designated by TI as compliant with ISO/TS 16949 requirements. Buyers acknowledge and agree that, if they use any non-designated products in automotive applications, TI will not be responsible for any failures to meet such requirements.

Following are URLs where you can obtain information on other Texas Instruments products and application solutions:

<table>
<thead>
<tr>
<th>Products</th>
<th>Applications</th>
</tr>
</thead>
<tbody>
<tr>
<td>Audio</td>
<td>Communications and Telecom</td>
</tr>
<tr>
<td>Amplifiers</td>
<td>Computers and Peripherals</td>
</tr>
<tr>
<td>Data Converters</td>
<td>Consumer Electronics</td>
</tr>
<tr>
<td>DLP® Products</td>
<td>Energy and Lighting</td>
</tr>
<tr>
<td>DSP</td>
<td>Industrial</td>
</tr>
<tr>
<td>Clocks and Timers</td>
<td>Medical</td>
</tr>
<tr>
<td>Interface</td>
<td>Security</td>
</tr>
<tr>
<td>Logic</td>
<td>Space, Avionics and Defense</td>
</tr>
<tr>
<td>Power Mgmt</td>
<td>Transportation and Automotive</td>
</tr>
<tr>
<td>Microcontrollers</td>
<td>Video and Imaging</td>
</tr>
<tr>
<td>RFID</td>
<td></td>
</tr>
<tr>
<td>OMAP Mobile Processors</td>
<td></td>
</tr>
<tr>
<td>Wireless Connectivity</td>
<td></td>
</tr>
</tbody>
</table>

**TI E2E Community Home Page**

Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2011, Texas Instruments Incorporated