PWP0024R

PACKAGE OUTLINE
PowerPAD™ TSSOP - 1.2 mm max height
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NOTES:

PowerPAD is a trademark of Texas Instruments.

1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing

per ASME Y14.5M.

(G20 w N

. This drawing is subject to change without notice.

. This dimension does not include mold flash, protrusions, or gate burrs. Mold flash, protrusions, or gate burrs shall not
exceed 0.15 mm per side.

. Reference JEDEC registration MO-153.

. Features may differ or may not be present.
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EXAMPLE BOARD LAYOUT

PWP0024R PowerPAD™ TSSOP - 1.2 mm max height
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NOTES: (continued)

. Publication IPC-7351 may have alternate designs.

. Solder mask tolerances between and around signal pads can vary based on board fabrication site.

. This package is designed to be soldered to a thermal pad on the board. For more information, see Texas Instruments literature
numbers SLMA0O02 (www.ti.com/lit/sima002) and SLMA004 (www.ti.com/lit/sima004).

. Size of metal pad may vary due to creepage requirement.

. Vias are optional depending on application, refer to device data sheet. It is recommended that vias under paste be filled, plugged
or tented.
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PWP0024R

EXAMPLE STENCIL DESIGN

PowerPAD™ TSSOP - 1.2 mm max height
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SCALE: 8X

STENCIL SOLDER STENCIL
THICKNESS OPENING
0.1 3.58 X 5.88

0.125 3.20 X 5.26 (SHOWN)
0.15 2.92 X 4.80
0.175 2.70 X 4.45
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NOTES: (continued)

11. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate

design recommendations.

12. Board assembly site may have different recommendations for stencil design.
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IMPORTANT NOTICE AND DISCLAIMER

TI PROVIDES TECHNICAL AND RELIABILITY DATA (INCLUDING DATASHEETS), DESIGN RESOURCES (INCLUDING REFERENCE
DESIGNS), APPLICATION OR OTHER DESIGN ADVICE, WEB TOOLS, SAFETY INFORMATION, AND OTHER RESOURCES “AS IS”
AND WITH ALL FAULTS, AND DISCLAIMS ALL WARRANTIES, EXPRESS AND IMPLIED, INCLUDING WITHOUT LIMITATION ANY
IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR NON-INFRINGEMENT OF THIRD
PARTY INTELLECTUAL PROPERTY RIGHTS.

These resources are intended for skilled developers designing with Tl products. You are solely responsible for (1) selecting the appropriate
TI products for your application, (2) designing, validating and testing your application, and (3) ensuring your application meets applicable
standards, and any other safety, security, regulatory or other requirements.

These resources are subject to change without notice. Tl grants you permission to use these resources only for development of an
application that uses the Tl products described in the resource. Other reproduction and display of these resources is prohibited. No license
is granted to any other Tl intellectual property right or to any third party intellectual property right. Tl disclaims responsibility for, and you fully
indemnify Tl and its representatives against any claims, damages, costs, losses, and liabilities arising out of your use of these resources.

TI's products are provided subject to TI's Terms of Sale, TI's General Quality Guidelines, or other applicable terms available either on
ti.com or provided in conjunction with such Tl products. TI's provision of these resources does not expand or otherwise alter TI's applicable
warranties or warranty disclaimers for Tl products. Unless Tl explicitly designates a product as custom or customer-specified, TI products
are standard, catalog, general purpose devices.

Tl objects to and rejects any additional or different terms you may propose.

Copyright © 2026, Texas Instruments Incorporated
Last updated 10/2025
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