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ELEMENT A ELEMENT B

LENS NEAR INFRARED ACHROMAT 12MM DIA X 
25MM FL NIR II

FOR INFORMATION ONLY:
DO NOT MANUFACTURE PARTS TO THIS DRAWING

NOTES:

1.    ALLOWABLE OPTICAL MATERIAL: GRADE A FINE ANNEALED
ELEMENT A:  SCHOTT:  LaKN22  651/559
ELEMENT B:  SCHOTT:  SFL6  805/254
    

2.    CENTERING TOLERANCE:
BEAM DEVIATION:  3-5 arc min.

 
3.    COATING (APPLY ACROSS COATING APERTURE)

S1 & S4:  NIR II [750-1550nm]
Rabs ≤1.5% 750-800nm
Rabs ≤1.0% 800-1550nm
Rave ≤0.7% 750-1550nm

S2 & S3:  NONE

4. FINE GROUND SURFACE
 
5.    FOCAL LENGTH TOLERANCE:  ±2%
 
6. ELEMENTS TO BE CEMENTED WITH NORLAND OPTICAL

ADHESIVE NOA 61

45793

EFL 
(AT 587.6nm) 25.00

BFL
(AT 587.6nm) 21.05

ALL DIMS IN mm

ELEMENT A ELEMENT B
S1 S2 S3 S4

SHAPE CONVEX CONVEX CONCAVE CONVEX
RADIUS 15.56 -13.75 -13.75 -84.13
SURFACE QUALITY 40-20 40-20 40-20 40-20
CLEAR APERTURE 11.00 11.00 11.00 11.00
BEVEL MAX FACE 0.25mm x 45˚0.25mm x 45˚ 0.25mm x 

45˚
0.25mm x 

45˚
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