ABSTRACT

The TAS5421-Q1 and TAS5411-Q1 I2C bus is designed to operate when the device is not in STANDBY mode as defined in the TAS5421-Q1 and TAS5411-Q1 data sheets. In some applications special handling of the SDA pin may be required. For these applications there are three options which can be employed to minimize the effect.

Table of Contents

1 TAS5421-Q1 and TAS5411-Q1 I2C Bus Operation ........................................................................................................... 2
  1.1 Standby Mode .......................................................................................................................................................... 2
  1.2 Mute and Play Mode ........................................................................................................................................ 2

2 TAS5421-Q1 and TAS5411-Q1 Options .................................................................................................................. 2
  2.1 Option 1 .............................................................................................................................................................................. 2
  2.2 Option 2 .............................................................................................................................................................................. 2
  2.3 Option 3 .............................................................................................................................................................................. 3

3 Revision History .......................................................................................................................................................... 3

Trademarks

All trademarks are the property of their respective owners.
1 TAS5421-Q1 and TAS5411-Q1 I2C Bus Operation

1.1 Standby Mode

In STANDBY mode, the device is designed to draw the lowest current possible for use in battery operated applications. Therefore, in STANDBY mode the device goes into complete shutdown. The TAS5421-Q1 and TAS5411-Q1 data sheets specify the following operating modes while the device is in STANDBY:

- **OUTPUT**: Hi-Z, floating
- **OSCILLATOR**: Stopped
- **I2C**: Stopped

When the TAS5421-Q1 and TAS5411-Q1 are in STANDBY mode, the SDA pin may be pulled low due to parasitic effects if the micro-controller (MCU) communicates with other I2C devices on the bus.

1.2 Mute and Play Mode

The I2C bus is active when STANDBY pin is de-asserted (for example, STANDBY pin is set to logic high). This is when the device is either in Mute or Play mode. TI warranties TAS5421-Q1 and TAS5411-Q1 operation when the device is out of STANDBY as described in the data sheet (SLOS921B and SLOS814D).

The SDA pin usage is described in the following sections. The described options below follow the data sheet recommendation (for example, all I2C communications is performed during STANDBY high). The descriptions are meant to clarify the usage stated in the data sheets. The solutions described below do not alter TI’s warranty, other terms of sale, or the applicable specification.

2 TAS5421-Q1 and TAS5411-Q1 Options

2.1 Option 1

A bi-directional switch or FET switch (for example, SN74LVC1G66-Q1) is used to isolate SDA pin when TAS5421-Q1 and TAS5411-Q1 are in STANDBY. A MCU can control the switch/FET using a GPIO pin to allow TAS5421-Q1 and TAS5411-Q1 SDA pins on the bus when the device is in mute or play mode. When the device is in STANDBY mode, the MCU switches off the switch/FET and isolates the TAS5421-Q1 and TAS5411-Q1 pins from the I2C bus.

Please see TAS5421-Q1 and TAS5411-Q1 data sheets section 7.3.5 Load Diagnostics for startup timing.

![Figure 2-1. Option 1](image)

2.2 Option 2

In some applications, when a digital signal processor (DSP) is used, it may have several I2C ports. One I2C port can be assigned to TAS5421-Q1 and TAS5411-Q1. The DSP can talk to other I2C devices on the other port while the TAS5421-Q1 and TAS5411-Q1 is in STANDBY.
2.3 Option 3

For some applications, a micro-controller (MCU) is used to one or more of the facilitate devices functions through I2C bus and GPIO pins (General Purpose Input or Output). Embedded software in the MCU can program one of the GPIO pins controlling the STANDBY pin on TAS5421-Q1 and TAS5411-Q1. When I2C commands are being sent to one or more of the devices, the GPIO pin can pull STANDBY pin high prior to sending I2C transactions.

Please see TAS5421-Q1 and TAS5411-Q1 data sheets section 7.3.5 Load Diagnostics for startup timing.

Note

The above three options clarify the usage of the STANDBY pin during I2C communications (for example, STANDBY pin is pulled high). The described usage of the STANDBY pin in the data sheet (SLOS814D) may not be obvious to the reader and it is clarified here in this application note.

3 Revision History
NOTE: Page numbers for previous revisions may differ from page numbers in the current version.

Changes from Revision A (June 2018) to Revision B (May 2021) Page
• Updated the numbering format for tables, figures, and cross-references throughout the document..................2
• Added the TAS5411-Q1 part number to the document..........................................................................................2
IMPORTANT NOTICE AND DISCLAIMER

TI PROVIDES TECHNICAL AND RELIABILITY DATA (INCLUDING DATASHEETS), DESIGN RESOURCES (INCLUDING REFERENCE DESIGNS), APPLICATION OR OTHER DESIGN ADVICE, WEB TOOLS, SAFETY INFORMATION, AND OTHER RESOURCES “AS IS” AND WITH ALL FAULTS, AND DISCLAIMS ALL WARRANTIES, EXPRESS AND IMPLIED, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR NON-INFRINGEMENT OF THIRD PARTY INTELLECTUAL PROPERTY RIGHTS.

These resources are intended for skilled developers designing with TI products. You are solely responsible for (1) selecting the appropriate TI products for your application, (2) designing, validating and testing your application, and (3) ensuring your application meets applicable standards, and any other safety, security, or other requirements. These resources are subject to change without notice. TI grants you permission to use these resources only for development of an application that uses the TI products described in the resource. Other reproduction and display of these resources is prohibited. No license is granted to any other TI intellectual property right or to any third party intellectual property right. TI disclaims responsibility for, and you will fully indemnify TI and its representatives against, any claims, damages, costs, losses, and liabilities arising out of your use of these resources.

TI’s products are provided subject to TI’s Terms of Sale (https://www.ti.com/legal/termsofsale.html) or other applicable terms available either on ti.com or provided in conjunction with such TI products. TI’s provision of these resources does not expand or otherwise alter TI’s applicable warranties or warranty disclaimers for TI products.

Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2021, Texas Instruments Incorporated