ABSTRACT
In IEEE 802.3bt Power over Ethernet (PoE) applications, an isolated power supply is implemented in most Power Devices (PDs) for safety considerations. In addition, DC-DC output overcurrent protection is an important topic especially end-equipment damage that creates an output short circuit condition. This paper introduces the thermal issues that can exist in a prolonged output short condition and how to alleviate any thermal concerns with discrete hiccup circuit. This circuit could be implemented in all of tps2375x family of PoE PDs.

Contents
1 Introduction .................................................................................................................. 2
2 Thermal Challenge During an Output Short ................................................................. 5
3 Alleviating the Thermal Concern at Short Circuit Condition .................................... 6
4 References .................................................................................................................. 10

List of Figures
1 Traditional Flyback Current Limit Scheme ................................................................. 2
2 Peak current signal on current shunt resistor ............................................................. 3
3 Cvic Current Path During the Startup ........................................................................ 4
4 Startup waveform on Cvic ........................................................................................ 4
5 The original hiccup OCP waveform .......................................................................... 5
6 IR thermal photo with original hiccup OCP mode ....................................................... 6
7 The External Discrete Hiccup Circuit ....................................................................... 7
8 The Hiccup OCP Waveform with External Hiccup Circuit ...................................... 7
9 IR Thermal Photo with External Hiccup OCP Circuit ................................................. 8
10 Startup Waveform with External Discrete Hiccup Circuit ...................................... 9
11 TPS2373x Restart Following Severe Overload at Main Output of PSR Flyback DC-DC Converter ................................................................. 10

List of Tables
1 PD DC Maintain Power Signature (MPS) .................................................................. 8

Trademarks
All trademarks are the property of their respective owners.
1 Introduction

In the traditional Flyback topology shown in Figure 1, the peak current signal is sensed through the current shunt resistor at the primary side of the power transformer. When the overcurrent occurs at output side, the Flyback controller IC will clamp the input current to the point of overcurrent protection (OCP) threshold by monitoring the peak current signal on current shunt resistor in Figure 2. The method of OCP protection is an input current limit, or input power (Pin) limit. That method also does output power (Pout) limit indirectly. During the OCP, based on Pout limit, the output voltage drops while the output peak fault current is increasing until the voltage on auxiliary (AUX) winding drops to hit the point of under voltage lockout (UVLO) of controller’s Vc pin. The worst case occurs at lower Vout and higher Pin limit at short circuit condition, producing the pretty high peak fault current and causing the thermal issue on Synchronous FET or Rectifying Diode at secondary side.

The duration of peak fault current depends on the capacitance on Vc pin of controller. The smaller capacitance on Vc pin, the higher hiccup OCP frequency is produced. The higher capacitance on Vc pin, the longer duration of peak fault current exists. Whatever the higher hiccup OCP frequency or the longer duration of peak fault current, the duty cycle of hiccup OCP is similar and the thermal issue could not be reduced. One way to minimize the thermal issue at short circuit condition is to reduce the hiccup OCP frequency and to make the shorter duration of peak fault current.

![Figure 1. Traditional Flyback Current Limit Scheme](image-url)
Figure 3 shows that when the standard PoE voltage range feeds VDD bus after PoE handshaking or adapter plug-in, the internal constant current source will be triggered to start charging the external $C_{vc}$ capacitor. The voltage on $C_{vc}$ is a constant rising slope until reaching to 15V,typ. The charging current path to external $C_{vc}$ is (1). Therefore, the controller starts sending PWM pulse to switch the external primary FET M1 while the internal current source of controller is turned off. Before the output voltage (Vout) achieves the target Vout, the external $C_{vc}$ capacitor is providing the energy as discharging to Vc pin as the source of the internal gate driver. The current path is (2). After Vout achieves the target voltage, the AUX winding start providing the energy to the internal gate driver and recharging $C_{vc}$ capacitor. The current path is (3) and the waveform is shown in Figure 4.
Figure 3. $C_{vc}$ Current Path During the Startup

Figure 4. Startup waveform on $C_{vc}$
2 Thermal Challenge During an Output Short

When the output is short, the PWM controller will clamp input current to do Pin limit. At output side, the output peak fault current is increasing while output voltage is decreasing until the voltage on AUX winding, which is reflected from 2ed output winding, to hit UVLO of VC, causing PWM pulse stop. Therefore, the internal current source will be enabled again to recharge the external \( C_{vc} \) until achieving 15V,typ, turning off internal current source and starting new PWM pulse. If the short circuit fault still exists, the power converter will repeat the cycle above until fault goes away. The hiccup OCP behavior could be observed at output short circuit condition.

The challenge is that before PWM stop switching, the output peak fault current will keep rising to a pretty high level. The worst case occurs at lower Vout condition such as 5Vout/5A AT power level. During the period of short circuit condition, the peak fault current will pass through the Synchronous FET or Rectifying Diode on the secondary, causing its temperature to increase. In some conditions, its surface temperature can exceed 130C at 25C ambient condition. The waveform is shown in Figure 5 and the thermal picture is shown in Figure 6.

![Figure 5. The original hiccup OCP waveform](image-url)
3 Alleviating the Thermal Concern at Short Circuit Condition

Decreasing \( C_{VC} \) will increase the frequency of hiccup OCP. Conversely, the frequency of hiccup OCP will decrease by increasing \( C_{VC} \), but make longer duration of peak fault current. Whatever increasing or decreasing \( C_{VC} \), the duty cycle of the hiccup OCP is almost the same. The heat issue could not be alleviated. This paper introduces the way how to adjust the duty cycle of peak fault current duration.

In Figure 7, use the 2N3906’s emitter-base diode in parallel with 5.1k to create a current source as current path (b) as \( 0.6V/5.1k = 117\mu A \).

The rest of current from internal current source is passed through the current path (a).
The new current source is to create the longer recharging time as OFF time of the hiccup OCP, getting a lower average fault current and alleviating the thermal concern on Synchronous FET or Rectifying Diode at secondary. The waveform is shown in Figure 8 and the thermal picture is shown in Figure 9.

Figure 7. The External Discrete Hiccup Circuit

Figure 8. The Hiccup OCP Waveform with External Hiccup Circuit
3.1  **Maintain Power Signature (MPS)**

According to IEEE802.3bt standard in Table 1, a valid Type-2 Maintain Power Signature (MPS) is a 10-mA pulse current for at least 75 ms every 310 ms. The NPN transistor 2N3904 plus divider resistor 200k and 15k act an important role to delay turn ON the new current source and to speed up the ramping time of Vout at beginning in order to meet the timing of MPS 310ms in the IEEE802.3bt standard. After 2N3904 turn ON, the new current source will be enabled to support the longer hiccup OCP OFF time at short circuit condition. The two ramping Vout slope can be observed at startup in Figure 10.

<table>
<thead>
<tr>
<th>Item</th>
<th>Parameter</th>
<th>Symbol</th>
<th>Units</th>
<th>Min</th>
<th>Max</th>
<th>Conditions</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Total input current per the assigned Class, for single-signature PDs</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Class 1 to 4</td>
<td>$I_{Port,MPS}$</td>
<td>A</td>
<td>0.01</td>
<td>—</td>
<td></td>
<td>See 145.3.9</td>
</tr>
<tr>
<td>Class 5 to 8</td>
<td>$I_{Port,MPS}$</td>
<td>A</td>
<td>0.016</td>
<td>—</td>
<td></td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Input current on each powered pairset for dual-signature PDs</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Class 1 to 5</td>
<td>$I_{Port,MPS,2P}$</td>
<td>A</td>
<td>0.01</td>
<td>—</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>PD Maintain Power Signature Time</td>
<td>$T_{ms}$</td>
<td>ms</td>
<td>75</td>
<td>—</td>
<td>long_class_event = FALSE</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>7</td>
<td>—</td>
<td>long_class_event = TRUE</td>
</tr>
<tr>
<td>4</td>
<td>PD Drop Out Period</td>
<td>$T_{MPDO,PD}$</td>
<td>ms</td>
<td>—</td>
<td>250</td>
<td>long_class_event = FALSE</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>—</td>
<td>310</td>
<td>long_class_event = TRUE</td>
</tr>
</tbody>
</table>

Table 1. PD DC Maintain Power Signature (MPS)
In the next generation PDs TPS2373x family, the ~25% hiccup duty ratio is integrated into TPS2373x. In the Figure 11, when overload or short circuit occur, VCC voltage goes low to hit its UVLO. Therefore, the startup source is turned back on and soft start cycle is reinitiated. SST is slowly discharged by 4 µA internal current source while PWM is stopped until reaching to a certain low level. There is new soft start cycle and the output voltage is ramped up. SST is charged with 10 µA.
Figure 11. TPS2373x Restart Following Severe Overload at Main Output of PSR Flyback DC-DC Converter

4 References
1. Texas Instruments, *TPS2375x IEEE 802.3at, High Efficiency, PoE Interface and DC-DC Controller*
2. Texas Instruments, *TPS23730 IEEE 802.3bt Type 3 PoE PD with High Efficiency DC-DC Controller*

4.1 Trademarks
All other trademarks are the property of their respective owners.
IMPORTANT NOTICE AND DISCLAIMER

TI PROVIDES TECHNICAL AND RELIABILITY DATA (INCLUDING DATASHEETS), DESIGN RESOURCES (INCLUDING REFERENCE DESIGNS), APPLICATION OR OTHER DESIGN ADVICE, WEB TOOLS, SAFETY INFORMATION, AND OTHER RESOURCES “AS IS” AND WITH ALL FAULTS, AND DISCLAIMS ALL WARRANTIES, EXPRESS AND IMPLIED, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR NON-INFRINGEMENT OF THIRD PARTY INTELLECTUAL PROPERTY RIGHTS.

These resources are intended for skilled developers designing with TI products. You are solely responsible for (1) selecting the appropriate TI products for your application, (2) designing, validating and testing your application, and (3) ensuring your application meets applicable standards, and any other safety, security, or other requirements. These resources are subject to change without notice. TI grants you permission to use these resources only for development of an application that uses the TI products described in the resource. Other reproduction and display of these resources is prohibited. No license is granted to any other TI intellectual property right or to any third party intellectual property right. TI disclaims responsibility for, and you will fully indemnify TI and its representatives against, any claims, damages, costs, losses, and liabilities arising out of your use of these resources.

TI's products are provided subject to TI's Terms of Sale (www.ti.com/legal/termsofsale.html) or other applicable terms available either on ti.com or provided in conjunction with such TI products. TI's provision of these resources does not expand or otherwise alter TI's applicable warranties or warranty disclaimers for TI products.

Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2020, Texas Instruments Incorporated