Electronics designers and purchasing or procurement managers seek smaller, simpler, and more integrated current-sensing designs. The INA700 digital power monitor with EZShunt™ technology vastly decreases a designer's overall design size and design time. In the past, designers typically needed to purchase multiple ICs, including an analog-to-digital converter (ADC) and a shunt resistor, to achieve the same function.

What Does INA700 Provide to a System?
- The smallest current sensor in the industry with an integrated shunt at 1.24 mm × 1.32 mm, small enough to fit within the footprint of a 1206 shunt resistor and 74% smaller than the INA234 and a 1206 resistor combined
- Simplified layout and design complexity as Kelvin or 4-wire connections are removed, a technique that reduces measurement error when using traditional current sensors
- Excellent measurement accuracy:
  - ±0.65% maximum system current sense gain error at 5 A
  - 2.0-mA maximum offset current
  - 250-μA/°C maximum offset drift
- In discrete current-sensing implementations, the resistor alone contributes an average of 1% tolerance or error, making the measurement accuracy of INA700 excellent before considering the amplifier or signal chain of other discrete components
- Integration of a shunt resistor shrinks the bill of materials and PCB area required versus traditional current sense devices
- Active calibration of measurement error due to resistor temperature drift, the INA700 device renders system calibration of a shunt resistor and current sensor unnecessary

Need additional assistance? Ask our engineers a question on TI E2ETM amplifier support forum.

### Recommended Parts

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Automotive Qualified</th>
<th>Features</th>
<th>Maximum Current at 25°C</th>
<th>Package (Dimensions)</th>
</tr>
</thead>
<tbody>
<tr>
<td>INA700</td>
<td>N/A</td>
<td>Measures current, bus voltage, power, energy, charge, and die temperature</td>
<td>±15 A</td>
<td>PowerWCSP-10 (1.24 mm × 1.32 mm)</td>
</tr>
</tbody>
</table>
IMPORTANT NOTICE AND DISCLAIMER

TI PROVIDES TECHNICAL AND RELIABILITY DATA (INCLUDING DATA SHEETS), DESIGN RESOURCES (INCLUDING REFERENCE DESIGNS), APPLICATION OR OTHER DESIGN ADVICE, WEB TOOLS, SAFETY INFORMATION, AND OTHER RESOURCES “AS IS” AND WITH ALL FAULTS, AND DISCLAIMS ALL WARRANTIES, EXPRESS AND IMPLIED, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR NON-INFRINGEMENT OF THIRD PARTY INTELLECTUAL PROPERTY RIGHTS.

These resources are intended for skilled developers designing with TI products. You are solely responsible for (1) selecting the appropriate TI products for your application, (2) designing, validating and testing your application, and (3) ensuring your application meets applicable standards, and any other safety, security, regulatory or other requirements.

These resources are subject to change without notice. TI grants you permission to use these resources only for development of an application that uses the TI products described in the resource. Other reproduction and display of these resources is prohibited. No license is granted to any other TI intellectual property right or to any third party intellectual property right. TI disclaims responsibility for, and you will fully indemnify TI and its representatives against, any claims, damages, costs, losses, and liabilities arising out of your use of these resources.

TI’s products are provided subject to TI’s Terms of Sale or other applicable terms available either on ti.com or provided in conjunction with such TI products. TI’s provision of these resources does not expand or otherwise alter TI’s applicable warranties or warranty disclaimers for TI products.

TI objects to and rejects any additional or different terms you may have proposed.

Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2023, Texas Instruments Incorporated