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TAPE AND REEL INFORMATION
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A0 | Dimension designed to accommodate the component width
B0 | Dimension designed to accommodate the component length
KO | Dimension designed to accommodate the component thickness
A W | Overal width of the carrier tape
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*All dimensions are nominal
Device Package |Package|Pins| SPQ Reel Reel A0 BO KO P1 w Pinl
Type |Drawing Diameter| Width | (mm) | (mm) | (mm) [ (mm) [ (mm) |Quadrant
(mm) |W1(mm)
LP8860AQVFPRQ1 HLQFP VFP 32 1000 330.0 16.4 9.6 9.6 1.9 12.0 | 16.0 Q2
LP8860BQVFPRQ1 HLQFP VFP 32 1000 330.0 16.4 9.6 9.6 19 12.0 | 16.0 Q2
LP8860CQVFPRQ1 HLQFP VFP 32 1000 330.0 16.4 9.6 9.6 1.9 12.0 | 16.0 Q2
LP8860DQVFPRQ1 HLQFP VFP 32 1000 330.0 16.4 9.6 9.6 1.9 12.0 | 16.0 Q2
LP8860HQVFPRQ1 HLQFP VFP 32 1000 330.0 16.4 9.6 9.6 1.9 12.0 | 16.0 Q2
LP8860JQVFPRQ1 HLQFP VFP 32 1000 330.0 16.4 9.6 9.6 19 12.0 | 16.0 Q2
LP8860LQVFPRQ1 HLQFP VFP 32 1000 330.0 16.4 9.6 9.6 1.9 12.0 | 16.0 Q2
LP8860NQVFPRQ1 HLQFP VFP 32 1000 330.0 16.4 9.6 9.6 1.9 12.0 | 16.0 Q2
LP8860RQVFPRQ1 HLQFP VFP 32 1000 330.0 16.4 9.6 9.6 1.9 12.0 | 16.0 Q2
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*All dimensions are nominal

Device Package Type |Package Drawing| Pins SPQ Length (mm) | Width (mm) | Height (mm)
LP8860AQVFPRQ1 HLQFP VFP 32 1000 350.0 350.0 43.0
LP8860BQVFPRQ1 HLQFP VFP 32 1000 350.0 350.0 43.0
LP8860CQVFPRQ1 HLQFP VFP 32 1000 350.0 350.0 43.0
LP8860DQVFPRQ1 HLQFP VFP 32 1000 350.0 350.0 43.0
LP8860HQVFPRQ1 HLQFP VFP 32 1000 350.0 350.0 43.0
LP8860JQVFPRQ1 HLQFP VFP 32 1000 350.0 350.0 43.0
LP8860LQVFPRQ1 HLQFP VFP 32 1000 350.0 350.0 43.0
LP8860NQVFPRQ1 HLQFP VFP 32 1000 350.0 350.0 43.0
LP8860RQVFPRQ1 HLQFP VFP 32 1000 350.0 350.0 43.0
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