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STATIC ELECTRICAL CHARACTERISTICS

CD4011A, CD4012A, CD4023A Types
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CD4011A, CD4012A, CD4023A Types

DYNAMIC ELECTRICAL CHARACTERISTICS at Ta = 25°C, CL = 15 pF, input t,, t = 20 ns,

Ry = 200 KQ2
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PACKAGING INFORMATION

Orderable part number Status  Material type Package | Pins Package qty | Carrier RoOHS Lead finish/ MSL rating/ Op temp (°C) Part marking
@ @ ® Ball material Peak reflow ©)
@ ©)
CD4011AD3 Active Production CDIP SB (JD) | 14 24 | TUBE No AU N/A for Pkg Type -55to 125 CD4011AD3
CD4011AD3.A Active Production CDIP SB (JD) | 14 24 | TUBE No AU N/A for Pkg Type -55t0 125 CD4011AD3
JM38510/05001BCA Active Production CDIP (J) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 JM38510/
05001BCA
JM38510/05001BCA.A Active Production CDIP (J) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 JM38510/
05001BCA
M38510/05001BCA Active Production CDIP (J) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 JM38510/
05001BCA

@ status: For more details on status, see our product life cycle.

@ Material type: When designated, preproduction parts are prototypes/experimental devices, and are not yet approved or released for full production. Testing and final process, including without limitation quality assurance,
reliability performance testing, and/or process qualification, may not yet be complete, and this item is subject to further changes or possible discontinuation. If available for ordering, purchases will be subject to an additional
waiver at checkout, and are intended for early internal evaluation purposes only. These items are sold without warranties of any kind.

® RoHS values: Yes, No, RoHS Exempt. See the TI RoHS Statement for additional information and value definition.

® |ead finish/Ball material: Parts may have multiple material finish options. Finish options are separated by a vertical ruled line. Lead finish/Ball material values may wrap to two lines if the finish value exceeds the maximum
column width.

® msL rating/Peak reflow: The moisture sensitivity level ratings and peak solder (reflow) temperatures. In the event that a part has multiple moisture sensitivity ratings, only the lowest level per JEDEC standards is shown.
Refer to the shipping label for the actual reflow temperature that will be used to mount the part to the printed circuit board.

® part marking: There may be an additional marking, which relates to the logo, the lot trace code information, or the environmental category of the part.

Multiple part markings will be inside parentheses. Only one part marking contained in parentheses and separated by a "~" will appear on a part. If a line is indented then it is a continuation of the previous line and the two
combined represent the entire part marking for that device.

Important Information and Disclaimer:The information provided on this page represents TlI's knowledge and belief as of the date that it is provided. Tl bases its knowledge and belief on information provided by third parties, and
makes no representation or warranty as to the accuracy of such information. Efforts are underway to better integrate information from third parties. Tl has taken and continues to take reasonable steps to provide representative
and accurate information but may not have conducted destructive testing or chemical analysis on incoming materials and chemicals. Tl and Tl suppliers consider certain information to be proprietary, and thus CAS numbers
and other limited information may not be available for release.
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In no event shall TI's liability arising out of such information exceed the total purchase price of the Tl part(s) at issue in this document sold by Tl to Customer on an annual basis.
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MECHANICAL DATA

JD (R—CDIP-T14) CERAMIC SIDE—BRAZE DUAL-IN—LINE
0.770 (19,56)
X 0.690 (17,53) e
14 8
Ju Ju Ju I N, JL J4
0.310 (7,87)
0.280 (7,11) A
Index
Area 1 7
0.060 (1,52) 0.325 (8,26)
oo ©7) | [ £?¢il?\lm (029) 0.290 (7,37)
| |
B H 17 (45
ase 0.175 (4,45
Plane_\_ ‘ i CW(QEN)
Seatin - . v |
Plane k ‘ / + l
! 0.175 (4,45) '|l
‘ 0.125 (3,18) 'i
0.095 (2,4) < 0.100 (2,54) TYP */ o 0-1570\
0.030 (0,76) | | 0.055 (1,40) ‘ 0.012 (0,30)
0.021 (053) 0.025 (0,64) I 0.008 (0,20)
0.015 (0,38) 11 le— o.3ocT1Y(P7,62) —
4040086-3/F 07/03
NOTES:  A. Al linear dimensions are in inches (millimeters). G Body width does not include particles of
B. This drawing is subject to change without notice. packing materials.
C. Controlling dimension: inch. H. A visual index feature must be located within the
D. Leads within 0.005 (0,13) radius of true position (TP) at cross—hatched area.
gage plane with maximum material condition and unit installed.
E  Angle applies to spread leads prior to installation.
F Outlines on which the seating plane is coincident with the

plane (standoff = 0), terminals lead standoffs are not required,
and lead shoulder may equal lead width along any part of the

lead above the seating/base plane.
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GENERIC PACKAGE VIEW
J 14 CDIP - 5.08 mm max height

CERAMIC DUAL IN LINE PACKAGE

Images above are just a representation of the package family, actual package may vary.
Refer to the product data sheet for package details.

4040083-5/G
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PACKAGE OUTLINE

JOO14A CDIP - 5.08 mm max height
CERAMIC DUAL IN LINE PACKAGE
PIN 11D Al 4X.005MIN
(OPTIONAL) [A] [0.13] ﬁ .81358;.(1)6502 TYP
1 } 1
12><ﬁ) {M } H J‘ ’ T
[2.54] 14X .014-.026
14X .045-.065 :
T {h } RS [0.36-0.66]
|9 [.010 [0.25][c[A[B]
754-.785
{ } [19.15-19.94]
7 { } 8
N Y
-245-.283 J —={ 2MAXTYP 13 MIN TYP
[6.22-7.19] [5.08] 23]
SEATING PLANE
T .308-.314
[7.83-7.97]
T GAGE PLANE
T 015 |GAGE PLANE

‘/ 0°-15°
TYP

[0.38]

»\\—r 14X .008-.014

[0.2-0.36]

4214771/A 05/2017

NOTES:

1. All controlling linear dimensions are in inches. Dimensions in brackets are in millimeters. Any dimension in brackets or parenthesis are for
reference only. Dimensioning and tolerancing per ASME Y14.5M.

2. This drawing is subject to change without notice.

3. This package is hermitically sealed with a ceramic lid using glass frit.

4. Index point is provided on cap for terminal identification only and on press ceramic glass frit seal only.

5. Falls within MIL-STD-1835 and GDIP1-T14.

INSTRUMENTS
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EXAMPLE BOARD LAYOUT
JOO14A CDIP - 5.08 mm max height

CERAMIC DUAL IN LINE PACKAGE

e (300 ) TYP
SEE DETAIL A A~ [7.62]
1! \ H @ V14
/

/SEE DETAIL B

\
/

N4 | N
S ‘ —
- @ - O
12X (.100 ) \ ‘
[2.54] | i
& | ©
e -
— — - + —
14X (B .039) ‘
"o | ©
|
© . ©
|
© ) O
SYMM
¢
LAND PATTERN EXAMPLE
NON-SOLDER MASK DEFINED
SCALE: 5X
002 MAX ﬂ (.063)
0.05 [1.6]
ALIE AR(])UND I METAL (®.063)
SOLDER MASK [1.6]
L~ OPENING
\METAL JL
/ 002 MAX
(R.002 ) TYP el S A [0.05]
[0.05] ALL AROUND
DETAIL A DETAIL B
SCALE: 15X 13X, SCALE: 15X
4214771/A 05/2017
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IMPORTANT NOTICE AND DISCLAIMER

TI PROVIDES TECHNICAL AND RELIABILITY DATA (INCLUDING DATASHEETS), DESIGN RESOURCES (INCLUDING REFERENCE
DESIGNS), APPLICATION OR OTHER DESIGN ADVICE, WEB TOOLS, SAFETY INFORMATION, AND OTHER RESOURCES “AS IS”
AND WITH ALL FAULTS, AND DISCLAIMS ALL WARRANTIES, EXPRESS AND IMPLIED, INCLUDING WITHOUT LIMITATION ANY
IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR NON-INFRINGEMENT OF THIRD
PARTY INTELLECTUAL PROPERTY RIGHTS.

These resources are intended for skilled developers designing with Tl products. You are solely responsible for (1) selecting the appropriate
TI products for your application, (2) designing, validating and testing your application, and (3) ensuring your application meets applicable
standards, and any other safety, security, regulatory or other requirements.

These resources are subject to change without notice. Tl grants you permission to use these resources only for development of an
application that uses the Tl products described in the resource. Other reproduction and display of these resources is prohibited. No license
is granted to any other Tl intellectual property right or to any third party intellectual property right. Tl disclaims responsibility for, and you fully
indemnify Tl and its representatives against any claims, damages, costs, losses, and liabilities arising out of your use of these resources.

TI's products are provided subject to TI's Terms of Sale, TI's General Quality Guidelines, or other applicable terms available either on
ti.com or provided in conjunction with such Tl products. TI's provision of these resources does not expand or otherwise alter TI's applicable
warranties or warranty disclaimers for Tl products. Unless Tl explicitly designates a product as custom or customer-specified, TI products
are standard, catalog, general purpose devices.

Tl objects to and rejects any additional or different terms you may propose.

Copyright © 2026, Texas Instruments Incorporated
Last updated 10/2025


https://www.ti.com/legal/terms-conditions/terms-of-sale.html
https://www.ti.com/lit/pdf/SZZQ076
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